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NOTES TO INSTRUCTORS

Pre-Course Activities

Before class starts, ensure that the classroom is arranged so that the view of the screen is unobstructed and that the
participants have plenty of room to spread their notebooks and be able to take notes. Ensure that all audio visual
equipment is set up and working properly and that you have plenty of suppliesincluding flip chart, paper and
markers. Instructors should familiarize themselves with the location of the lights and the lighting combinations that
provide for the best viewing of the slides. Instructors should also familiarize themselves with the bathroom facilities
and break rooms etc. in the building where teaching the course. Distribute course materials, sign in sheets and CEU
forms before the start of the course.

Opening, Welcoming, Housekeeping Duties and Remarks

Verify that each participant has received copies of all course material, such as the Participant Workbook and
Reference Manual. Discuss the materials and how they will be used in the class. Explain any special segmentsi.e.
guest speakers, field trip or special arrangements. Instruct participantsto fill out sign in sheets at the start of the
course.

Instructors should establish class starting times, lunch periods, breaks and ending times, etc. Discuss classroom

facilities, location of restrooms, policy on smoking, food arrangements, provisions for messages and tel ephones,
parking, and any other special conditions. Theinstructor should also point out the exit locations.

| ntr oductions
A senior manager from the host agency may wish to introduce the class. This helps acknowledge support for the
course and material by upper management. The instructors should introduce themselves by giving a brief statement

of their qualifications, educational background, professional experience relevant to the subject matter of the training
course, and any other information which would establish their credibility with the participants.

CEU Credits

The instructor should have a CEU form available at the beginning of the course and will give instructions on filling
them out. Theinstructor should collect these forms by the end of the course.

Cour se Evaluations
At the beginning of the last day, the instructor should pass out the Course Evaluation forms and instruct the

participants to complete and fill the forms out throughout the day. Thiswill ensure that the forms are not being
filled out as they are rushing to leave at the end of the day.

Certificates
A signin sheet should be passed out at the beginning of the course. At the end of thefirst day, instructors should

provide a copy of the course roster to the host agency so that they may begin preparing the certificates. Instructors
will signin and pass the certificates out at the end of the course.

Final Responsibility



Instructors are responsible for sending the completed course roster, CEU forms and course evaluations to NHI.
Instructorswill receive copies of their course evaluations once they have been processed.

Updates, Corrections & Omissionsto the Course M aterial

TRDI has spent a great amount of time and effort to produce a well written and easy to follow course but it is
inevitable that instructors and participants will find errors, omissions or text that will need updating. We encourage
the instructors and participants to share these errors or concerns with the course material to TRDI so that corrections
are made to subsequent versions.

Tipson Facilitation for Instructors:

Each group of adults bringsto class avariety of backgrounds and levels of experience. Thisdiversity requiresyou
to be responsive to the participants’ different needs, goals for the class and learning styles.

DO
»  Establish program schedules and norms
»  Establish ground rules including punctuality, interruptions, number of breaks and other *“housekeeping
duties”
» Stimulate discussions by asking open ended questions:
0 “Who needsto beinvolved?’
“What experiences have you had with this?’
“Where are the barriers to making this happen?’
“When does this need to change in order for thisto happen?”’
“Why should you go with this program?”
“How can WE make this happen?”’
0 “What questions do you have?’ instead of “ Do you have any questions?’
» Coordinate exercises and activities:
o Clarify key points
0 Guide Problem solving
o Reinforceideason flip charts
0 Emphasize application and utilization
o0 Maintain and enhance self-esteem
» Reflect, expand and summarize participants comments

O O O0OO0oOo

» Direct and control (unless needed)
o Doguideandlead
» Evauateand judge
o Dothankthemfor their participation and use rewards
» Solve problemsfor others
o Dousetheir experienceto lead participants to solutions
> Allow the group to beirresponsible or get off track
0 Do keep“war stories’ short
» Allow the discussions to become grip sessions
o Dolead themto solutions of those problems they can solve



TRAINING COURSE CHECK LIST

Pre-course Activities

Instructor’ s computer set up and checked
Ensure you have plenty of suppliesincluding flip chart, paper and markers
Audio visual equipment set up and checked

Classroom seating arranged

0o 0 0O O O

Distribute course materials, sign in sheets and CEU forms

First Day Activities
Brief Opening and Welcome
Introductions of instructors and participants

Collect issues and concerns related to the course from participants

a

a

a

U Discuss Housekeeping
U Discuss Course Schedule
a

Discuss Break Policy

L ast Day Activities
O Distribute Course Evaluation forms
Collect CEU forms

Sign and distribute Certificates

Collect recommendations for course changes

0O 0O 0O O

Pack up audio visual equipment to ship back
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Module 1
Overview of Engineering
Applications of PM S
Instructional Time: 60 minutes

Itisimportant for the instructor to encourage the participants to refer to their Reference Manual through out the
presentation, especially for detailed information and for those slides with screenshots that are difficult to read in the
small prints of the slidesin the Participant Workbooks. Thiswill allow the participants to become familiar with the
manual by the end of the course.

Participant Questions

1. Identify issues and concerns amongst participants about subjects and concepts raised during the overview.

2. Summarizethese on aflip-over chart and hang this at avisible location where they can be referred to
during the balance of the course.
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Module 1
Overview of Course
“Analysis of PMS Data for
Engineering Applications”

Federal Highway Administration
Prepared By TRDI

(Texas Research & Development Inc.)

11/19/2002 Module 1 1

e |nstructor 1
e Instructor 2
e |nstructor 3

11/19/2002 Module 1 2

Course Objectives

 Provide overview of PMS and related systems,
techniques and databases

« Discuss results of engineering analysis carried
out by several state DOTs, and demonstrate
benefits of these studies

» Stimulate agencies to enhance their PMS data
base and use PMS data in range of engineering
applications

11/19/2002 Module 1 3

Thefirst part of this course, reviews structure and
principles of PM S and how they relate to engineering
applications. The heart of the course presents example

of actual engineering applications found in state highway
agencies, such as PennDOT, WSDOT, WisDOT, ADOT,
TxDOT, MDT and KDOT. Each day, aworkshopis
held for the purpose of stimulating participantsto think
about what they can do with their PMSto solve
engineering problems.

In thisslide, the instructor should list their names and the
agency for which they work for and then introduce
themsel ves giving atwo sentence summary of their
qualifications. This slide would have to be prepared by
the individual instructors teaching the course at any
particular time.

The objective of this courseisto define the nature of
engineering applications of pavement management data
and to help the student recognize the val ue of
engineering analysis to extend the benefits of their
pavement management system. It is also our objective to
report the results of engineering analysis which have
been carried out by other state DOTs and to demonstrate
the benefits that these previous studies have contributed
to their respective agencies. Participants will learn basic
PMS activitiesin five state DOTs. Asaresult of
attending this course, students should be able to
recognize potential engineering applicationsin their own
agency and should be able to define the types of dataand
the basic approach that could be taken for engineering
analysisasit will benefit their own agency.



Slide

Slide

Slide

Module 1 - Objectives

< Review Basic Concepts of
Pavement Management Systems

e Outline Principles of Engineering
Analysis

¢ Quantify Benefits of PMS

11/19/2002 Module 1 4

How Does PMS Relate To Your
Engineering Activities

Pavement (overlay) design analysis
Materials & construction methods
Preventive maintenance

Pavement preservation strategies
Pavement maintenance management

11/19/2002 Module 1 5

Course Modules
Day 1 Day 2
1. Overview 7. Materials - Construction
2. Database needs 8. Preventive maintenance
3. Superpave monitoring 9. Preservation strategies
4. Performance modeling 10. Maintenance effects
5a. Workshop 1 5b. Workshop 2
6. Design analysis 11. Evaluation & Closing

11/19/2002 Module 1 6

The objective of thismoduleisto present the basic
concepts of pavement management for the students and
to reinforce their understanding of the broader pavement
management principles. A further objectiveisto
introduce the participants to the concepts of engineering
analysis specifically since many of them may look at
pavement management primarily as a network
prioritization process. Finally, the third objective of this
module is to define the benefits of pavement
management quantitatively asthey have been determined
through an engineering application in ArizonaDOT. At
the end of this module, the students will be able to list
the basic principles of engineering analysis and will be
ready to learn rapidly from subsequent modules.

This slide outlines topics which will be covered in the
course showing how pavement management data may be
applied to engineering problems. A number of these will
be covered in day one and the remainder will be covered
in day two.

This slide outlines the modul es covering exampl es of
Engineering Analysis from 12 State DOTSs. All analyses
have been made possible by the availability of aPMS.
After the basic overview and the discussion of database
needs, three modules will be covered aslisted above. A
workshop about Superpave Performance Monitoring will
be conducted to give the participants an opportunity to
interact with each other.

On day two, four additional modules will be covered
including avideo of Preventive Maintenance techniques.
A second workshop will be held in the afternoon, again
to activate the participants and to stimulate their thinking
and interaction. The course will close with an evaluation
and asummary by theinstructor.
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Pavement Management ¢

A
_I

I
Is a coordinated L a«\

~J ¢
systematic process for g—u ¢
carrying out all activities

related to providing pavements

11/19/2002 Module 1 7

Pavement Management
System

Rational procedures that provide
optimum pavement strategies based on
predicted pavement performance
incorporating feedback regarding the
various attributes, criteria, and
constraints involved.

11/19/2002 Module 1 8

Overview of PMS & Related
Issues =

* Network & project levels % L
« Database issues ~

e Performance & design model
applications

e Pavement preservation and
rehabilitation
e Pavement maintenance systems

11/19/2002 Module 1 9

Pavement management is a coordinated systematic
process that covers all those activitiesinvolved in
providing and maintaining pavements at adequate level
of service. These range from initial information
acquisition to planning, programming, and execution of
new construction, maintenance, and rehabilitation, to
details of individual project design and construction; to
periodic monitoring of pavementsin—service.

A pavement includes shoulders & all structural elements
of the roadway (i.e., al layers). Also, load-carrying
capacity of the subgrade isimplicitly included.

A PMS provides decision-makers at all management
levels with optimum strategies derived through clearly
established rational procedures, and evaluates alternative
strategies over a specified analysis period on basis of
predicted values of quantifiable pavement performance,
subject to predetermined criteria and constraints.

It involves an integrated, coordinated treatment of all
areas of pavement management, and is adynamic
process that incorporates feedback regarding various
attributes, criteria, and constraintsinvolved in an
optimization procedure.

In this course we will present an overview of pavement
management and related issues. Five topicsare outlined
in thisslide. Thefirst three bullet points will be treated
today, the last two bullet pointswill be treated in the
second and final day of the course.
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PMS Conceived as Framework to
Design for Local Environment

* Objectives of Texas study in 1960’s:
« Develop descriptions of material properties

« Develop measuring properties for pavement
design and evaluation

« Develop pavement design methods using
measured material properties, for all locations,
environments and traffic loads.

e Goal: formulate overall pavement problem
in broad conceptual and theoretical terms

11/19/2002 Module 1 10

General Structure of Systematic
Pavement Management :
S
ey
Coordinated modules 5 & ;\
at several organizational <G &
levels accessing a common

database

11/19/2002 Module 1 11

In 1967 an NCHRP project was one of thefirst effortsin
applying systems engineering to pavement design. The
Texas Highway Department recognized the need for a
system for organizing and coordinating their pavement
research program and updating their design system, and
developed aworking design model in connection with
the Texas Transportation Institute. The purpose was to
develop a basic framework to adapt to local environment
information such ason AASHO Road Test, to be
accomplished by carrying out the following specific
objectives:
- develop descriptions of significant basic
properties of materials used in roadway
structures;
develop procedures for measuring these
properties in manner applicable to pavement
design and evaluation;
develop procedures for pavement design
utilizing measured values of basic properties,
which would be applicable to all locations,
environments, and traffic loads.
The goal was to "formulate overall pavement problemin
broad conceptual and theoretical terms"; which would
enable solution of avariety of pavement problems that
have long plagued engineers.

Asapart of PM S development at the project level, the
design process was structured and its components were
identified more specifically in 1965-67.



Slide
12

Slide
13

Slide
14

Benefits of PMS

Consistently good decisions
Evaluate funding effects
Longer pavement life
Extend M&R funds
Improve efficiency
Permit objectivity

11/19/2002 Module 1 12

Let's Review Pavement
Management

* Formalization of pavement decision
making

« Entire process to provide quality
pavements

« Strong emphasis on economics

« Involves all associated groups

= Planning, Design, Constr, Maintenance,
Materials, Field Groups.

* Uses advanced tools and analysis techniques

11/19/2002 Module 1 13

What is Pavement

Management Software

® P
1 {

A set of Tools o
to Assist '
Decision-
makers
in Preserving a
Pavement
Network

11/19/2002 Module 1 14

B

This slide outlines six major benefits of Pavement
Management. A good pavement management system
provides consistently good decisions, and enables the
user to evaluate the effects of funding levels. It provides
longer pavement life, extends the benefits and results of
maintenance and rehabilitation funds. It also improves
the efficiency of the organizations and permits
objectivity in making pavement management and
maintenance rehabilitation decisions.

This slide describes what pavement Management, the
“process’, actually is. Itisaformalization of decision
making, which includes the entire process required to
provide quality pavements. Pavement management uses
advanced tools and analysis techniques to function
smoothly. There'sastrong emphasison the use of life
cycle cost economics. Finally, pavement management
involves all associated groups within an agency ranging
from planning, design, construction, maintenance,
materials and field operating groups.

Pavement management software is a set of toolswhich
can assist decision makers in making good decisions and
in preserving their pavement management system or
network. A pavement management system isnot a
computer program, but software is essential in operating
aPMS.
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PMS Components

e Pavement condition analysis

e M&R needs analysis

e Optimize budget allocations

* Prioritize M&R projects

e Select best life cycle strategies

< Design pavement structure

e Program/Track routine maintenance

11/19/2002 Module 1 15

PMS Components

D
\
]
]

Database

User Interface

Model
Model

11/19/2002 Module 1 16

Components of PMS

Broader Management Concerns

PMS
.

NETWORK LEVELD
Programming "~

PROJECT LEVEL

Design
DATA & ——
Planning lg ——— Construction
— —| BASE t_Maintenance
. =

. Rehabilitation
Wv—#
4

Engineering Applications
Research - Special Studies
11/19/2002 Module 1 17

Budget

There are many ways to look at a Pavement Management

System. In this particular preview, we define seven

basic components or stepsin the process. These include:

1. pavement condition analysis

2. maintenance and rehabilitation needs analysis,

3. optimization of budget allocations,

4. prioritizations of maintenance rehabilitation
projects.

From these steps the best life cycle strategies for one or

more projects are selected. The individual pavements or

rehabilitations structures are designed and the PMS

provides a program for tracking routine maintenance

activities and obtaining follow up feedback information.

This conceptual houseillustrates the inter-relations of
PM S components. The foundation of the houseand of
the PMSitself isthe database. The models hold up the
structure itself and the doors and windows provide user
interfaces or waysto get at the results of the PMS.

Pavement management must be capable of being used in
whole or in part by various technical and administrative
levels of management in making decisions regarding
both individual projects and an entire highway network.
All functions are essential, but not all functions need to
be active at sametime. In planning future construction
consider individual project designin only an
approximate way. A PMS can be viewed as a set of
connected modules or "building blocks."
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Major Components of a Project
Level Pavement Design System

[ Inputs J—>[ Models Behavior

— Lo
Friclion]

Costs

PR
Ordered Set of .
Implementation
Choices

Distress

Performance

AR

Decision
Criteria

Types of Evaluation Information

Structural
Models - "
Inputs Behavior]| [Distress

Friction
easures,
Cores,
Construction
Records
etc.

Various monitoring methods

Performance

Condition Maintenance
Cost
Surveys Records

Deflection Roughness
Measurements Serviceability

History

11/19/2002 Module 1 19

Functions of Pavement
Evaluation in PMS

» Check design predictions

« Schedule rehabilitation

< Improve design models

« Improve construction and maintenance
« Updating network programs

11/19/2002 Module 1 20

This dlidewasfirst developed in 1966 in a National
Cooperative Highway Research Program Project to
develop improved pavement design. It became clear at
that point that it was necessary to model the pavement
design process ranging from inputs through models to
various outputs including response, distress and
performance. These items combined with cost and traffic
provide an ordered set of choices which can be selected
in the face of decision criteriafor implementation on a
particular project.

Thisslide utilizes the structure of the pavement
management system outlined in the previous slide. Just
asadoctor can not tell everything about the health of a
human being by measuring temperature or blood
pressure alone, neither can you tell everything about a
pavement by measuring only deflection or only distress.
Each measurement tool hasits own purpose for
evaluating the pavement, asillustrated in this slide.
Safety for exampleis evaluated by measuring surface
friction while pavement distressis evaluated with
condition of distress survey. Etc.

There are several functions of pavement evaluation as
applied in pavement management. Five of the most
important functions or uses of evaluation information are
summarized in this slide.
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A quote which properly defines
a PMS database by Aaron J.

Ihde:

“The primary factor in bringing
about scientific discovery is not
necessity or individual genius, but
the relentless pressure of
accumulating knowledge”.

11/19/2002

Module 1

21

INPUTS

« Traffic Models
~Materials [
* Thickness

I3
\
Safety

p{ Costs

> Behavior |»[ Distress | performance |

Roughness
PSI

Traffic
Counts &
Weights

«Test Pits
sLab Tests
«Count

*Weigh
«Classification

“Rainfall
*Temperature

11/19/2002

\ [ Deflection %ﬁ:s;;;n
|

\ 1

LONG-TERM

DATABASE
&

ANALYSIS

Module 1

Update
\ Models
]

RECORD
« Construction
* Maintenance
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Three level PMS - Information
detail & complexity of models

T Project Infeasible I
- Level 0
o [}
= =}
IS o
g Project ?_
° Selection 5]
= Level 2
o 8
3 Program 2
o3 X Level o
o Unreliable (Network) o
One Project Size —> Total Network

This quote gives a proper background for a pavement
management database or any other database. It points
out that accumulated knowledge is the most important
aspect of new scientific discovery. Thus, the continuous
mai ntenance of a good pavement management database
will lead to improved scientific discovery about
pavement performance. That'swhat databases are all
about.

Please refer to the Reference Manual for alarger version
of thisslide. It isa continuation of aprevious slide
which showsthe inter relationships of input models,
behavior, distress, and performancetied to the type of
data collected and stored in a pavement management
database for each of the factors. It further showsthat if
this datais recorded over the longer term in the database
and is properly analyzed, it can be used to modify,
calibrate and update the models in the Pavement
Management System. Thisisthe purpose of pavement
design and rehabilitation design. It was the original
SHRP purpose of long-term pavement performance
studies; when properly done it will ultimately lead us to
improved pavement models.

Thisslideisrelatively complex but very important to
your understanding. It relates the amount of information
and detail of information needed to do Pavement
Management at the project level vs. the network level
and it also defines the complexity of the models related
totheseitems. For example, if we look at the left
vertical axis, “detail of information” we can seethat a
great deal of information is required for the project level
and a smaller amount of information is needed for the
program or network level. We've aso introduced the
project selection level in between, which most states use
and more information is needed for selecting projects
than is available for the network alone.

On the other hand, on the right vertical axis we look at
complexity of models. It isinfeasibleto usevery
complex models for program or network level activities.
It is more feasible to use relatively complex models such
aslife cycle cost analysis at the project selection level.
At the project level, very complex design, rehabilitation
and cost analysis models can be used.
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Technical User Issues

« Database design/operation
= Data acquisition methods N
< Ensuring adequacy of database
» Predictive Models

» Performance Criteria

« Models for priority analysis and network
optimization

Verification of models

11/19/2002 Module 1 24

Essential Requirements of
PMS

Easily updated/modified as new information
and models become available

Considers alternative strategies

Identifies optimum strategy

Bases decisions on rational procedures with
quantified attributes, criteria, constraints

Uses feedback information regarding the
consequences of decisions

11/19/2002 Module 1 25

Summary of PMS

« Network and project level
« Several major subsystems

» Performance database for model
development

* Proper information flows
» Pavement evaluation

11/19/2002 Module 1 26

From atechnical perspective, PMSinvolvesalarge
number of issues and questions that must be appreciated
if technical activities are to be meaningful.

Pavements are complex structures involving many
variables, load, environment, performance, construction,
maintenance, materials, and economics. In order to
design, build, and maintain better pavements, the various
technical and economic factors should be well
understood. A very large investment has been madein
pavements and billions more will be spent annually on
mai ntenance and upgrading. Even marginal
improvementsin the component technol ogies of
pavement management, and in the process itself, can
result in large absol ute savings.

PMSisabroadly based process for an entire set of
activities required to provide and maintain pavements.
Several important concepts are:

In some agencies, network level incorporates project

selection and program level.

Planning, design, construction, and maintenance
have different degrees of influence, with planning
having a high initial influence and maintenance
having a higher degree of influence as pavement
ages.

Database of historical pavement performance
provides basis for developing wide variety of
models, including those for pavement deterioration.
Proper information flows al so represent very
important function in PM for both network and
project levels, and between them.

Pavement eval uation represents means for checking
how well design, construction and maintenance
objectives have been satisfied, for updating
schedules, and for decision support.
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Purpose of PMS Engineering
Analysis

The use of pavement management data
to evaluate and improve structural
designs, materials, mix designs,
construction, preservation strategies,
rehabilitation, and preventive
maintenance of pavements.

11/19/2002 Module 1 27

Engineering Analysis
Essential part of PMS

= Pavements are engineered structures,
therefore engineering analysis:

= Improves pavement performance
e Can be used for network or individual problems
« Is essential for feedback purposes
 Affects future activities - design, construction
maintenance, standards, and specifications
< Involves both project and network level
data

11/19/2002 Module 1 28

Sources of Engineering Data
other than from PMS database

e Research data files

e Construction records

e Material test records

e Additional field evaluations

e Project plans

e Additional structural evaluation and/or
materials testing

e Expert opinion and forensics

e Maintenance Management Systems

11/19/2002 Module 1 29

This slide isself explanatory and the instructor can read
from the slide and expand on the conceptsin his own
words. Basically, engineering analysis, is the use of the
pavement management database, to make predictions
and analysis of all kinds related to the pavement
management process.

Engineering analysisis an essential part of PMS and can
assist agencies to improve performance of the state’s
pavement network and address difficult engineering
related issues.

Mostly a PMSworks at two separate areas, network and
project level, a hard dividing line between the two is
difficult to draw. For the most part, the same type of
datais needed for both types of activities but more detail
is beneficial for project analysis.

Often the data needed for the use of the Pavement
Management database is not computerized. The data
may come from a number of different places within the
organization. For example, most materials test records
arein flat filesin the laboratory. More and more
Pavement Management systems are working to get all of
their datain an electronic form for regular access and
use. If dataisto be analyzed on an engineering basis, it
isessential that it be put into electronic format. Another
major aspect of the engineering dataisthat it hasa
common referencing system. If datais accepted from a
file folder in the materials branch, it is essential that the
station number and the project location be clearly
identified and that it be the same as the project location
identified in the computer base.
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Engineering Application Examples
from following State DOT'’s

e Arizona * Michigan

e California * Montana

» Florida * Pennsylvania
* Georgia e Texas

* Kansas * Washington
e Maryland * Wisconsin

11/19/2002 Module 1 30

Arizona State DOT'’s
Engineering Analysis Elements

e Module 1:
e Overview of ADOT PMS
* Methodology to show benefits of using a PMS
e Module 3:
« Superpave performance monitoring
e Module 6:
» Evaluating overlay design techniques
e Module 7:

» Effectiveness of various overlays and surface
treatments

11/19/2002 Module 1 31

ADOT'’s PMS Overview

* Pavement network 7600 center line
miles

« Condition data collected annually at each
milepoint

» Centralized Pavement Management
Organization with 11 staff

e Budgets increased from $35 million in
‘80 to over $100 million now

11/19/2002 Module 1 32

A total of 18 examples will be covered during the course
from the 12 states listed here.

The Arizona DOT has an outstanding Pavement
Management System, which has been used for the last 22
years. Four examples of the results of using that
Pavement Management System for Engineering Analysis
are presented. These are outlined in the slide and are
coveredin Modules1, 3,6 & 7. Prior to covering the
methodol ogy to show the benefits of using the Pavement
Management System an overview of the ADOT PMSis
presented.

Pavement Management Branch is part of Materials
Group, this Group reports to Highway Operations
Engineer, who in turn reports to the State Engineer, who
reports to the Director of DOT (4 management layers).
PM Sresponsibilities are highly centralized.

Concrete Roads are not part of PM S (different branch),
but test dataon concrete arerecorded in PMS. Initialy,
PMS only used at Network Level to assess overall
budget needs (Network Optimization System). ADOT is
in atransitional phaseto anew PMS system with more
emphasis on Project Levels.
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Quantified Benefits of a PMS

e Study for Arizona DOT in 1998 by TRDI
e ADOT’s PMS was initiated in 1980
« Need to evaluate impact of PMS on:
* pavement performance
* pavement life
« selection of materials
e Use of PMS database to quantify effects
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Creating The Database

« Historical Roughness data

split as follows:

« Data that reflect Pre-PMS experience from
years 1981 - 1983

» Data that reflect Full-PMS experience from
years 1993 - 1995. (For later years project
files not complete).

Data evaluated in Visual Modeler.

» Each period contains about 20,000
records.
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Analyses Were Run For:

All pavement types in the state
All interstate pavements only

All rigid pavements only

All interstate rigid pavements only
All asphalt pavements only

All interstate asphalt pavements
only

© 0k wNE
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Demonstrate benefits of PM S to both
Administration and Legislature, and do it in
quantifiable terms.

Assess importance of well maintained, accessible
and comprehensive PM S database.

Demonstrate usefulness of pavement modeling
techniques.

Two datafiles were obtained from ADOT:
1. PMSdbf (database file), including distress survey
info, up-to-date to end of 1997.
2. Projmod.dbf, including construction details, up-to-
dateto end of 1995.
TRDI created a master file combining the two ADOT
files, but only for the following two time periods:
1. 1981-1982-1983 (Pre-PMS)
2. 1993-1994-1995 (Full PMS)
All performance indicators were evaluated, but
Roughness gave the most robust data. Visual Modeler
runs were carried out for many combinations of road
classes, road structure categories, regional factors, traffic
categories. For this study, the best statistical resultswere
obtained by grouping together all categories, thus
maximizing the number of records.

Six different sets of analysiswere run, one for each of
the categories of pavements outlined in this slide.
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Five Performance Indicators

Roughness
Cracking
Patching
Friction
Flushing

a s wbdpRE
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Results

« Roughness by far the best indicator of
performance and shows the best
correlation for data set.

» Cracking shows stable relationships, but
not as robust as for roughness
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Quantify With Visual Modeler

Slope represents average annual rate of
- o

~ increase inroughne5§ Lo

<
Intercept provides best estimate of average "new"
pavement roughness at 80" / mile

0 5 10 15 20 25 30
Age (Years)
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Five performance indicators were selected for the
analysis, roughness, cracking, patching, friction and
flushing. All of this datawas available in the pavement
management database.

Of all of the performance indicators that were tested,
roughnessis by far the best indicator of performance and
shows the best correlation for the data set. Cracking
shows stabl e rel ationships but the results were not as
robust as for roughness. Thus, roughness was selected
for the continuing analyses.

Slide modeler is an analysis package which was
developed for the FHWA and the state of Pennsylvania
DOT. It provides agood tool for using pavement
management data for building models such as that
shown. Thisisan example of the kinds of analysis
which was run and does not depict real data. A plotis
made of roughness vs. age for each pavement in the data
set, about 7 thousand sections for each of the three years,
e.g. 81-83. This provides approximately 21 thousand
datapoints. A regression lineisthen fitted to the data
and the intercept on the Y axis represents the best
estimate of average “new pavement roughness’. Inthis
case, 80 inches per mile. The slope of the line co-
efficient “b” represents the average annual rate of
increase in roughness, in this case 3 inches per year.
Since the database is made up of sectionswith various
ages, awiderange of age vs. roughnessisincluded and a
full spectrum of age can be covered.

It isimportant to note that this analysis does not depict
the rate of roughness increase for any individual section
but for the data set as awhole.
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PMS Results in Longer Life
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Thetype of analysisillustrated on the previous slide was
run on two datasets. All the data pointsin 81-83
represent the pre -PM S condition. Obviously, it was not
possible to run data prior to 1980 because the Pavement
Management System did not exist and thus no datawas
available. On the other hand, it wasfelt that the effect of
the Pavement Management System in the first three
years of its operation would have had little impact on the
individual roughness data. For the full impact of
Pavement Management data points from 1993, 94 & 95
were taken and a similar analysiswas run.

The ADOT establishes tolerable roughnesslevels of 93
inches per mile. These analysis showsthat prior to PMS
al pavements on the average were reaching thistolerable
roughness level after 12.2 years. Under the full
operation of PM S in 1993-1995, pavements were
reaching these levels after 14.9years, again of 2.7 years
or 22 percent life. More conservatively the 95 percent
confidence levels were run on both the analysis. The
external confidence bounds are not important but the
confidence limits between the two data points range
from 12.7 to 14.7 years. Thus, 97 percent of the time the
gainin pavement life was 2 years or 14 percent.

When the similar analysiswas run for interstate
pavements only the analysis was more dramatic.
Pavements prior to PM Swere reaching the maximum
tolerable roughness level after 18.9 years during
the1993- 1995 data set the projected lifeis 31.6 years, a
gain of 12.7 years or an amazing 67 percent. It should
be pointed out that we do not intend to claim that this
analysis proves that pavementsin general are lasting 67
percent longer under the operation of a Pavement
Management operation system. However, in many cases
in Arizonathey did.
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ADOT's Budgets 1981-1996 (millions)

Fiscal Preservation New Re-construction Pavements Total

Year $$ Miles 5% Miles 55 Miles
1981 43 400 115 43 158 443
1982 28 278 133 45 161 423
1983 39 386 93 20 132 406
1984 56 544 183 25 239 569
1985 48 280 92 27 140 307
1986 48 290 145 24 193 314
1987 47 275 141 52 188 327
1988 67 296 150 90 217 386
1989 56 269 205 67 261 336
1990 78 371 221 92 299 463
1991 70 250 181 71 251 321
1992 88 308 74 35 162 343
1993 77 275 56 17 133 292
1994 60 209 69 22 129 231
1995 62 251 120 40 182 291
1996 68 222 222 53 290 275
TOTAL 935 4,904 2,200 723 3,135 5,727

Quantification of Benefits

* Improved Pavements with longer life:

« Total Budget for yrs 81-96: $3,135
million

< Average increase in life 2.0 yrs or 13.5%

e Minimum increase in life 1.3 yrs or 8.6%

» Average corresponding benefit over 16
years of $423 with minimum of $270
million at 95% confidence.
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During Pre-PM S, many roads were younger than 13
yearsold; in the Full -PM S period pavements are more
uniformly distributed over some 23 years age range.
Thisindicates that roads are lasting longer under good
PMS practices. Theinstructor should tell the
participants that the compl ete details of the final analysis
areincluded in the Reference Manual.

This slide showsthe ADOT pavement budgets for
preservation and new or reconstruction along with
projected savings based on the early analysis of 22.9
percent or 14.7 percent. Y ou can see that the savings
approximate half abillion dollarstotal over thetime
frame.

Thetotal budget for preservation and new and
rehabilitation efforts combined totaled $2.8 billion over
the period 81-95. If we take the revised average increase
inlife of two years or 13.5 percent and a minimum
increasein life of 1.3 years or 8.6 percent. The average
corresponding benefits over 16 years were 423 million
dollars with an absolute minimum of 270 million dollars
with 95 percent confidence. These are extremely large
savings. However, Pavement Management is not free. It
does cost money to operate a good Pavement
Management System,; therefore, it isimportant to ook at
the cost of the Pavement Management System itself and
then the benefit analysis of operatinga PMS.
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ADOT PMS Development
Costs

Consulting Services 1979 $300K
Temporary Staff 1979 — 1983 $400K

Total $700K
Average for 16 years = $43,700
Amortized 25 years @4% = $50,000
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ADOT PMS Operating Costs

Example

1981 1996
Labor $275K  $370K
Travel $30K $30K
Annual capital cost
for equipment $65K $65K
Equipment Operat. $60K $65K
Annual Total $430K  $525K
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ADOT Total PMS Costs

1981 1996
DEVELOPMENT 44,000 44,000
OPERATING 430,000 525,000
TOTAL 474,000 569,000

TOTAL FOR 16 YEARS = $8,340,000
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ADOT expended about $300 thousand dollars on
consulting services to devel op a pavement management
staff. They estimate that during the period of 1979 to
1983, they spent an additional $400 thousand on
temporary staff, totaling $700 thousand in devel opment.
The average cost spread over the 16 years of the study
would be $43, 700 per year. Alternatively, the cost
could be amortized over an estimated 25 years of life for
the Pavement Management System before major
renovations might be required. Thiswould produce an
average cost of $50 thousand per year.

This slide shows the cost that ADOT has recorded for
operating its Pavement Management System labor,
travel, annual capital cost for equipment and equipment
operation. These totaled $430 thousand in 1981 rising to
$525 thousand in 1996.

In the next slide we show how this combines with cost of
developing the system to produce total cost.

If we add the development cost averaged over the 16
years of $44 thousand we get atotal PM S cost of $474
thousand in 1981 and $569 thousand in 1996. The cost
inintermediate years range between these two levels so
that the total cost for the 16 years was $8,340,000.
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ADOT'’s PMS Total Benefits/Costs

Total PMS costs $8.3 Million over 16 yrs.
Benefits at minimum confidence level $270
Million, at average level $423 Million.

Minimum at 8.6% increase in life:

Benefit/Cost Ratio = $270 Million =33to 1
$8.3 Million

Average at 13.5% increase in life

Benefit/Cost Ratio = $423 Million =51to 1
$8.3 Million
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Total Benefits/Costs Sensitivity

Including User Costs

* Assume minimum benefits (95%) of
$270 million with 33:1 benefit cost
ratio (BCR)

* World Bank: User benefits are 4 - 10 x
cost of road expenditures,

¢ Benefits to Arizona citizens over 16
yrs would be at least $ 1 billion, with
BCR of more than 100:1
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Summary of PMS Benefits

* Many “general” benefits, such as improved
communications, better decision taking, asset
management, etc are present in PMS but
difficult to quantify.

« With well maintained comprehensive
database, benefits can indeed be defined in
number of ways, and reliably quantified.

e As shown in Arizona, they are sizeable.
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As previously determined the cost of operating the
Pavement Management System in Arizonatotaled $8.3
million over 16 years. The average benefits previously
calculated at minimum confidence intervals was $270
million and at the average level $423 million. The $270
million was for an 8.6 percent increasein life and
produced a benefit/cost ratio absolutely minimum of 33
tol. Theaverageincreasein life of 13.5 percent
produces arealistic benefit cost ratio of 51 to 1 as shown
above.

Total benefitsto the citizens of Arizonaare not only the
savingsin pavement construction and maintenance costs
but more importantly are the savingsin user costs plus
agency costs. According to the World Bank, user
benefits range from 4 to 10 times the costs of the road
expenditures themselves taking a conservative value for
the citizens of the state of Arizonaover the 16 year
period 1981 -1996 realized equals 4 times $270 million
or over $1 billion in savings with atotal benefit cost ratio
of over 100to 1. That is 100 dollarsfor every 1 dollar
invested in the Pavement Management System.

Wefelt it would be desirable before undertaking this
detailed discussion of engineering analysis of Pavement
Management data to show you these results of benefit
analysisfor the use of Pavement Management.
Thisslideillustrates that the benefits are sizable ranging
up to 100 dollar benefit for every dollar spent on a
Pavement Management System. The results of
engineering analysis exceed even those pointed out here
and will be covered in great detail during the next two
days.
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Module 1 -Objectives

< Can you give basic concepts of
Pavement Management Systems?

e Outline principles of Engineering
Analysis?
e Summarize benefits of PMS?
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The instructor should again state the objectives and ask
these or any other appropriate question to test the
participant’ s learning accomplishments.

1. Identify issues and concerns amongs
parti ci pants about subjects and concepts raised
during the overview.

2. Summarize these on aflip chart and hang this at
avisiblelocation where they can be referred to
during the balance of the course.
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Elements




M odule 2
Database Needs & Elements
| nstructional Time: 35 minutes

It isimportant for the instructor to encourage the participants to refer to their Reference Manual through out the
presentation, especially for detailed information and for those slides with screenshots that are difficult to read in the
small prints of the slides in the Participant Workbooks. Thiswill alow the participants to become familiar with the
manual by the end of the course.

Participant Questions

3. What isyour involvement with a database (central or in your own group)?
4. Areyou providing data or using them?
5. Doyou have easy access to datathat are important for your job?

6. What are the major concerns about databases in your agency?
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Module 2
Database Needs and Elements
for Engineering Applications
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Module 2 - Objectives

« Identify data needs for
Engineering Applications

« Identify importance of
electronic databases

« Clarify data organization
needs
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Scope for Database Needs
& Elements

Network & Project Level quality data
Additional data for engineering analysis
« Data mining

< Data accuracy, reliability, & applicability
 Integration and centralization of data

» Statistical Analyses

11/15/2002 Module 2 3

An important aspect of pavement management is the
database. If you are going to analyze engineering data or
make engineering applications of pavement management
data, you must have the data available. Inthis module
we will discuss the need for a database and elements in
that database as they relate to engineering applications.

The objective of Module 2 isto identify for the students
the data that is necessary for any good pavement
management system and particularly for its application
in engineering analysis. It will present to them the
importance of electronic databases and will indicate how
they can modify the organization of their own data for
subsequent and more practical engineering analysis.

Y ou have previously discussed pavement management at
the network level and at the project level. Clearly, here
iswhere the bulk of the datawell come from for
engineering analysis. The network datais not as
complex asisthe project level data but there is more of
it. Many more pavement sections are involved in the
network than in individual project details. Not all the
data needed for engineering applicationsisincluded in
the pavement management database directly and
therefore, it will be necessary in some cases to get
additional datafor the analysis. Many of you have heard
of datamining. Thisisgenerally the use of various
kinds of datato obtain more information than was
originally developed or originally intended. We will
discuss data mining briefly. Data accuracy, reliability
and applicability are important and will be discussed as
will integration and centralization of the data. Finally,
we will discuss several types of statistical analysis that
can be used in engineering application analysis.
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Classes of Data Required

< Section Description
e Performance Data
< Historic Data

< Traffic Data

» Policy Data

e Geometry Data

e Environment Data
e Cost Data
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Data as Central Feature

Planning & Project
Programming Selection

{

Section Description
Performance related
Historic related
Policy related
Geometry related
Environment related
Cost related

Design

»

Construction| |Maintenance| lResearch]
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Data for Performance

Related Parameters
(at Network & Project Level)

Roughness - serviceability/comfort
Surface Distress - preservation
Deflection - structural adequacy
Material Properties - durability/economy
» Surface Friction - safety

All activities required for providing pavement structures
should be coordinated in a cost effective manner.
Support of these activities requires a broad database
involving every division within agency. While focus of
PMS s often on condition and performance of surface
and structure, acomprehensive PM S uses data from
variety of sources. Theinstructor can read from this
slide the various classes of data that are needed in
addition to performance in section identification
description.

This slide shows the various types of data asthe central
block in the slide and shows how Planning Project
Selection Design Construction, and Maintenance and
Research interact with the data, both using the datafrom
the central database and inputting data into the central
database. These two aspects are shown by the fact that
two headed arrows are used to connect all the blocks.

Aswe saw in Module 1, performanceis basically the
serviceability history of the pavement on how well it
performsits function. However, there are a number of
other factors which are indicators of performance. This
includes surface distress, deflection, changes in material
properties and surface friction as a safety indicator.
Each of these five categories of data can be used either
as a performance measure or as an indicator of
performance.



Slide

Slide

Slide

Example of Use of Performance
Related Data: Roughness

Network Level
a) Describe present status

b) Predict future status (deterioration curves of
roughness vs. time or loads)

¢) Basis for priority analysis and programming
Project Level

a) Quality assurance (as-built quality of new
surface)

b) Create deterioration curves
c¢) Estimate overlay quantities
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Example of Use of Performance
Related Data: Deflection

Network Level
a) Describe present status
b) Predict future status
c) ldentify structural inadequacies
d) Priority programming of rehabilitation
e) Determine seasonal load restrictions

Project Level
a) Input to overlay design
b) Determine structural adequacy
c¢) Estimate remaining service life
d) Estimate required load restrictions
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Montana Condition Review Window
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This slide outlines how roughness or present
serviceability index (PSI) is used at both the network and
the project level. Theinstructor can discuss the
information from the slide. Performance datais
primarily used at the network level for predicting future
status and thus to devel op time history budgets and
programs. At the project level, roughnessis primarily
used as aquality control or quality assurance methods
but also can be used to create individual deterioration
curves for selection of project overlays and estimating
overlay quantities.

Deflection can be used at both the network and the
project level, however, it isused primarily as a project
level indicator of performance because most pavement
management systems do not have a complete set of
deflection data at the network level. However, those that
do can useit in the five ways outlined listed under
network level, athrough e above.

On the other hand, deflections are very often used at the
project level to evaluate structural adequacy to calculate
overlay thicknesses and designs, to estimate remaining
service life and to estimate road restrictions.

Thisslideillustrates one state’ s plots of performance
data. Thedataismost useful if it can be presented in
such away that it can easily be reviewed as
demonstrated in this window. Example of Performance
Related Use of Database by MontanaDOT. Windows
shows PI datafor cracking, patching, edge deterioration
and potholesin both graphical and tabular formats. The
engineer can zoom in on any section in the network to
view the condition data, and print areport of the data for
any time period in the database.
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Data for Historic Related
Parameters
(at Network & Project Levels)
* Maintenance - Effectiveness

« Construction - QA/QC, Acceptance testing,
as-built records

» Traffic - growth, composition, controls

« Accidents - High risk sites,
countermeasures
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Example of Use of Historic Related
Data: Maintenance History

Network Level
a) Maintenance Programming
b) Evaluate maintenance effectiveness

¢) Determine cost-effectiveness of
alternate designs and treatments

Project Level
a) ldentify problem sections
b) Estimate maintenance effectiveness
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PennDOT Structural History Review
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Much of the data that we record is historically related.
The history of maintenance, for example, is needed to
eval uate maintenance effectiveness, construction quality
assurance and quality control data as well as acceptance
testing as well as built records are needed for
construction evaluation. Annual traffic recordsincluding
growth and composition are important, finally accidents
asthey relate to location on the highway network,
particularly, high risks sites and any counter measure or
modifications that have been made. All are good
examples of historically related parameters.

Maintenance history is one of the better known types of
historic data used in pavement management. Itisalso
one of the areas that many DOTs have been negligent in
recording in the past. Unless the record of maintenance
performed is recorded in the database including the
location and the amount of the maintenance, this
historical data can then be used at the network level for
mai ntenance programming, evaluating the effectiveness
of the maintenance that has been performed, as well as
determining the cost effectiveness of alternate
maintenance designs and alternate designs. Those that
have required more maintenance than others for
example.

At the project level, maintenance records can be used to
identify problem sections, those which require an
abnormal amount of maintenance, aswell as providing
individual information of a more detailed nature about
maintenance effectiveness.

Example of use of Historic Related data by PennDOT:
For review of structural history datafor any sectionin
network,

To view structural cross sections along theroad or a
project

Each material in database has a different color

All thicknesses are identified

Reports with all necessary information are easy to print.
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Importance of Construction &
Maintenance History Data

e Must have as-built data for
— Performance modeling
— Assessing construction quality

e Maintenance history
— Affects performance
— Evaluate effectiveness
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Consistency in Pavement
Evaluation Data

\“*
— Or well-trained evaluators

— Explicit instruction on survey methods
« Consistency across time and space

* Objective evaluations

— With calibrated instruments
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Standards for Network Level
PMS Data Collection

Data consistency nationwide desirable
FHWA research project in 1996

Standards for collection of cracking,
rutting, faulting and roughness
Examined or adopted as AASHTO
Provisional Standards

« Many benefits for PMS Engineering Analysis
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To fulfill its purpose, aPMS must follow through from
planning & design to construction and periodic
maintenance.

Loss of performance, eventually leading to need for
rehabilitation, isidentified within ongoing process of
data collection and evaluation. Evaluation of pavement
performance is also used for determining current status
of pavement network.

Essential to model development is data on construction
and maintenance. Pavement maintenance data includes
records of all maintenance activities that can affect
performance such as crack sealing, patching, and surface
seals. A high level of maintenance makesit possible to
extend life of the pavement beyond the expected design
life.

When evaluating existing pavements consistent and
repeatable condition datais essential requirement. Many
pavement evaluation schemesrely on judgment of a
human rater, or different groups of raters. These often
lack uniformity and lose meaning over time as attitude
and ability of raters change and/or new personnel are
added. Whenever possible, evaluation should be
performed objectively using calibrated instruments. The
problem is even more acute when data are examined
across time to eval uate pavement performance.

Thus, engineering evaluation of pavements requires
well-documented set of practices and procedures, plus
good training. Observers should be given explicit
instructions on survey methods.

To improve data consistency on nationwide basis,
FHWA recently completed a major research project that
developed network-level PM S data collection protocols
in the area of cracking, rutting, faulting and roughness
measurements. To achieve uniformity, developments
considered practices within critical state DOTS,
extensive L TPP studies and adjustments necessary to
facilitate data collection by modern automated
equipment. The results are being carefully examined by
AASHTO as Proposed AASHTO Provisional Standards
(PAPS) for application at the state level. This project
concentrated on devel oping standards at network level,
because this constitutes largest data collection areain
PM and most costly duetoitssize.
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Pavement Management
Sections

Permanent location reference

Cross referenced for all other systems
and uses

Dynamic segmentation

Data aggregation
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Data Integration &
Centralization

Electronic Data essential
Integrated Systems
Integration Methods and Tools
Analysis of Database

Statistical Analyses required
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Integrated Systems ¥&

Shared data
Location referencing standards
Traffic information

Condition status

Work programs

Maintenance needs and effects
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PM S must use a permanent referencing system to
identify pavement sections within the network. Location
methods used by other divisions should be changed or
cross referenced. Highway agencies frequently have
multiple methods of referencing pavement sections.
Historically, different sections or divisions have data
collection and have needs that are not totally compatible
with needs of other divisions. For example, the planning
section may use traffic control sectionsfor the collection
and storage of traffic data; the construction section may
use a construction project numbering scheme; and
operations may use a route mile-post method for
scheduling maintenance operations. A PMS needsto
coordinate these functions.

For datato bereally useful in an engineering analysis
sense and for good network analysisit is essential that
the data be integrated or at |east centralized to some
degree. It isimportant to put the datain an electronic
format. Datastored in flat files or other hand written
methods can not be used effectively. Itisessential to
have integrated data as well as integrated methods and
toolsfraternizing the data and of course an analysis of
the database particularly statistical analysisisrequired if
the dataisto be useful for engineering applications.

Any integrated data system will have the information
and aspect shown inthe six items listed in the slide. The
instructor should review these items and point out to the
class the importance of each.
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Integration Methods & Tools

* Integrated Data

— Shared data across organization

— Multiple location cross-referencing
e Integrated Data base(s)

— Centralized data base

— Distributed (replicated) data bases
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Analysis of Database /
Data Mining

« Supplement with additional data

« Organize and cleanse PMS data, provide
in format ready to use

« Evaluate suitability of data base
« Statistical Analysis
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Statistical Analyses

» Deterioration/road performance curves

— Statistical - Regression Analysis

« Least squares, Linear regression, Non-linear models
— Probabilistic - Transition Probability Matrices

« Markov transition process

* General data - aggregate results

— Percentiles, Mean, Mode, Median, Variance,
ANOVA, F-test, Standard deviation, Coefficient
of variation, R-square, etc.
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Note the difference between Data and Database
Integration only achieved with adequate commitment
throughout organization. Commitment only after benefits
can be demonstrated and quantified. It isessential that
the instructor clarify for the class participants the
importance of demonstrating to the users of the database
and the people who put the datain the database that the
datawill be used if properly stored and quantified.
Historically, many agencies have not made it clear to the
people providing the data just how important the datais.
Therefore, inadequate attention is given to actually
providing good datainto the database.

Data mining means reviewing existing data, taking a new
look at subsets of data and determining what information
might be available that has previously been overlooked.
One of the important stepsis plotting datain various
categories; if pattern emergesit should be examined.
There might be a strong pattern but lots of scatter. In
this case, it is necessary to list other factors which could
affect results.

Additional datafrom MMS, lab reports, field testing, etc.
Cleanse, e.g. by removing obvious outliers and
suitability of database also governed by significance of
data, for that statistical analysis essential.

Markov processis time-dependent stochastic description
of event development. Transition probability is defined
as probability that variable (e.g. Pl), starting in one
condition state (e.g. very good) will bein another
condition state (e.g. good) after specified time. Matrix is
formed by condition state versus time.

L east squares. Line with smallest sum of squared

vertical prediction errors (used as best predictive

line through data)

Percentile: expressing ranks as % from 0 to 100

Mean or average: sum of the scores divided by their

number

Mode: most frequent score in distribution

Median: midpoint in distribution, point above &

below which half of scores fall

Variance: mean of squared deviation scores about

mean of distribution

ANOVA: Analysis of Variance - statistical

hypothesis testing based on examination of different

sources of variability in complex situation

F-test: ratio of two variance measures used to

perform each hypothesis test



Slide
22

Slide
23

Database Summary

« Databases for engineering analysis
» Sectioning and location referencing
Data classes and elements
Integrated / shared databases

« Database as central focus of PMS

» Historical data for performance analysis

* Mining and analysis of database

11/15/2002 Module 2
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Module 2 - Objectives

« Please identify data needed
for Engineering Applications

e How important are
electronic databases?

» What data organization is
needed?

11/15/2002 Module 2
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Standard deviation: the square root of the variance
Coefficient of variation: Standard deviation divided
by average

r-square: coeff. of determination (O : no relation, 100
:al pointsinline)

Theinstructor should use this slide to summarize the
module pointing out that each of these seven items listed
on the database summary isimportant and that they have
been covered in the modul e and will be extended in
subsequent discussions. The instructor can use his own
imagination and knowledge to wrap up the modulein a
meaningful way. Following this slide there should be
ten to fifteen minutes of good group discussion, which
will be led by the instructor.

The instructor should again state the objectives and ask
these or any other appropriate question to test the
participant’ s learning accomplishments.

1. What isyour involvement with a database (central
or in your own group)?

2. Areyou providing data or using them?

3. Doyou have easy access to datathat are important
for your job?

4. What are the major concerns about databasesin your
agency?
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M odule 3
Super pave Performance Monitoring
| nstructional Time: 50 minutes

It isimportant for the instructor to encourage the participants to refer to their Reference Manual through out the
presentation, especially for detailed information and for those slides with screenshots that are difficult to read in the
small prints of the slides in the Participant Workbooks. Thiswill alow the participants to become familiar with the
manual by the end of the course.

Participant Questions

1. Let'sget some feedback from somebody in construction, somebody in the lab/materials, somebody in
design, and somebody with PM S asto their potential contribution to make performance monitoring easier.

2. Canyou collect most of the needed data?
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_ Module 3 _
Using PMS Data to Monitor
Performance of Superpave

Study for FHWA by TRDI in

2000/2001 with input from:
e Maryland SHA

* Florida DOT

» Indiana DOT

* Arizona DOT

* Washington State DOT

* The University of Washington

11/15/2002 Module 3 1

Module 3 - Objectives

« lllustrate how to use PMS to evaluate
performance of new materials like
Superpave and to validate new design
concepts

» Evaluate experience of 5 states in
collecting PMS-related data for analysis

» Outline support needed for state DOTs to
do a proper analysis with compatibility of
data among states

e Formulate a multi-state study

11/15/2002 Superpave Performance 2
Monitoring

Phase 1 — Collecting
Information &
Recommendations

from Maryland SHA, Florida DOT, Indiana
DOT, Arizona DOT and Washington State
DOT

Phase 2 — Pathfinder Study
in Maryland SHA with help of the
University of Washington
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Using PM S data to monitor performance of Superpave.
This modul e describes an important engineering analysis
study related to the use of PM S data to predict
Superpave performance. The study was sponsored by
FHWA and was carried out by Texas Research &
Development, Incorporated through Battelle Institute
during 2000 and 2001. Five states were involved as
shown on the slide. At the end of the study, the
University of Washington was helpful in providing a
web based system for eval uating the data, which will be
covered in detail.

The objectives of Module 3 are to relate engineering
analysis to an important problem that all state DOTs are
facing at the present time. That is the application of
Superpave in their agency. The information in this
module is based on a project set up by the Federal
Highway Administration to determine whether or not
data existed in various state highway departments which
could be used to eval uate SuperPave and to prove
whether or not SuperPave was fulfilling its objectives.
The module will improve the participant’s
comprehension of data requirements for major
engineering analyses and will show how five state DOTs
have approached the problem and what needs to be done
asthe next step. Finally, the module should spark the
participant’ sinterest in evaluating Superpave benefits
within their DOT. The objectives of the project are
listed in this slide and should be covered by the
instructor.

The project had two phases, the first phase involved
collecting information and making recommendations
from five state DOT's. The instructor can read the five
names fromthe slide. After the recommendations were
made, FHWA decided to extend the project to phase 2, a
Pathfinder study to work with an individual state
DOT,(in this case Maryland DOT) to show them how
their pavement management data and their SuperPave
data could be organized for proper analysis. The
University of Washington cooperated in this phase of the
study, led by Dr. Joe Mahony and his staff.
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Phase 1 - Collecting
Information

In each state information obtained about:
 Details of their PMS
« Data collection methods used
* Network pavement performance monitoring
« Pavement evaluation techniques
¢ Details of Superpave projects:

« List with projects and size and location

« Performance data for these projects

* Materials & construction data
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Components of Ideal PMS

P M S
.\

NETWORK LEVEE,> PROJECT LEVEL

' —_— )
Programmin - Design
L DATA [ — ¢

—D T4 construction
Planning
%

- BASE ™ Maintenance
—_—D ———
Budgetv»‘

T ™Rehabilitation
.« —

\
Engineeriﬁg Applications
Research - Special Studies
i.e. Analysis of Superpave
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Purpose of PMS Engineering
Analysis
Use of PMS data to evaluate & improve

structural designs (e.g. AASHTO 2002), mix

designs, materials (e.g. Superpave),
construction, preservation strategies,

rehabilitation, & preventive maintenance of

pavements.

@ But: PMS may not have detailed data!
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This slide covers the activities that were carried out in
each of the six states visited. Theinstructor can look at
the bullet points and expand on them in the discussion.
The instructors are urged to read the review material on
this module well in advance of preparing for this
presentation.

Thisslideillustrates that a database is the central part of
the pavement management system. It is not a pavement
management system but it is essential to one. The three
major categories that utilize the database, work at the
network level, at the project level and engineering
applications or research using the data from the database.
This module deals with this third aspect of the use of
pavement management data. Pavement management
must be capable of being used in whole or in part by
varioustechnical and administrative levels of
management in making decisions regarding both
individual projects and an entire highway network. All
functions are essential, but not all functions need to be
active at the same time. In planning future construction
consider individual project designin only an
approximate way. A PMS can be viewed as a set of
connected modules or "building blocks.”

The purpose of engineering analysisin this situation isto
evaluate the performance data from a pavement
management database and compare that with materials
data, however it’s clear from the states that were visited
in the study that not all states have the detailed materials
datain their pavement management database that is
needed.
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Sources of Engineering Data
other than from PMS database

Research data files,
Construction records,

Mix design and testing records,
Additional field evaluations,
Project plans,

Pavement design data,

Additional structural evaluation and/or
materials testing,

e Maintenance Management Systems.

11/15/2002 Module 3

Concept for Linking Databases

Electronic
PMS
Database

Electronic
Performance
Analysis
Database

Electronic
Materials &
Construction

1§ Database

PERFORMANCE
ANALYSIS FOR
VARIOUS
CONDITIONS

Mix Design/Testing
QC/QA Data, etc.

Current Limitations (1 of 2)

= In most cases materials, construction,
and maintenance data not now tied to
PMS data.

< Most agencies store materials and
construction data in flat files, so transfer
and analysis of data difficult.

< Not all relevant data recorded (e.g. in-
place thickness often missing).

« Linking materials and construction data to

an exact location normally not possible.

11/15/2002 Module 3

In many cases, the engineering data needed for analysis
such as material properties etc. is not availablein the
computerized database. That datais available from
several sources asindicated in the slide. The instructor
should read the 8 bullet items outlined on the slide and
expand on those based on those based on his reading of
the background source material for this course.

The work of this project pointed out that while some of
the information for the analysis was available in the
electronic PM S database, other information was only
available from laboratory t ests and other sources as
shown in the previous slide. The project pointed out that
thisinformation has to be converted into an electronic
materials and construction database. This combines with
the electronic PM S database, and then provides the
information needed for an el ectronic performance
analysis. Thisanalysis can then be performed for
various conditions asillustrated in this slide.

This slide points out some of the limitations that were
found in current datafrom state DOTs and it lists four of
the eight limitations that were found in this study. The
instructor should review the items from the slide and
discussit based on hisreading of the source material.
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Current Limitations (2 of 2)

= Performance data often averaged over a
mile. Distress often sampled over short
distances, e.g. milepost only. Normally
only one lane measured.

» Therefore, difficult to link performance
data to materials and construction data.

= Maintenance activities, if not properly
recorded and referenced, could distort
analysis.

* DOTSs need time to implement new
approach in existing structures.
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Desirable Components of
Electronic PMS Database

Common referencing needed with
Project Number, exact Location & Date

Climate and Traffic (ESAL and ADT) Data
Age of original pavement & last rehab date
Details of existing pavement structure

Performance Data for various distresses
linked to exact location (mile post or GPS,
Lane and Direction).
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Desirable Components of
Electronic Materials and
Construction Database

Common referencing needed with
Project Number, exact Location & Date

Mix data, as designed and in-place
Layer thickness, designed and actual
Other materials & construction details
Effects of maintenance activities
Batch/lot numbers linked to location.

11/15/2002 Module 3 12

This slide points out four more limitations that were
determined in this study. The instructor should review
these four limitations from the slide based on his reading
on the background source material. Discussion should
follow as needed.

Common referencing is critical for any electronic
database. This needs to include project number, exact
project location, dates etc. The slide shows four kinds of
information that should be included in this electronic
database. Theinstructor can discuss that based on his
experience and his reading of the source material.

Again, common referencing is essential. In this case, it
must be common with the referencing used in the PMS
performance database. It should be emphasized by the
instructor that thisis absolutely critical. Many, many
times the data from one database is not properly
coordinated with data from another database. Thus, any
analysis carried out is erroneous. This slide goeson to
list five classes of datathat should be developed from
any source and entered into the electronic materials and
construction database. The instructor should discuss
these based on his reading of the course material.
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Electronic Performance Analysis
Database - Created by Linking

e Common referencing needed with
Project Number, exact Location & Date

» Essential materials & construction data
linked to performance data through
common referencing

e Possible to study effects on performance of
materials, construction techniques, traffic

loads, climate, thickness design (AASHTO
2002), etc.
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Network Analysis Possibilities

1. Assemble database for adequate number
of sections,

2. The more sections the better - large
sample statistics very powerful,

3. Several States can combine data if good
coordination at national level provided,

4. Effects of variables in database can be
evaluated and analyzed,

5. Early implementation provides impetus to
enter data early — Data backlog does not
“build-up”.
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Project Analysis Possibilities

 Assemble Database for lots or batches,

* The more lots the better - large sample
statistics very powerful (lots across
projects with similar characteristics can
combine data),

- Effects of variables in database can be
evaluated and analyzed, such as:

e Variability in material properties,

e Susceptibility of materials or techniques to
adverse conditions,

e Assessing best compaction techniques for
certain materials, etc.
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Using the common referencing from the previous two
databases, areference should be set up for the analysis
database. Many people think that data can be used
directly from various databases at the sametime. Inone
sense, that istrue but in reality that data must be pulled
into an analysis database, checked, compared and
cleansed to the point that the analyst is sure that the data
iscompatible. This slide points out that with the proper
data brought from the proper sourcesinto the analysis
database, it is possible to analyze the data and produce
various results of value to the state DOT. If thiscan be
donein several statesor if data could be collected on a
compatible basis from several states then the analysis
becomes even more powerful.

Theinstructor can review the five itemslisted in this
slide, which outlines the possibilities for network
analysis. They are straight forward and can be read
directly from the slide aid itself.

This slide outlines three classes of project analysis
possibilities. Theinstructor can review these three
categories of analysis and present them for discussion
with the class.
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Phase 2 Pathfinder Study%

Pathfinder study in Maryland to:

« Establish what data are required to link
performance to materials and
construction data,

« Collect all relevant data and put these in
electronic format, and

* Load these into web-based system for
storage, linking, evaluation and reporting.

11/15/2002 Module 3 16

PMS in Maryland

« SHA highway network - 16,362 lane miles

» Approximately 10,000 directional miles
monitored annually in outside lanes with
ARAN vehicle for IRI, rutting and cracking.

« Reporting of cracking numbers still awaits
interpretation of video images.

« Friction measured every 0.1 mile with
ASTM skid tester.

e Superpave applied since 1995.

11/15/2002 Module 3 17

Elements of Pathfinder Study

e Maryland SHA agreed to provide PMS,
materials and construction data in
electronic format,

» University of Washington offered to
put the MD data in their newly
developed web based evaluation

system, %

e TRDI coordinated.

11/15/2002 Module 3

After the first states were visited an interim report was
prepared, which pointed out that there was adequate data
availablein each of the six states visited but that the data
for the materials and construction information was not in
an electronic format. It was recommended that FHWA
provide support for one or more state DOTs to see what
iswould take to transfer the appropriate materials and
construction datainto a database. That recommendation
resulted in a Pathfinder study in Maryland DOT. This
slide outlines the items carried out in the study and
should be reviewed by theinstructor.

This slide summarizes very briefly the pavement
activities carried out in Maryland, the pathfinder state.
The instructor can review the five bullet points outlined.
They arerelatively complete and need not be repeated
here.

In this study, the Maryland State Highway Agency
agreed to dig out the necessary information on materials
and construction datafor anumber of projects. The
project agreed to provide support for transferring that
datainto an electronic database. There were several
considerationsin thistransfer. After considerable review
it was determined that the University of Washington
devel oped a reasonabl e Superpave database which could
be used and they offered to enter the Maryland data into
their newly devel oped web base data system. TRDI
served as coordinator for this activity.
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Types of Data Needed for Analysis as
Proposed by MDSHA

QC/QA Data Mix Design Data

28 fields: 16 fields:
Electronic: 8 Electronic: 9
Paper: 16 Paper: 6
Not available: 4 Not available: 1

Pavement Design Data PMS Data

11 fields: 16 fields:
Electronic: 0 Electronic: 9
Paper: 10 Paper: 4
Not available: 1 Not available: 3
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Difficulty of Data Retrieval in MD

SUBJECT SOURCE FILES DIFFICULTY

PMS data PMS data file easy
Mix design QC/QA database easy
Mix QC and QA QC/QA database easy
Inventory Information Project & Design Medium
Density QC and QA QC/QA database Medium
Pavement Design Recommend. | Pavement design Medium
Pre-overlay condition Pavement design Medium
Ride QC and QA Construction Hard
Daily & Project Paving Construction Hard
Binder & Aggregate tests Various files Unable

11/15/2002 Module 3 20

Website System with
Superpave Data

» Developed by University of Washington,
Dept. of Civil & Environmental Eng., in
cooperation with WSDOT and NCAT,

e Currently used for data from DOTs of
Washington, Missouri, Texas & Maryland,

« Acts as data warehouse, with sorting,
viewing, linking, analysis and reporting
capabilities.

11/15/2002 Module 3 21

This slide points out the types of data needed for analysis
as outlined with the Maryland DOT. The information is
divided into four quadrants: QC/QA Data, Mix Design
Data, Pavement Design Data and PM S Data. The slide
shows that they contained 28 fields, 16 fields, 11 fields
and 16 fields respectively. In the QC/QA data, 8 werein
an electronic format and 16 in paper format. Four of the
desired fields were not available. For Mix Design, 9
were electronic, 6 in paper form and 1 not available at
al. The Pavement Design Data, O were in electronic, 10
were on paper and 1 was hot available. For the PMS data
the majority 9 was available in electronic form, 4 on
paper and 3 were not available.

This slide points out the difficulty that wasfound in
retrieving datain Maryland. Ten subject data classes are
outlined, the source filesare given and the difficulty
found in retrieving them is shown. The instructor can
review this slide with the class and perhaps discuss with
them what they think the difficulty obtaining the same
information might bein their state.

This slide summarizes the website data system that was
ultimately selected for use in the project. It was found
out that University of Washington had already done a
good bit of work in developing such a system. It was
also considered that the AASHTO Superpave data entry
forms might be used but Washington had already moved
past this point and had aweb based system which could
be made available to any state. It was ultimately selected
and Dr. Joe Mahoney and his staff were very helpful in
agreeing to work with us. That database is currently used
to some degreein the four DOT's mentioned above,
Washington, Maryland, Missouri, Texas and Maryland.
Finally, the data system can serve as the data warehouse,
which can be used to sort, view, link, analyze and report.
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Advantages of Website System
[ ]

e Graphing and Summary functions

= Data export to Excel available

» Handles visual images (e.g. infrared)
« Flexible data presentation for each state
 Static GIS map location for each project
« Data immediately available to all users

» Easy to use data across projects or states

11/15/2002 Module 3 22

‘Typical Example QC Data for 1 Sub-Lot
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Typical Example
IRl & Rutting for each (Sub) Lot

A number of advantages were found for the website
system. Seven of those advantages are listed on this slide
and need not be repeated here. The instructor should
outline these seven advantages in his/her discussion
based on his/her review of the background material
provided. This should also lead to interaction and
discussion with the participants as to how these
advantages might fit into their DOT situations.

Thisdlideillustrates atypical example of quality control
datafrom a particular sub-lot in one section on Maryland
313, which was completed in 1993. Details of the lot and
its location are shown on the left and a plot of gradation
is shown on theright.

This dlide is a snapshot of the datain the database. On
the left are shown numeric values at various pointsin the
system and on the right, rutting and friction are plotted as
afunction of distance and miles.
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Typical Example
Graphing Options for Volumetrics
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Possible Evaluations At
Network Level

« Binder content vs rutting,

« Fines (passing P200) vs rutting,

« IRI of several projects by year,
 Rutting of several projects by year,
 IRI vs use of Material Transfer Vehicle,
< IRI vs night/day paving,

« IRI vs surface preparation.

11/15/2002 Module 3 26

Possible Evaluations At
Project Level

IRI by year,

Rutting by year,

IRI vs distance/lots,

Rutting vs distance/lots,

IRI vs use of Material Transfer Vehicle,
IRI vs night or day paving,

IRI vs surface preparation.
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This slide shows a graph of volumetric mix design
information which illustrates the kind of information that
isin the database and which can be used in the analysis.

While there are other types of analysisthat can be run,

this slide points out seven types of analysisthat can be
run and were run in Maryland to illustrate the val ue of

the system.

There are also many kinds of analyses that can be run for
individual projects. This slide points out several of those
analyses and the instructor can review them directly
from the slide and they need not be repeated here.
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Advantages of Concept for a DOT

« Existing pavement network used as road test:

» Evaluate different materials, techniques, design
concepts, etc

* Produce more accurate pavement prediction
models
* Pavement preservation done more accurately

« Data entered only once, and data warehouse
allows easy storage, retrieval, linking,
analysis and reporting.
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Organizational Hurdles to_
overcome <E

* Resistance to change

e Lack of funds -

« Fear for loss of control at group levels in DOTs

* Problems to standardize performance indices

» Fear that data are misused or that confidential
data show up outside DOT

« IT Dept. might resist shift from Mainframes to
Servers.
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Technical Hurdles to overcome

 Linking performance data to materials &
construction data difficult because:
» Performance data often averaged over a mile,

« Distress often sampled over short distance only
at each mile point,

* Mostly only one lane measured.

» Maintenance activities, if not properly
recorded and referenced, could distort
analysis
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While there are many, many advantages of this concept
of developing acomplete electronic database, this slide
points out three of the most important advantages. The
instructor can read these advantages directly from the
slide and they need not be repeated here. This should
lead to some discussion with the group.

They say there is no such thing as free lunch and that is
certainly truein building a good el ectronic database.
There are always a series of organizational hurdles
needed to be overcome. This slide outlines six such
organizational hurdles. Y ou may be able to think of
additional hurdlesin your DOT. Theinstructor can
review these hurdles with the group and discuss the
applicability of each to their own agency.

Of course, al of the hurdles found were not
administrative and were instead technical. Thisslide
outlines a number of technical hurdles that were found in
the Maryland Pathfinder study. Theinstructor can read
these items directly from the slide and they need not be
repeated here. He/She should familiarize himself with
this material and the text provided in the background
document. This may lead to discussions with
participantsin the course based on whether or not these
technical hurdles are applicablein their DOT.
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Another Hurdle to overcome

Specific Actions - Superpave

« States need help to implement this concept

» Needed: a champion for the multi-state
project, i.e. AASHTO Committee, FHWA
representative, State representative,

» A State willing to actively be the lead state
in a Superpave Multistate Project,

e Funding,

e Support by FHWA and AASHTO.
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Specific Actions — AASHTO 2002

* Recognizing need to evaluate 2002
Pavement Design Guide — New concept, not
implemented or proven,

« Needed: early planning to set up outline of
monitoring study before large usage
develops — get ahead of game,

» A State willing to actively be lead state to
promote Project,

e Funding,

e Support by FHWA and AASHTO.
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This slide comes from apicture found in ArizonaDOT,
which shows a dead possum in the middle of the road
that was | eft when the paint stripe machine came by.
Thisisthe kind of thing we run into over and over. Little
things which need to be removed from the database just
as this possum should be removed from the road but is
not and is“ painted” over and becomes a part of the
permanent scene to the detriment of all.

What kind of actions did the study show could be taken
to make it possible to do the engineering analysis of
Superpave? |s Superpave fulfilling the function for
which it was intended? This slide outlines five major
actions that are needed to make such amajor study
possible. Most importantly, it will be valuableif 10 to 20
states could combine their datain a national multi-state
study. It isvery important to find the state DOT that is
willing to take the lead in such a multi-state study but
none have yet come forward. Perhaps someone in this
course would be willing to provide such leadership. The
other specific items can be discussed by theinstructor.

As most of you are aware, AASHTO is spending about
$5 million to develop anew 2002 Pavement Design
Guide. Whilethis guideisbeing put together with a
large number of complex mechanistic ideas and is being
calibrated using some available data, it isfar from

proven because of its great complexity. Evenif itis
proven on the national level average, it will still have to
be calibrated and adjusted for using in any individual
state DOT. Engineering analysis using pavement
management performance data and appropriate materials
and structural thickness data could provide all the
information that is needed for such an analysis. All of the
limitations and requirements for good data outlined for
the Superpave study would apply here. Good location
referencing, good quality data, regular data collection
etc. It will be very important to get this study initiated as
soon as possible. Generally, we are always behind the
power curve that sections arein service for five, six and
tenyears. Asin the case of Superpave five years before
any datais ever collected to begin the analysis. Itis
possible right now to get ahead of the power curve and
set up such astudy if we can find the lead state willing to
support the study and if we can get necessary support
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Conclusion

Good PMS Data Can Be Used to
Evaluate Materials and Techniques

Module 3 - Objectives

* How can PMS be used in your agency to
evaluate performance of Superpave?
» Does your agency collect most of the data
needed?
e Let’s hear the views of somebody in
<Pavement management
~Materials
«Construction
eMaintenance

11/15/2002 Superpave Performance 35
Monitoring

from AASHTO and FHWA.

In conclusion, this study shows clearly that good
pavement management data can be used to evaluate
materials and other techniques if associated datais
provided in electronic format.

The instructor should again state the objectives and ask
these or any other appropriate question to test the
participant’ s learning accomplishments.

1. Let'sget some feedback from somebody in
construction, somebody in the lab/material's,
somebody in design, and somebody with PMS asto
their potential contribution to make performance
monitoring easier.

2. Canyou collect most of the data needed?
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It isimportant for the instructor to encourage the participants to refer to their Reference Manual through out the
presentation, especially for detailed information and for those slides with screenshots that are difficult to read inthe
small prints of the slides in the Participant Workbooks. Thiswill alow the participants to become familiar with the
manual by the end of the course.

Participant Questions

1. How isyour agency handling performance modeling?
2. Doyou seepossihilities for a better use of these techniques?

3. Areyour prediction models generic, or tailored to your conditions?
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Module 4:
Performance and Pavement
Modeling

o Development of performance models
from network data

o Pavement performance data and
models used by PennDOT

o Pavement performance model
curves used by WSDOT

11/15/2002 Module 4 P &P Modeling 1

Module 4 - Objectives

« Identify importance of
performance models in network
level pavement management

» Assess work on performance and
pavement modeling

e Formulate the concepts

e Stimulate interest in performance
modeling applications
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Pavement Performance Models

Obtaining good models for performance versus

age or traffic loads is essential

— Performance generalized to mean deterioration
or damage over time or traffic

— Pavement performance analysis is primary
engineering application

— Includes analysis of effects and interaction of
several parameters, mostly present in PMS
database

11/15/2002 Module 4 3

Module 4 covers Performance Modeling plus 2 examples
asoutlined in this slide.

The objectives of Module 4 are to identify for the
students the importance of performance modelsin
network level pavement management prioritization. It
will give them an opportunity to assess work on
performance and pavement modeling that has been
carried out in Pennsylvania and Washington State DOT.
It will further provide them a chance to formulate the
conceptsthey will need to apply and should stimulate
their interest in performance modeling applications.

Serviceabhility-performance concept, developed at
AASHO Road Test, has been valuable and an important
part of pavement technology since the 1960's.
Development of good models for predicting
performance, in terms of PSI or RCI versus age or
accumul ated axle load applications, has been a major
challenge for pavement engineers. Engineering analysis
to quantify effects on pavement deterioration and
develop mathematical models that predict pavement
performance over time. Material properties,
environmental conditions, traffic volumes and loads,
design type, construction quality, and maintenance levels
all contribute to pavement deterioration and thus must be
considered in performance analysis.

Despite the fact that performance had precise definition
since Carey-Irick development of serviceability-
performance concept, the term performance is often used
in aloose way. Consequently, it has become common
practice to use alternate terms such as deterioration or
damage. Thisdlideillustrates deterioration models. For
past deterioration is used to predict future deterioration
including an estimate of remaining service slide and
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Requirements for
Performance Modeling

* Adequate database

< Inclusion of significant variables affecting
deterioration

 Careful selection of functional form of
model to represent physical real-world
situation

« Criteria to assess precision of model
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Application of Deterioration
Models

Performance
Index T Prediction of future deterioration

\

m e

Detenoratlon

- Rehab
™ alterna-

\ “ tives
\

Minimum acceptable %
Initial RSL.

I I
0 Now Needs Yr Time
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application of an overlay to improve the performance
index and then alternative rehabilitation future
deterioration curves.

Adequate database:
- sufficient data points
reliable information
sorting, filtering and querying possibilities
Significant variables: data on:
distress
environment
traffic
structure and sub grade
Functlonal formsto be discussed later. Criteriafor
precision: significance, statistical data.

Example of deterioration models:

RSL = Remaining Service Life

This slide illustrates deterioration models. Past
deterioration is used to predict future deterioration
including an estimate of remaining service slide an
application of an overlay to improve the performance
index and then alternative rehabilitation future
deterioration curves.
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Basic Types of
Prediction Models

%

Purely mechanistic (Not Available)
Mechanistic - Empirical

Regression

Subjective (Transition process)
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Where, 60

Age =pavmnt age, Yrs

SEN1=strain energy at

Example of Mechanical - Empirical

Roughness Model
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RCI Regression Model
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Purely mechanistic: based on primary response
(behavior) parameter such as stress, strain or deflection.
Such models have not yet been devel oped because
“distress” is normally not a mechanistic parameter,
properties of pavement structure, and loading conditions,
are difficult to quantify in mechanistic terms.
Mechanistic - Empirical: response parameter is related
to measured structural or functional deterioration, such
as distress or roughness, through regression equations.
Regression: dependent variable of observed or measured
structural or functional deterioration isrelated to one or
more independent variables like subgrade strength, axle
load applications, pavement layer thickness and
properties, environmental factors, and their interactions.
Subjective: experience "captured” in formalized or
structured way, using transition process models for
example, to develop deterioration prediction models.

Example of mechanistic-empirical model for predicting
roughness developed by Queiroz in ‘83, using linear
elagticity in study of 63 flexible pavement test sections.
Strain energy is mechanistic component in devel oped
relationship.

Example of regression model, no mechanistic elements.
Developed from distress datain Albertafor conventional
granular base pavements during 25 years. Regression
analysislearned that only 4 quoted variables were
significant.
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Regression with Visual Modeler

[ANALYZE MODEL

Group: Performance Data Paints: 18

o [Overalioveral

Treatment

[FiRebab 100
Madel Form:

® Fabx 80

@ ¥ acapibx

O I 100 - aexpch 1)

O 1ftatbx)

O W arbhx+oxy 2

60

Condition Score

a0

Select User Defined 20
o Form:

M,
L J
0
nniias 0 10 20 30 40
lodel coefficients: Age (vear)
a-
b= Piot Graph with Outliers | Select Model | ooweis

Plot Selected graphs | Close | Print Screen |

Transition Probability Matrix for
Markov Model

Initial Future Condition State
Condition [ very [Good[ Fair | Poor | Very
State Good Poor
Very Good | 0.90 0.10

Good 0.93 | 0.07

Fair 0.88 0.12

Poor 0.85 0.15
Very Poor 1.00
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Other Factors that Affect the
Transition Matrix

* Pavement type

» Pavement thickness

 Traffic volumes and loads

< Subgrade type or strength

« Environmental and regional effects
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This dlide gives an example of atypical regression that
can be obtained from visual modeler whichisa
pavement performance modeling application program
that was developed for PNDOT and the and the Federal
Highway Administration at Texas Research &
Development, Incorporated. It isauser friendly
statistical analysisthat allowsthe user to select from
among five model forms or use their own defined model
equation form. The referencesin the text will allow any
members of the class to obtain the program and use it as
they desire.

Example of subjective probabilistic modeling asused in

Visual Modeler.

- Transition probability matrix defines probability that
pavement in a certain condition state will transition
to other condition statein one year.

Asshown in the table, the mgjority of pavements
will stay in same condition state from one year to
next, e.g., a“good” pavement has a 93% probability
of remaining in same condition after one year.

One of the requirements of transition probability
matrix is the sum of each row must equal 1.0.
Formal interview methods, such as Delphi method,
can be used for developing matrices. The experts
are asked to determine the probability a pavement in
one of condition stateswill go to afuture condition
statein onetime period.

Because the Markov process estimates future condition
state solely from current condition state, other factors
that affect pavement behavior are handled by defining a
transition matrix for each combination of factors that
affect pavement performance, such as these:

Pavement type

Pavement thickness

Traffic volumes or loads

Subgrade type or strength

Environmental and regional effects
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Use of Performance and
Design Models for Engineering
Analyses

« Models create possibility to predict

performance over time in
measurable terms

« In examples in remainder of course
performance & design models are
featured in several ways.

11/15/2002 Module 4 12

PennDOT'’s Engineering
Analysis Elements

e Module 4:

— Overview of PennDOT PMS

— Pavement performance data & modeling
* Module 9:

— Techniques for selecting pavement
rehabilitation strategies

11/15/2002 Module 4 13

PennDOT’s Roadway
Management System (RMS)

e STAMPP - PMS

* BMS - Bridge

e PRMS - Project

e MORIS - Maintenance

e ARS - Accident

e FMIS - Financial

e CMS - Construction

e CAMS - Construction & materials

e GIS - Geographic

11/15/2002 Module 4 14

This slide summarizes the use of performance models for
engineering analysis and sets the stage for the next
portion of Module 4.

The next portion of this module will describe some of
the engineering analysis elements of the PennDOT PMS.
We will first present a brief overview of the PennDOT
PMS so that the students can understand how it fits
together. Theinstructor should deal with the pavement
performance data and modeling aspects of visual
modeler used by PennDOT.

This slide al'so points out that alater application of
PennDOT Engineering Analysiswill be presented in
Module 9. That istheir techniques for selecting
pavement rehabilitation strategies.

The RMS serves a highway network that has 4,300 miles
on the National Highway System and 41,000 miles of
other highways. This system provides the primary input
for developing an annual construction and maintenance
program of $1.75 billion.

STAMPP is PennDOT’ s pavement management
information system.

Thereisalist of eight other systems starting with BMS
and ending with GI'S, which the instructor should
describe very briefly as being part of the overall roadway
management system used by PennDOT.
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STAMPP =

STAMPP

Systematic Technique to
Analyze and Manage
Pennsylvania's Pavements
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STAMPP Contains

« Comprehensive pavement distress data
e 11 Districts

e Segments nominally 1/2 mile long

» Data for all lanes

« Separate survey results for asphalt roads,
and jointed, and continuously reinforced
concrete roads
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Outputs of RMS & STAMPP

< Annual work plan

e Graphical maps using GIS

« Annual state-of-the-Interstate

« Input for transportation improvement
plan (TIP)

« Highway Performance Monitoring
System (HPMS) reports

11/15/2002 Module 4 17

The pavement management system known as STAMPP
has a mainframe data-base.

STAMPP is a comprehensive distress database that
contains datafor eleven districts. Segments are
nominally ¥2 mile long although they may vary
depending on other factors. In general, datais provided
for all lanesin each of the pavement segments. Different
survey techniques are used for asphalt vs. jointed or
continuously reinforced concrete pavements.

Annual work plan with information on pavement
distress, guide-rail conditions, traffic and allocation
of maintenance funds.

Graphical maps showing pavement condition and
needed projectsin acounty, district, or state.
Annual State-of-the Interstate Report with pavement
condition and roughness data, and detailed traffic-
count datafrom RM S to analyze current and
projected rehabilitation needs of Interstate system.
Metropolitan and PennDOT’ s planning
organizations use PM datato develop their
multiyear transportation improvement program
(TIP).

PennDOT produces Highway Performance
Monitoring System reports which are submitted to
FHWA using RMS and STAMPP data.
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Distress Data Collection

Annual survey 26,000 center line miles, all
NHS and half of other roads, May - Sept.

IRl with S-Dakota style profilers

Up to 1996 - manual distress survey by 200
college students with quality audits

Since 1997 - contracting for automated data
collection, reasons:

— Lower cost, particularly for training and travel

— Exposure of raters to traffic

— Variation in data between teams
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Distress Scores

 Distress/condition measures are converted
into distress scores with 0 -100 scale

 Distress scores calculated based on type of
distress using either a distress converter or
a maximum allowable extent algorithm

« Then performance indexes are weighted
combinations of selected distress scores
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Combination of Distresses
into Performance Indexes

» User selects distresses to include in each
performance index (PI)

e Each included distress is weighted by user
defined factor

» The weights are then used in multiplicative

index calculation algorithm to produce final
performance index scores
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Theinformation on thisslideis self evident and the
instructor should familiarize her/himself with it and
present it in his own words as the students review the
dideitself.

Theinformation on this slideis self explanatory and the
instructor should describe the threeitemsin his own
words trying to provide general background information
to the audience.

PennDOT uses alot of flexibility in combining its
distresses into performance indexes. Asin many states,
various types of distresses are combined into asingle
distress or performanceindex. The user hasthe
flexibility to select the individual distress and also to
select the weights for them.
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Combined Performance
Indexes used by PennDOT

« Structural Index (STI)
 Surface Distress Index (SDI)
» Safety Index (SFI)

« Overall Pavement Index (OPI)

e Present Serviceability Index (PSI)
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Definition of Overall Pl

Performance Index # 10 Overall/Overall

Distress Weight

Prafile Distartion 004

Rutting 0,03 1
Ricle
Ravalingiieathsring 0.06
Block Cracking 012

TransverseiLong. Crac 014

Alligator Cracking 023 . |_| |_| ﬂ =l m
Edge Deterioration 047 5 5 3 & 8 2 & E

WDrop- 0

Bituminous Patching a7 =
Patholes 015

“idening Dropoff 0.05

Pavement Performance Analysis

» Essential part of pavement
management at all levels

e STAMPP does not use pavement
performance modeling for forecasting

« Visual/PMS system handles
performance analysis and forecasts of
pavement condition
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Here are five combined indexes that are used by
PennDOT including structural index, surface distress
index, safety index, overall pavement index and present
serviceability index. One additional thing that needs to
be considered isthe fact that for project level work, a
project may consist of several segmentsin the database.
When that isthe case, the individual indexes for each of
the segments are all added up and averaged over all the
segments to get a project index value.

Thisslide lists the weighting factors that are used in the
overall performance index in many of PennDOT’s
applications. Ascan be seen theridevalue of 1.0 far
outweighs the other performance indicators. The second
largest index weighing function is.23 for alligator
cracking.

Pavement performance analysisis an essential part of
pavement management at all levels. Currently, the
PennDot STAMPP program does not use pavement
performance modeling for forecasting. At least thiswas
true as of 1999. Subsequently, aVisual PMS System has
been installed in Pennsylvania which does do
performance analysis and forecasts future pavement
conditions.
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Modeling Process

PennDOT uses group based modeling:
» Pavement network divided into
homogeneous performance groups,
based upon selected variables that
affect pavement performance
» Examples of variables include functional
class, traffic level, and pavement

structural type

« Inside each group models are developed
for each performance index

11/15/2002

Module 4
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Road Structure Categories

Road Structure
Categories based
upon:
*Surface Material Type
*Underlying Pavement
Structure
*Surface Thickness
*Rehabilitation Type

11/15/2002

Surface Thickness

Module 4

Asphalt Overlay

PCC Original Construction

Subbase

25

Pavement Performance Groups

11/15/2002

Three Traffic Level

Module 4

Typical Performance
Grouping uses

— Traffic Level

— Functional Class

— Road Structure

Category (RSC)

One model is
calculated for each
group per Index, in
this case 2*3*8=48
models

26

In its performance modeling process, PennDOT uses
group based modeling. The pavement network which is
divided into homogeneous performance groups that is
sets of pavement segments that are known from past
history to perform similarly and have similar basic
variables such as sub-grade type, climate etc. Other
examples of variables used to set up modeling groups
include functional class, traffic level and pavement
structural type

Once agroup is set up, models are devel oped for each
performance index for all the data within that individual

group.

Road Structure Categories usually defined by

combination of four factors:

1. Pavement surface materia type (asphalt concrete or
cement concrete).

2. Underlying pavement structural makeup

3. Pavement surface layer thickness.

4. Rehabilitation type or code that indicates whether
pavement is overlay of existing pavement structure
or newly constructed pavement.

For example, typical RSC used in PennDOT is“Thick

ID2 over PCC”. This category indicates that the

pavement surfaceisthick, its material typeis D2 (thisis

aparticular asphalt mix as defined by PennDOT design
specifications), and it is an overlay of aplain jointed
cement concrete pavement.

Example of formation of 48 Performance Group Models
from 8 functional classes (e.g. road types), 3 traffic
levels (e.g. AADT levels) and 2 RSC’s (e.g. asphalt and
concrete).

This matrix defines the 48 combinations of factor levels
which define the groups to be model ed.
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Model Building and Review

« Most modeling systems allow building two
types of models:

« Regression based - Deterministic

« Transition probability based -
Probabilistic

» Models are built for pavement groups using
both linear and non linear equations
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Deterministic Models based
on Regression Equations

Four regression forms are available

#H Model Form Transformation
1. y =a+ bx None

2. y =100 - a(e)bx y' =1In(100 - y)
3. y = a(e) y' = 1In(y)

4. y=1/(a+ bx) y=1/y

y = Performance Index
X = pavement age
a, b are regression coefficients
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Probabilistic Models
based on Transition
Probabilities (Markov)

Transition probability matrices
can be produced from the
calculated regression
equations with Visual Modeler
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Visual/PMS™ allows the user to plot raw data along
with models built by regression modeling module,
analyze data with outliers, and select best model.
Sometimes, models built from available data may not be
realistic. A practical tool is provided to determine
whether models can be used or adjusted, in addition to a
test of statistical significance. In some cases, when
models can not be obtained due to lack of data, they can
be devel oped subjectively based on available models
with similar modeling criteria and engineering judgment.

Steps for building regression models are:

1. Prepare set of datafor Y (condition index) and X
(pavement age) from the performance master file;

2. TransformY (for Model Forms 2 through 4);

3. Runregression analysis without removing any data
points;

4. Identify outliers(all (Yi-y)/SD >3,i=1,2,..,
(SD = standard deviation);

5. Removeall outliers from the data set and run
regression analysis again, if desired.

Probabilistic models are presented in matrix form. Each
cell of matrix represents a transition probability or the
probability that a pavement section will transition from
one condition state to another in a given amount of time,
usually oneyear.
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Modeling Example

« Model built for overall pavement index

« Road structure category: Pennsylvania FJ
asphalt overlays of existing asphalt
pavements

* The performance group is:

— high traffic (AADT>3250)
— NHS urban roadways
« 18 data points were available for analysis
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Resulting Models

ANALYZE MODEL

Group: Performance Data Points: 18

9 OveralliOverall
Treatment

FJ Rehab 100
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Cancel

This slide covers 4 detailed elements, which the
instructor should review with the class.

Initial plot of 18 data points along with all available
model forms are shown. The left side of the graph
defines the model forms that are available. Five separate
possible curves are plotted through the data (See
Reference Manual for alarger print). You can see that
the predicted life varies with the model type.

Six different models, with and without outliers removed
are shown.

Lowest standard deviation and highest r*2 resulted for
polynomia model y=c+bx+ax"2, with no outliers
removed. See also next dlide.
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Plot of Selected Model

[ANALYZE MODEL
Group: Performance Data Points: 18 Outliers: 1
5 [ Overaloveral
Treatment
FiRehab 100 [ --
Model Form:
& a-bx 1
@ aexphx)
3 100 - s expib x)
O 1ia+hx)
O W arhx+oxs 2
@ Outliers Model

Select User Defined L e e
ion Form:

Condition Score

Age (Year)

Plot Graph with Outliers | Select Model | Help |

{piot Seiected araphs Close | Print screen |

Washington State DOT’s
Engineering Analysis Elements

A
N
o

* Module 4: =~
—Overview of WSDOT PMS -
—Pavement performance modeling

e Module 5:

—SCOPER overlay design methods
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Overview of WSPMS (part 1)

= Developed pavement condition survey
program in mid ‘60’s for setting priorities

« In late ‘70’s, first WSPMS was developed

« Condition surveys every two years since
‘69 and every year since ‘88

* 1988 programs rewritten to fit mainframe

file structures and to work in a local area
network with PC's
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Plot of polynomia model with highest R*2 is shown
here. Thismodel can be saved for use in other parts of
PM S software as needed.

Thisisalist of the sub-modulesfor WSDOT.
Washington State DOT was very helpful in providing
information for this course and have done a considerable
amount of engineering analysis. Results of their work
are presented in Module 4 and Module 6. Beginning
with the next slide, an overview of the Washington PMS
will be presented so that you will know more about how
they operate. Thiswill be followed by a discussion
about pavement performance modeling as they useit.
Later in Model 6, Scoper will be discussed in terms of
theway it isused for overlay design methods. The
instructor can read from the material on the slide, which
outlines the detailsto be presented and describes the
basic concepts of the Washington State PMS. Four
major points are made here. The processis continued on
the next slide.

Theinstructor can read from the material on the slide,
which outlines the details to be presented and describes
the basic concepts of the Washington State PMS. Four
major points are made here. The processis continued on
the next slide.
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Overview of WSPMS (part 2)

< Problems with worst-first programming as
budget estimates proved inaccurate

< In 1993 Legislature required Life Cycle
Cost Analysis to prioritize rehabilitation
projects

« Major update implemented to include
Pavement Structural Condition Index and
Project Scoping technique
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Overview of WSPMS (part 3)

 Eliminated worst-first programming

< PMS now predicts “due year” based on
historic, condition & structural data and
deterioration models

 Graphical displays provided in user-friendly
environment

« 1995 update to Windows, conversion of
files to ACCESS database
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Components of WSPMS
« File building

— Organizing several large data bases
e Interpreting program

— Specific info on 3,200 sections statewide
 Project level analysis

— Optimizing program for project selection
* Network level analysis

— Ensuring best overall condition for fixed funding
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This slide continues the description of the overview of
the Washington State PMS. Problems with worst-first
programming: Once a preliminary program was setup,
based on initial budget estimates, WSDOT developed
Capital Preservation Budget. Then individual projects
were sent forward for pavement design. By thistime a
program was already set and money available for an
individual project had been predefined. This situation
created problems because often the money budgeted for
a specific project wasinaccurate. Generally not enough
money was programmed and in some cases excess
money was provided.

After Washington devel oped experience with their
system they eliminated worst first programming methods
and they now predict the year in which rehabilitation or
major actionisto betaken. Thisiscalled the“dueyear”.
It is based on historic condition and structural data as
well as deterioration models that they have devel oped.
Graphic displays are provided in user friendly
environment and in 1995 the methods were updated to a
Windows format and the files were converted to an
Access database. This slide outlines four major
components of the Washington State PMS: file building
that organizes several large databases used in the PMS
system, and interpretation program that is used to
interpret and provides specific information on 3200
pavement sections statewide, a project level analysisis
used as an optimization program for project selection
and finally a network level analysis module is used to
help ensure the best overall condition will be produced
for the state pavement network for the fixed level of
funding available.

The instructor can review the 4 components directly
fromthe slide.
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Interpreting Program

» Develops project specific information
« Calculates rating scores, and following
indexes:
— Prior to 1993:
* PCR —incl. rutting & structural information
— Currently:

* PSC - structural condition, based on cracking
(fatigue cracking is main distress)

* PRC - rutting condition
* PPC - roughness (IRI)
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Project Level Analysis

« In first PMS, project level optimization
determined rehab strategy for each project

* Optimizing program ranked output in order
of life cycle cost for array of rehabilitation
strategies for each project

* Most projects identified early, so many
overlays relatively thin

* New software makes project level info
easily available to all pavement managers

11/15/2002 Module 4 40

Network Level Analysis

< Network analysis was always seen as
natural extension of project selection

e Working toward network analysis to
optimize project selection within each
region for best overall pavement
condition over time for fixed funding level

* “What if” scenarios will be run in future
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The instructor can read directly from the slide and
expand on theinformation. Basically, the interpreting
program develops information that is specific for each
project within the network. It then calculates rating
scores and several indices. Prior to 1993 a pavement
condition rating included rutting and structural
information. Currently, a PSC or Pavement Structural
Condition index is based on cracking, fatigue cracking it
isone of the main distresses. A PRC isarutting
condition index and a PPC isrelated to roughness.

The instructor can explain the details that are outlined on
thisslide. They can expand on the slide based on the
information they learned from the course background
document.

In Washington State DOT, network analysis was always
seen as a natural extension of project selection. The state
is currently working toward network analysis that would
optimize project selection within each region of the state
to provide overall pavement condition overtime for the
fixed funding levelswhich are available. Althoughit’'s
not possible to do so, it is expected that in the future
“what if” analysesin scenarios can be run using the data
and the models.
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WSPMS Performance Equations

Performance equations are developed in

three ways:

— Regression on data for pavement with known
performance during several years

— Default equations covering overall
performance of similar pavements in same
region

— Equations based on adjustments made using
engineering judgement
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Example of Performance Model

100.0 0
k=10
80.07 —
b =10.0
k=05
Q) 60.0- — |
o
40.0
s b=1.0| \[b=01
7| Psc=100 - br(agef YK=20] N\k=25
\
0.0 -
0 5 10

15 20
Age (Years)

Superior Performing
Pavements

« Use of PMS database to locate superior
performing pavements

» Evaluate reasons for superior
performance of these pavements

< Improve and upgrade performance and
design models accordingly
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This slide points out the three different ways that
performance equations are devel oped in Washington
DOT. Theinstructor can read from the slide and expand
on the discussion.

Examplefor relation between structural condition index
and age, for various values of regression coefficientsb
and k. This graph shows examples of four different
performance models based on values of b and k
coefficientsin the model. Where the model is PSC
(Pavement Structural Condition) =100 — b (time age) to
the k power. Thisslide merely illustrates the effect of
these coefficients. Specifically, it displaysthe
relationship between structural condition index and age.
The dataitself will be used to determine the values of b
and k.

This slide summarizes the use of PM in this example.
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PMS Data & Performance
Models are valuable:

Since 1988 two elements helped
convince legislature to increase
funding:

1. high quality of PMS data base

2. reliable performance curves
showing budget was inadequate
to maintain desired performance
level
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Module 4 - Objectives

* How is your agency handling
performance modeling?

* Do you see possibilities for using
these techniques in your state?

« Are your prediction models generic
or tailored to your conditions?
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The instructor should read from the slide and expand
based on his’her knowledge.

The instructor should again state the objectives and ask
these or any other appropriate question to test the
participant’ s learning accomplishments.

1

2

How isyour agency handling performance
modeling?

Do you see possibilities for using of these
techniquesin your state?

Areyour prediction models generic or tailored to
your conditions?
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Module 5
What Can Your Agency Do?
| nstructional Time: 15 minutes

It isimportant for the instructor to encourage the participantsto refer to their Reference Manual through out the
presentation, especially for detailed information and for those slides with screenshots that are difficult to read in the
small prints of the slides in the Participant Workbooks. Thiswill allow the participants to become familiar with the
manual by the end of the course.

Participant Questions

1. How can you monitor performance of Superpave using PMS and related data?

2. How should you use maintenance datain aPMS?
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Module 5 - Workshops

What can your agency do?

11/15/2002 Module 5

Module 5 — Workshop
Objectives

» Review Needs for Engineering
Analysis in Agency of participants

« Discuss possibilities for
implementation of Workshop
recommendations and ideas

11/15/2002 Module 5

The instructor should at this point, discuss the approach
that will be taken in Module 5, the first workshop for the
course. The purpose of the workshop isto provide the
students an opportunity to interact among themselves
and to deal with the aspects of engineering analysis.
They should also consider elements within their state
DOT that would be amenable to engineering analysis
and since SuperPave is such an important topic
nationwide, the suggested topic is SuperPave. However,
in some cases the agency will have burning topics of
their own that are of concern. In those cases, the
instructor should not impose the SuperPave topic but
should let the groups select their own. It isbest to divide
the group into sub-units of no more than 10 persons
each. For example, if there are 30 students you would
have 3 break-out workshops. Equally, the groups should
not be less than about 6 personsin size.

Method of dividing the group:

The instructor should consider the make up of the
studentsin selecting the divisions. For example, if there
are several states represented in the student body, all
members of one state DOT should not be in the same
workshop. They should be equally distributed among
the other workshops if possible to share information with
other state DOTSs. If there are 3 maintenance engineers
in the group one should go in each sub-group etc. Thisis
intended to stimulate cross agency and cross division
interaction and discussion.

The objectives of Module 5 are to stimulate the interest
of al participantsin applying engineering analysisto
their agency. It will provide an opportunity for these
students to discuss among themselves various
applications which could relate to their own needs. The
module will involve the students and help them
recognize the way they can appropriately apply
engineering analysis.



Slide

Slide

Slide

Workshop Procedures (1)

Divide participants into diverse subgroups —
maximum 10 persons per subgroup
The group selects:
> A chair person or moderator
> A recorder to make notes
» A scribe to write key points on visual pad

> A reporter (usually separate from chairperson)
prepared to report findings for discussion to
main group which will reassemble after break
out sessions.
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Workshop Procedures (2)

Timing for Workshops will be flexible, with
following approximate schedule:

* 60 min for discussions within Subgroups, incl.
preparation of notes and key points on visual
pad

« 30 min for class presentations by Subgroups
« 15 min for discussions amongst all participants

11/15/2002 Module 5 4

Module 5-a
What Can Your Agency Do?
(Workshop 1)

How to monitor performance of Superpave

using PMS and related data:

« Database needs: PMS, QC/QA, mix design,
pavement design

* How to obtain data from various disciplines

* How to link performance data to other
data for each individual location

» Organizational consequences for DOT

11/15/2002 Module 5 5

The instructor should discuss with the groups how they
can organize themselves for best results. Generally, the
four positions outlined above on the slide have proven to
be useful. However, each of these groupsisindividual
and you can only suggest how they organize themselves.
They will ultimately do what they feel is best for them
and sometimes the members of the groups are not willing
to “volunteer” for duties. Theinstructor should provide
guidance rather than forcing the groups to respond.
Reporting Back — The instructor should make it clear
before the breakout sessions begin that the groups are to
be prepared to come back and report their findings by
bringing back 1, 2 or 3 newsprint pad sheets and have a
reporter give the results. Discussion and interactions
should be encouraged during this feedback session.

Asthe groups begin their work, the instructor should
circulate among the groups to observe and answer any
procedural questions and should allow the group some
start-up time to get going. If after 10 or 15 minutes
nothing is really happening, movein and try to provide
some direction. Generally, thisis not necessary but it
may take 5 or 6 minutes to get them started.

In this workshop, it is suggested that the groups discuss
theitemslisted in the slide and the various aspects of
Superpave. |n some cases, the group will prefer to tackle
adifferent problem. If they have astrong interestina
different topic, do no try to interfere aslong asthey are
actively interacting.
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Module 5-b
What Can Your Agency Do?
(Workshop 2)

How to make use of maintenance data in
a PMS:
« What maintenance data are relevant
« What are consequences for performance
data collection
* Where need PMS to be modified
* How can MMS be linked to PMS
» Organizational consequences for DOT

11/15/2002 Module 5

Module 5 — Workshop
Objectives

» Review Needs for Engineering
Analysis in Agency of participants

« Discuss possibilities for
implementation of Workshop
recommendations and ideas

11/15/2002 Module 5

In thisworkshop, it is suggested that the groups discuss
theitemslisted in the slide and the various aspects of
Maintenance. In some cases, the group will prefer to
tackle adifferent problem. If they have a strong interest

in adifferent topic, do no try to interfere aslong as they
are actively interacting.

The instructor should again state the objectives and ask
these or any other appropriate question to test the
participant’ s learning accomplishments.

1. How can you monitor performance of Superpave
using PM S and related data?
2. How should you use maintenance datain a PM S?
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M odule 6
Pavement (Overlay) Design Evaluation
Analysis
Instructional Time: 60 minutes

It isimportant for the instructor to encourage the participants to refer to their Reference Manual through out the
presentation, especially for detailed information and for those slides with screenshots that are difficult to read in the
small prints of the slides in the Participant Workbooks. Thiswill allow the participants to become familiar with the
manual by the end of the course.

Participant Questions

1. What overlay design method do you use in your organization?

2. Hasit ever been tested and compared with actual observed performance in practice?
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Module 6
Pavement (Overlay) Design
Evaluation analysis

Examples of Engineering Analysis in:
* Washington State DOT

» Texas State DOT

 Arizona State DOT

11/15/2002 Module 6

Module 6 - Objectives

* Demonstrate importance of
engineering evaluation in design
and overlay models

e Compare results among States

« Identify and illustrate various
benefits

11/15/2002 Module 6

WSDOT - SCOPER Overlay
Design Method

« A systematic way of
estimating overlay thickness
for a rehabilitation program

» 80% of designs do not have to be
changed at project stage

11/15/2002 Module 6 3

In Module 6, three examples of engineering analysis
related to pavement and overlay design, aswell as,
evaluation analysiswill be presented. Theseinclude
Washington State DOT, Texas DOT and ArizonaDOTs.

The objective of Module 6 isto underline the importance
of engineering evaluation in design and overlay models.
Specifically the module will compare the results of
studies in Washington, Texas, and ArizonaDOTs and
will illustrate the various benefits that have resulted to
these three state DOTs based on their own engineering
analysis efforts. Asaresult of this session, participants
should be prepared to undertake applicationsin their
own agency.

When WSDOT originally set up their pavement
management system they did areasonably good job of
predicting network level prioritization for the system
being considered. However, the estimates were made
based on crude cost estimates. In many cases, the
number of pavement sections that could be prioritized
was wrong because the funding |evels were much lower
than predicted or because the costs were higher than
expected. Based on experiencein the state and the work
of the University of Washington combined with the
Pavement Management Section an improved
approximate design method was developed for overlays
called Scoper. This name was developed because the
purpose of the method was to “ scope out” the cost that
would be needed at a higher level than was previously
possible. In general, 80% of the designs that are now
programmed for final use are reasonably correct because
Scoper does agood job. Scoper assesses PM S data and
usesit in estimating the overlay thickness and the related
costs.
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SCOPER Background

* Originally WSPMS applied “standard fix”
for pavement rehabilitation based on
pre-selected minimum PCR

e Goal: estimate AC overlay thickness

» Use made of Asphalt Institute component
analysis method, modified by WSDOT, in
OVERDRIVE program
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Overlay Scoping Technique

» Total pavement structure developed as
new full depth AC design

e Uses pavement type & condition,
thickness, subgrade modulus, and traffic

« Judgement required for weighting factors
to evaluate existing structural integrity

« Overlay thickness = [required thickness

for new design] - [equivalent thickness of
existing AC pavement]

11/15/2002 Module 6 5

lllustration of SCOPER

Design ESALs = 1,000,000 (assumed)

Subgrade resilient modulus = 12,500 psi (known
or calculated from deflections)

Full-depth new AC=8.0" (calculated from Al-manual)

Existing pavement structure

e 4.2 inches AC (PSC = 60; thus “C” = 0.72)

« 9.6 inches crushed stone base (coefficient 0.30)

Convert existing pavement to full-depth AC

e AC: 4.2 x0.72 3.0”

e Base: 9.6” x 0.30 2.9

« Total 5.9”

“Scoped” overlay thickness 8.0 - 5.9 = 2.1"
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The approach taken is to use a technique quite similar to
The Asphalt I nstitute component analysis method. This
method was further modified by Ritchie and Mahoney
from the University of Washington and used in the
computer program OVERDRIVE.

Uses Asphalt Institutes Method to design full depth
pavement structure asif new design with modification to
layer coefficients based on Washington characteristics.

The instructor should familiarize himself with the slide
and review it with the class. He should familiarize
himself with the details from the text before he presents
thislecture.
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Review of Pavement Design
Practices

* Regional engineers design pavements
« Each design reviewed by central office
(Service Center)

 WSPMS makes review quick and effective
using well maintained PMS data base

11/15/2002 Module 6 7

Design Review Case Study

* Five miles of section of State Road 395
* 1994 condition survey
* 5to 15 % low to medium alligator cracking
* 30 % medium to high longitudinal cracking
e 1994 PSC - 58, projected to 50 in 1995
* Subgrade Soil: Hodgson Silt Loam (ML)
* Base material: 230 - 460 mm silty sandy gravel
* Base Course: 80 mm crushed stone base
e Wearing Course: 100 - 300 mm AC.
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Case study using three
overlay design methods

* 1. SCOPER based on Asphalt Institute
Method (Mechanistic-Empirical)

e 2. EVERPAVE, developed by WSDOT
(Mechanistic-Empirical)

« 3. DARWin, based on AASHTO'’s Guide
for Design of Pavement Structures
(Mechanistic-Empirical)

11/15/2002 Module 6 9

In Washington State DOT, regional engineers generally
design the pavements but each design is submitted for
review by the central office at the service center. The
PM S section points out that it is possible to make the
review quickly and effectively for the regions because of
the well maintained database that the state has available.

This slide gives an example of a case study illustrating
the Scoper design review process.

Theinstructor should review the material on the slide
with the class, which defines the physical characteristics
for the case study.

The Washington PM S team, made up of University of

Washington personnel and State DOT personnel

performed the case study using three (3) overlay

methods:

1. SCOPER asoutlined,

2. EVERPAVE amechanistic Empirical design with
more details used in WSDOT and

3. DARWIN atypical computer based AASHTO
guide.
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EVERPAVE Method

Evaluate effects of subgrade stiffness by back
calculating 3 levels (low, medium, high stiffness)
Account for stress sensitive unbound materials
Define material properties of each layer, traffic
load repetitions and environmental factors
Compare service lives for fatigue and rutting with
projected design ESAL

Overlay thickness is that which ensures adequate
service life for failure criteria (fatigue and rutting)
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DARWIin Method

Determine structural number for future traffic
SN; from ESAL’s, Initial and terminal
serviceability and subgrade modulus (FWD, lab
testing, empirical graphs)

Determine existing structural number SN from
FWD testing (subgrade and pavement strength)
and pavement thickness

The required overlay structural number SN, is
the difference between SN; and SN

Overlay thickness is SN, divided by a coefficient
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Overlay Thickness Comparison

AASHTO WSPMS
Core EVERPAVE DARWin SCOPER
Location mm inch mm inch mm inch
207.85 50 2.0 0 0 71 2.8
208.00 40 1.6 0 0 55 2.2
208.50 10 4 0 0 56 2.2
209.00 95 3.8 127 5.0 147 5.8
209.05 100 4.0 132 52 155 6.1
209.40 110 43 135 53 143 5.6
209.80 35 1.6 0 0 65 2.6
210.00 60 24 58 23 118 4.7
21050 35 16 0 0 a0 35
211.00 10 4 0 0 0 0
211.50 10 4 0 0 0 0
212.00 10 4 0 0 0 0
212.50 10 4 0 0 0 0
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This slide outlines the aspect of the EVERPAVE method
and theinstructor should cover the five points outlined,
pointing out that the EVERPAV E method is more
complicated and therefore should be a more correct
method than Scoper. However, it also takes agreat deal
more time and more individual input data.

The second method compared was the standard
AASHTO method DARWIN that is used in many other
states. WSDOT does not typically use DARWIN but
they did want to make the comparison to see what the
relative results were. The instructor should outline the
four points of DARWIN that are presented on the slide
and expand the discussion based on the knowledge he’'s
gained from the reading material prepared for this
lecture.

This slide summarizes information from the case study
for various locations within the section. Thelocationis
defined where cores were taken. EVERPAVE
calculations, DARWIN calculations and SCOPER
calculations were carried out using the three independent
methods.
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Conclusions

< Design of overlays greatly facilitated by
availability of well-maintained PMS data
base

» Performance data used for all overlay
design methods, but for mechanistic
design elements extensive use made
also of project and structural data

e In WSDOT at present time at 80% of
time SCOPER gives right answer
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Texas State DOT’s Engineering

Analysis Elements

* Module 6:
* Overview of TXDOT PMIS
* Analysis of relation between subgrade
properties and pavement rutting
* Module 7:
» Performance of aggregates in concrete
pavements
e Module 8:

« District level index to select preventive
maintenance projects
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vy u

What is the Texas s o o
PMIS \ \

An automated system for storing,
retrieving, analyzing, and reporting
information to help with pavement-related
decision-making processes

]
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This slide presents the conclusions of the case study
carried out by WSDOT and the University of
Washington. The instructor should read the material and
expand on itin closing this section of the module before
moving on to the Texas State example.

The next state PMS we will discussisthe TXDOT work
with three (3) engineering examples. Asoutlinedinthe
slide, we will present an overview of TXDOT PMIS,
they call their pavement management system a pavement
management information system, PMIS. Following this
overview, we will discuss an engineering analysis study
in which TXDOT determined the relationship between
sub-grade properties and pavement rutting across the
very large state. Subsequently, TXDOT examples will be
used in Module 7 to discuss performance of aggregates
and concrete pavements and in Module 8, adistrict level
index to select preventive maintenance projects.

Texas DOT has PMIS with both network and project
level components because Texas is alarge, decentralized
agency, it lets districts take the lead in finding ways to
use PM and current PMIS software. Thishasthe
following advantages:

1. Keeping system closeto usersin field.

2. Easy for central headquarters to identify what parts
of PMIS are most useful, and to develop
improvements as needed to meet ever-changing
district requirements.

3. Ensuresthat newly developed enhancements to
PMIS provide quick benefit, because those
enhancements are typically the ones that the districts
themselves have requested.

4. Providesfor strong engineering related applications
to be carried out based on PMIS data, on routine
basis by Districts.
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Primary Elements and
Products of PMIS

< Inventory of pavements in the network
e Database of past and current

pavement conditions

e Budget requirements
e Methods for optimizing and prioritizing

projects
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Pavement Types Surveyed

* Flexible pavement

» Aggregate base with surface treatment
» Aggregate base with hot mix A.C.

« Jointed concrete pavement

» Continuously reinforced concrete
pavement
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Flexible Pavement Distress

< Rutting
« shallow & deep
Patching
* Failures
Cracking
« block, alligator, longitudinal,
transverse
Optional:
* Raveling
e Flushing
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The TXDOT PMIS and has four major elements:

1

2
3.
4

Inventory of the pavementsin the network.

A detailed database is maintained for past and
current pavement conditions.

Budget requirements are cal culated from the
available information.

Methods for optimizing and prioritizing projects are
available in the system.

Trained raters do avisual distress survey each year from
September to December on the three major pavement
typesindicated.

PMI S uses separate distress factors in flexible payments
from thanisrigid payments. Asthisslideindicates,
flexible pavement distresses are rutting both separately
for shallow and deep ruts, patching failures, cracking in
four categories, block, alligator, longitudinal and
transverse. The districts have the option of then
recording raveling and flushing depending on any
conditions they find present in their own district.
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JCP Distress

Distress score from:

e Failed joints and cracks

* Failures

 Slabs with longitudinal cracks
» Shattered slabs

< Concrete patches

e Apparent joint spacing

11/15/2002 Module 6
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CRCP Distress

» Spalled cracks

e Punchouts

« Asphalt patches

e Concrete patches

< Average crack spacing

11/15/2002 Module 6
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Distress Score Classes

DISTRESS SCORE CLASS DESCRIPTION
90-100 “A” Very Good
80-89 “B” Good
70-79 “cr Fair
60-69 “D” Poor

1-59 “F” Very Poor

11/15/2002 Module 6
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For JCP or jointed concrete pavements, six types of
distress are recorded as outlined in the slide (the
instructor should read from the slide). These distress
ratings combine to make a Distress Score, which ranges
from 1 (most distress) to 100(no or very little distress),
with score below 80 indicating problems.

Some people think that all concrete pavements have
similar types of distressbut it is not true in Texas.
Different types of distress are recorded for CRCP or
continuously reinforced concrete pavements. Spalled
cracks are one of the most important distresses. Punch
outsthat evolve from several deep spalled cracks are
included, as are two types of patches, asphalt patches
that are usually temporary and concrete patches and are
hoped to be permanent. Finally, cracking itself is
recorded in terms of average crack spacing over the
length of the section.

The distress score scheme for PM 1S is shown in this
slide. One hundred (100) is a perfect score and zero (0)
isthe worst possible score. Y ou can see we havea
“deduct system” as do many states. As discussed
previously in pavement management, the most valuable
thing isto be able to divide the scale into five categories
as shown on the right under description. Very good,
good, fair and very poor even though a distress score of
0to 100 isused. Finaly, itisbroken down into thefive
classes ranging from very poor to very good.

Similar scores or indexes are developed for Ride score,
Structural Strength index, and Condition score
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Scores

« Visual Distress (1 -100)
* Ride (0.1 - 5.0)
 Profiler/rutbar vehicle

 Structural Strength (1 -100)
* FWD measurements

« Condition (Composite 1 - 100)
* combination of ride and distress
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Analysis of Relationship
between
Rutting and Material Properties
(Subgrade and Pavement Layers)
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Texas PMIS Data Showed:

e Rutting increase between 1983 and
1987

« Greatest increase in 1987,
particularly for Hot-Mix pavements

* Some districts were clearly more
affected than others

11/15/2002 Module 6 24

Ride quality, along with automated rut data is collected
each year from September to December. Currently,
TxDOT uses twelve Slometer/Rutbar vehiclesto
measure pavement roughness, shallow rutting, and deep
rutting. Ride Scoreis based on user panel rating that
ranges from 0.1 (very rough) to 5 (very smooth). The
deflection survey is optional and the data can be
collected throughout the fiscal year in either network-or
project-level format and can be stored in PMIS. TxDOT
operates 13 FWDs for collection of deflection data.
Structural Strength Index (SSI) reports deflection data.
SSl varies from 1 (very weak) to 100 (very strong). An
SSI Score below 80 shows that the pavement structureis
inferior.

Condition Score uses data from ride and distress surveys.
Condition Score ranges from 1 (very poor) to 100 (very
good).

Skid resistance can also be used in managing pavements.

Inthe mid 1980’ s, Texas experienced excessive rutting
in some of their asphalt pavements, they also felt that
rutting should be reduced because they were using
premium asphalt concrete. Defining this problem,
TexDOT turned to their pavement management system.
Information extracted from in-house report entitled
Analysis of Rutting on Texas Hot-Mix Pavements,
printed by the Texas State Department of Highways and
Public Transportation, December 16, 1988.

Many flexible pavement sections have rutting of at |east
14", Considering that WASHTO had suggested that any
pavement with rut depth of 22" or more has reached end
of design life, these rutting values represented a sizable
problem.

In 1987, rutting on hot-mix pavements increased rapidly,
not only did frequency of rutting increase, but it was
becoming more localized, at times even following
exactly along district boundaries.
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Major Concerns About Rutting
in Hot-Mix Pavements

» Effectiveness of expensive Hot-mix

e Typically used on higher traffic
highways, difficult repair scheduling

« Safety risks of deep ruts
* Premature failures present poor image
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Rutting as % of Sample Sections
Flexible Vs. Hot-Mix PMIS Sections
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1/2"- 1” Rutting as % of Sample
Sections

40

30

20

10

Percent of Sample Sections

1983 1984 1985 1986 1987
Year

O All Flexible Hot-Mix
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Hot-mix pavements are generally thicker than other
flexible pavements, representing greater investment of
time, labor, material, and money at risk. Because of
their enhanced structural properties, hot-mix pavements
are typically used for more important high-traffic
highway sections so scheduling corrective work is more
difficult. Seriousrutting causes serious saf ety risks,
particularly during and after heavy rain

Hot-mix pavements are supposed to be carefully
designed and constructed. To an average taxpayer,
deficiencies (especially premature ones) observed in
such a pavement, suggest that the department is not
doing itsjob or does not know how to do its job.

This slide depicts the percent of sample sections across
the state that display rutting. In this case, theterm
flexible includes all pavements using asphalts, both
surface treatments and hot mix surfaced pavements. In
general of course, surface treatments whether single,
double or triple are thinner than hot mix pavements. The
instructor can discuss the various years showing that hot
mix asphalt concrete that should be rut resistant was
increasing in rutting, particularly in 1987.

In ‘87 on average 33% of sections showed rutting of at
least 0.5"

Similar patterns were present for rutting in %2to 1 inch
category as shown in thisslide. Theinstructor can
discuss the information on the slide. On average 29% of
pavement sections showed between 42" and 1" rutting.
General trends similar asin previous graph.
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More than 1” Rutting as % of
Sample Sections

Percent of Sample Section

1983 1984 1985 1986 1987

Year

O All Flexible Hot-Mix

11/15/2002 Module 6 28

Testing of structural pavement
and subgrade properties

e Used FWD data collected for PMIS

« Expressed calculated subgrade strength in
resilient subgrade modulus

« Stiffness of base and surface layers related
to surface curvature index (SCI)

« Results averaged per county and plotted
on maps.

e Measured rutting plotted in similar fashion
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Subgrade Properties
Category  Subgrade Modulus (psi)

Very Poor 0-12,999
Poor 13,000 -17,999
Fair 18,000 - 22,999
Good 23,000 — 27,999

Very Good 28,000 - 199,999
State average 20,652 for all pavements
(Fair) 20,495 for Hot-mix areas
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This slide depicts the percentage of sectionswith 1 inch
of rutting or more. Typically, about 2 % of sections have
exhibited rutting of 1 inch or more. However, in 1987
this jumped to 4 %, which was very disturbing to
TXDOT officials. On average 4% of sample sections
exhibited 1 inch (or deeper) rutting. General trends are
similar but there was a more pronounced declinein ‘85
and ‘ 86 rut depths.

Larger changesinthe 1 inch rut graph are due to
expanded vertical scale.

The instructor should review the 5 items outlined in the
dide.

This slide depicts subgrade propertiesin Texas as they
are categorized from very poor to very good. It also
shows that the state average subgrade is generally in the
fair category both for all pavements and hot mix areas.
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Pavement Stiffness

Category SCl value
Very Poor 25.00 — 99.99
Poor 19.00 — 24.99
Fair 13.00 - 18.99
Good 7.00-12.99
Very Good 0-6.99

State average 16.58 for all pavements
12.24 for Hot-mix
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SUBGRADE SUPPORT

1087 PES —— MAIMLANE FWD SECTIONS

11/15/20( VEANSS g vERY POOR pocs = 32
[ GO0D = VERY GOOD

BASE /SURFACE STIFFNESS

1987 PES —— MAINLANE FWD SECTIONS

11/15/200 MEANSC! D VERY GOOD [ FAIR 33

m— G00D
B VERY POOR

TXDOT evaluates pavement stiffness based originally
on the unit of the Dynaflect and subsequently on falling
weight deflectometor and cal culates what they call an
SCI “surface curvature index”. This slide showsthe
value of SCI asit relatesto the categories very good to
very poor. The averages at the bottom show that hot mix
pavementsfall on the average in the good category while
the average for all pavementsisin the fair category.

The slide shows the distribution of sub grade support
values across the state, ranging from very poor to very
good. Clearly, the values arerelated to the geologic
features of the state.

Major geological features are readily apparent especially
the blue-shaded Balcones Escarpment, Llano Uplift, and
Edwards Plateau regions of central Texas. Balcones
Escarpment and Edwards Plateau have deep limestones
that have very little surface soil. Llano Upliftis
primarily limestone with large areas of granite occurring
at or near surface.

This slide depictsthe relative distribution and location of
basesurface stiffness values across the state. Blue and
green sections represent good and very good pavement
stiffness. Near the coast these may have a cement treated
base.

No clear relationship with subgrade properties.
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RUTTING ON TEXAS HIGHWAYS

1987 PES - MAINLANE ACP SECTIONS

" PCTRUTST oy 0-12.5% = 12.51-25.0%
11/15/200: 25.01-37.5%  [mamm 57.51-50.02 34
B OVER 50. 0%

Rutting depends on:

Subgrade strength, but also on:
— Asphalt mix design
— In-place asphalt mix properties
— Amount of traffic loads
— Temperature and traffic speed
— Thickness design
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Conclusions

» Subgrade strength is only one parameter
affecting rutting tendency

« No clear pattern between rutting and
subgrade properties emerged

» Effects of district boundaries could have
been caused by other parameters, such as
mix design and quality control

» Demonstrated need for review of mix
design and construction techniques

11/15/2002 Module 6 36

This slide shows the distribution of rutting by county
across the state of Texas. Through the pavement
management system, the team was able to show that
there were relationships among the various
characteristics and particularly that there was
relationship along district lines. Thisisdue to thefact,
that one district uses similar methods throughout that
may vary slightly from other districts, because TXDOT
isadecentralized agency with lots of authority given to
the districts for material selection and construction.
Rutting depends on subgrade strength but it also depends
on other factorsthat may vary acrossthe state. These
factors were extracted from the PMIS for this study.
Rutting values scattered widely across the state with
little apparent pattern. Closer examination revealed that
certain areas often closely aligned with district
boundaries do typically display more rutting than others.

This slide shows that rutting was found to depend on 6
factors. Theinstructor should review the itemsfor the
participants.

The conclusions from this study are demonstrated in this
slide and the instructor may read the various conclusions
and discuss them briefly in his presentation. The
conclusions are of no value unless they produce results
or follow up. These are shown in the next slide.
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Results of Study

e Changes were made in the hot-mix
specifications, and performance
based specifications were initiated

e Improved rutting resistance of these
new mixes is being tested in practice

e The PMIS database supplied much-
needed help for the study.
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Overlay Design in Arizona
with link to PMS database
r“f i
A
Use of SODA as in-house

development and implications of
possible switch to DARWin.

11/15/2002 Module 6 38

Original SODA Development

* SODA (Structural Overlay Design for
Arizona) was developed in early eighties

« Deflections measured with Dynaflect

« Deflection data linked to PMS database
for traffic and environmental info, and
for roughness of pavement prior to
overlay.

« Overlay thickness calculated by SODA in
DOS environment
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As aresult of this study, changes were made in the hot
mix specifications used in Texas and performance based
specifications wereinitiated. This continues with a
strong emphasis on performance based specifications.
Improved rutting resistance of these new mixes has yet
to be proven but it is being tested and the pavement
management system will provide the data needed to
evaluate thesetests. It isclear that without the pavement
management information system it would not be possible
to carry out thisstudy. Currently, a steering committee
involving TXDOT personnel, the Asphalt Institute, the
Association of General Contractors and the Federal
Highway Administration is studying afollow-up on the
change in specifications. The instructor should begin to
discuss the Arizona study but if time permits, he/she
should allow for questions or comments about the work
donein Texas.

SODA isthe acronym name use for the pavement
overlay design method used in ADOT. It was developed
in house but since AASHTO has developed DARWIN,
ADOT wanted to compare the two design methods and
hired Texas Research and Development, Incorporated
who carried out the study in 1998/1999. SODA has
served ADOT well but thereis need for update to
modern computer environment for the possibility to
design pavements with innovative materials, requiring a
more mechanistic approach.

This slide describes the original development of SODA
or structural overlay design method for Arizona. The
instructor can cover the four points made on the slide.
Prior to SODA, ADOT used empirical relationship
developed by California; this uses center deflection
under wheels of a Dynaflect. Currently, SODA
calculations are done on a mainframe, results of
calculations can not be shown on screen.
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Original SODA Development
(continued)
< Overlay thickness function of:
* ESAL's,
« Regional Factor,
« SIB (shape of deflection bowl),

* D5 (Dynaflect deflection furthest from load),

* Roughness prior to overlay.

« Overlay thickness not dependent on:
» Deflection under center of load

« Existing pavement thickness
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SODA Modifications

« Dynatest FWD with conversion factors

« Overlay thickness cut off at 6” at high
range and 2.5” at low range.

« Small D5 results in over design, large
D5 results in under design, in both
cases compensation required.

» Thickness equation modified to reflect
experience.
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DARWin Overlay Design

« DARWin (Design, Analysis,& Rehabilitation
for Windows) based on AASHTO Design.

* DARWin can be linked to PMS database

« Overlay design module of DARWin
can design 7 types of overlays using
3 different methods.

* Method based on difference between
future SN; and existing SN
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Thisslideillustrates the equation for thickness design
based on multiple regressions on data from 24 sitesin
Arizona. Aspart of development, a sensitivity analysis
learned that deflection under load center was not
statistically significant. Pavement thickness or
mechanical properties are not used in the SODA
equation but the roughness prior to overlay is used
instead.

Dynatest FWD was purchased in the mid 80’ s and fixed
conversion factors were introduced but they produced
potential errors. The outcome of SODA calculationsis
aways treated with considerable engineering judgment
and the effect of milling isincorporated in the method.
For concrete pavements, deflections are also measured
but instead of SODA agraph and atable are used to
determine the degree of structural damage and the type
of rehab to be considered.

As most of you probably already know, DARWIN isan
overlay design method, which is a computer based
version of the AASHTO design method for overlays.
DARWin works with Structural Numbers (SN) for
existing pavement (eff), future pavement (f), and overlay
(ol). DARWIin can be used for 7 overlay design types:
AC overlay of AC pavement

AC overlay of fractured PCC slab

AC overlay of PCC pavement

AC overlay of AC/PCC pavement

Bonded PCC overlay of PCC pavement

Unbonded PCC overlay of PCC or AC/PCC
pavement

PCC overlay of AC pavement.

N ol wdNE
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DARWin Overlay Design

(continued)
* SNg =25 * Dy = SN; - SNeg
* 3, is structural coeff. for asphalt overlay
« D, is required overlay thickness
* SN;determined from design ESAL’s, subgrade

modulus (FWD, lab, graphs), initial & terminal
serviceability

* SN determined from Component Analysis,
Remaining Life, or FWD testing:
 Calculate modulus of all layers & subgrade

= Assess thickness of pavement layers above
subgrade
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Comparison SODA/ DARWIn

Both methods sensitive to ESAL's & regions.

» SODA sensitive to roughness prior to overlay,
DARWIn is not.

 DARWin sensitive to pavement thickness,
initial and terminal serviceability and several
other parameters while SODA is not

< DARWin uses all deflection points, SODA only
uses shape of deflection bowl and D5

« A smaller D5 increases overlay thickness in
SODA, but decreases thickness in DARWiIn
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DARWIin Analyses for
historic SODA projects

e 21 DARWIn runs, projects from ‘86 to ‘98

e In 5 cases DARWin produced similar
thickness as SODA (within 1 inch),

e In 7 cases DARWIn produced smaller
thickness,

e In 9 cases DARWin produced larger
thickness
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DARWiIn offers considerabl e flexibility:

Subgrade modulus can be determined from deflection
testing (recommended), from |aboratory evaluation, or
from graphs. The effective SN of the existing pavement
can be determined from deflection testing
(recommended), and/or from component analysis (from
actual drainage coefficients, layer thickness and
structural coefficients), and/or from the remaining life
method (based on concept of reducing structural capacity
of pavement due to fatigue damage. Actual loadings are
compared to design loadings).

This slide shows a comparison of the two methods,
SODA & DARWIN. Theinstructor can read the
material and discuss them. He should familiarize
himself with this part of the course by reading the text
well in advance of thislecture. The last point, the
differing effect of D5 (or D7 for the FWD), makes it
impossible to calibrate SODA to DARWiInN.

To make this study, the project team selected 21 projects
carried out from 1986 to 1998. The value of the ADOT
pavement management system showed immediately here
since it provides the historical datathat made it possible
to make these comparisons. Design runs were made
using both methods and the results of these comparisons
are shown above. Five cases, DARWIN and SODA
were similar and in seven cases, DARWIN was produced
thinner results and in nine cases DARWIN produced
thicker results. Results show clearly that thereis no
relationship or trend.
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DARWin Analyses for historic
SODA projects (continued)

» Designers adjusted SODA outcome
frequently, as it appears mostly in line
with DARWin output

« Average overlay thickness found:

« calculated with SODA 3.5”
« calculated with DARWin 3.9”
 actually selected overlays 4.5”
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Conclusions (1)

 DARWin seems good alternative to SODA:

* Modern computer technology, easy link to
PMS databases

 User friendly, flexible, AASHTO compatible

« On average the overlay thickness for

historic projects found with DARWin are
between SODA output and actual thickness
chosen by pavement designers
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Conclusions (2)

ADOT’s change to new {
technology was facilitated by

the availability of a good PMS
Database
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In discussions with the design staff from Arizona DOT,
they pointed out to us that many of the peoplein the state
felt uncomfortable with the results of SODA because of
afew odd results. Thissuggested that SODA was
ineffective. In many cases, the designers used an overlay
thickness different than that projected by SODA. This
slide shows that the cal culated values from SODA
averaged 3.5. The averaged calculated with DARWIN
was 3.9 but the average of the actual overlays selected
based on experience was 4.5. Clearly, the DARWIN
method more closely predicts the results that the state
pavement design engineers are using.

The conclusions of the study are shown in this slide.

The instructor can read the conclusions directly and then
discuss them. He should familiarize himself with this
study based on the background document for the course.

Finaly, it's clear from this example that ADOT was able
to use its pavement management data to study a problem.
Without this data there would not have been clear
indication of what was really happening across the state.
This same factor we found to be true over and over in al
of the state’s considered. A very basic benefit of a
pavement management system isthat it just provides real
knowledge of the past. Rather than trying to depend on
someone “remembering” what has happened. Thisis
further exaggerated by the fact that many of the people
who have this corporate “memory” haveretired or are
retiring. Thisisthe end of the presentation on the
ADOT overlay study and the instructor should allow
time for a discussion.
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Module 6 - Objectives

» What overlay design method is used
in your agency?

e Are PMS data used in your agency
for overlay design?

» Has the overlay design method ever
been tested and compared with
observed performance?

11/15/2002 Module 6
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The instructor should again state the objectives and ask
these or any other appropriate question to test the
participant’ s learning accomplishments.

1. What overlay design method do you use in your
organization?

2. Hasit ever been tested and compared with actual
observed performance in practice?
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Module 7
Pavement M aterials &
Construction Perfor mance
| nstructional Time: 70 minutes

It isimportant for the instructor to encourage the participants to refer to their Reference Manual through out the
presentation, especially for detailed information on slides with graphics, pictures, etc. that are not clear in the
Participant Workbooks. Thiswill alow the participants to become familiar with the manual by the end of the
course.

Thisisthefirst session on the second day of the course. Take this opportunity to give aquick review of the modules
coveredin Day 1. Ask the participantsif they have any questions and discuss them briefly.

Participant Questions

1. Nameany materials or construction techniques used in your agency that we have not discussed?
2. Any new materials?
3. What are they?

4. What are the latest trends in construction in your state?
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“Module 7:
Materials & Construction
Performance Evaluation

* Materials and Construction Performance
Overview

« Examples of engineering analysis in:
— Arizona State DOT
— Texas State DOT
— Kansas State DOT

11/15/2002 Module 7

Objectives of Module 7

» Define importance of engineering
analysis for materials and construction

« lllustrate and contrast engineering
analysis with three practical state
examples

11/15/2002 Module 7

Pavement Materials

Asphalt surface treatments

Portland cement concrete,
with or without reinforcing steel

Asphalt concrete & other mixes
Granular base and subbase

Asphalt, lime, & cement treated base
Subgrade materials

< Additives (rubber, adhesion agents)

11/15/2002 Module 7

This slide outlines the contents of Module 7, which
includes an overview of materials and their performance,
an overview of construction related performance and
three examples of engineering analysis, Arizona, Texas
and Kansas.

The objective of Module 7 isto define or re-state the
importance of engineering analysis particularly with
respect to pavement materials and construction methods.
The module will illustrate to the students how
engineering analysis has helped state DOT’sin Arizona,
Texas and Kansas solve important material problems and
update their specifications and improve their pavement
performance.

This slide outlines a number of the materials that are
traditionally used in pavement construction and
maintenance. The instructor should review the six types
of materials and avariety of additivesthat arelisted in
the slide. Based on his/her own experience, the
instructor can expand on these materials briefly.
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Fundamental Material
Characterization

 Empirical material
characterization

* Mechanistic evaluation requires
mechanistic testing procedures

11/15/2002 Module 7

Asphalt Hotmix Properties

Mixture Stiffness

Resistance to permanent deformation
Durability

Fatigue resistance

Low temperature response
Permeability
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Stabilized Materials

* Cement-stabilized bases are nonlinear
elastic

» Asphalt-stabilized bases are nonlinear
visco-elastic

11/15/2002 Module 7 6

Theinstructor can read the information on the slide,
which outlines Emperical Evaluation, Emperical
Characterization and Mechanistic Evaluation required
for mechanistic testing procedures.

The instructor should start by asking the class to name
important properties before showing bullet points.

A number of factors are critical to define the properties
of hot mix asphalt. Thisslidelistssix of those properties
and the instructors should discuss them in detail.

Two primary stabilized materials are outlined, cement,
stabilized basis and asphalt stabilized basis. The cement
treated basisis non linear elastic and the asphalt treated
isnon linear viscal elastic.
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Soils and Granular Materials

 Either cohesive or cohesionless
« Properties influenced by:
* Moisture content
« Aggregate shape and angularity
» Grading

e Stress level

11/15/2002 Module 7 7

Cohesive Soils

 Stress history may have a significant
effect on response

< Clay and other cohesive soils are highly
nonlinear

< Moisture may have effect on volumetric
expansion
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Summary for Materials

e As-constructed material
properties are important to
the performance of pavements

* Material properties should be recorded
with the best information available

* Most PMS will limit the detail that can
be recorded

11/15/2002 Module 7 9

This slide summarizes the properties of soils and
granular materials as cohesive or cohesion less and then
outlines the four factorsinfluencing the properties of soil
and granule materials.

This slide points out the three relationships that affect
cohesive soils. Theinstructor can deal with these issues
by reading directly from the slides and expanding on the
material.

This slide outlines three major factors relating to
materials that have been covered previously. Instructor
should review them and summarize the material in his
own words, expanding on them based on his/her own
experience.
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Construction Overview

« The interrelationships of construction
with other phases of PMS

« Construction data documentation for
use in PMS Database

11/15/2002 Module 7 10

Information to/from Construction

/ CONSTRUCTION USE

* Management of ¢ Evaluation of

DESIGN resources « construction
« quality

« Scheduling

* supervision
« Pre-project o iEmE @
XISIID\“TORING engineering climate
EVALUATION « Construction * etc.
monitoring

) « Evaluation of
MAINTENANCE « Construction Constr.uctlon
\COStS materials _/
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Construction Documents

« Drawings or project plans with
location, dimensions, etc

» Specifications for specific projects
* General “standards and
specifications”

11/15/2002 Module 7 12

In this overview, we will treat the inter-relationship of
construction with other phases of PM S and refer to the
data documentation for construction.

This slide outlines the inter-rel ationships of data flow
from planning, design, monitoring, evaluation, and
maintenance for construction use. The instructor should
review the slide thoroughly before the session and cover
the detailsin his/her presentation.

Construction documents consist of drawings, plans, and
specifications and general or standard specifications.
The instructors should expand on these based on his/her
experience.
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Types of Specifications

» Traditional specifications

» Specifications with penalty and
bonus clauses

e End product specifications
» Performance based specifications

11/15/2002 Module 7 13

Construction Provides
Documentation for PMS

« Pavement structure: type, thickness, location
» Materials: properties, variations, quantities

» Costs: total and unit costs

» Construction dates and times

* Environment: weather, drainage problems, etc
« Traffic during construction, traffic measures
 Initial Structural Capacity of pavement
 Initial Roughness of pavement

11/15/2002 Module 7 14

PMS Modeling to Compare
Treatments and Materials for
Arizona DOT

5 Functional Treatments
11 Structural Treatments

11/15/2002 Module 7 15

This slide outlines four types of specifications. The
instructor should review the written text in the course
documents and should discuss these four elements based
on the slide and his/her own experience.

This slide outlines 8 aspects of documentation for
construction records that comes from PMS. Discuss
them and read from the slide.

This section covers 5 functional treatments and 11
structural treat ments that were analyzed for the Arizona
DOT by Texas Research & Development, Inc.
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Functional Treatments

SC Seal Coat
FC Open Graded Asphalt Concrete
Friction Course
FR Open Graded Asphalt Concrete
Friction Course with Asphalt Rubber
RE-FC  Mill + Fill with Asphalt Concrete
Friction Course
RE-FR  Mill + Fill with Asphalt Concrete
Friction Course with Asphalt Rubber
11/15/2002 Module 7 16
Structural Treatments
AC Asphalt Concrete Overlay
AC-SC AC + Seal Coat
AC-FC AC + Asph.Concr.Frict.Course (FC)
RC Recycle in place
RC-AC-FC Recycle in place + AC+ FC
RE-AC Mill + AC
RE-AC-FC Mill + AC + FC
RE-AC-FR Mill + AC + Asph.Rubber FC
RE-AR Mill + AC with rubber
RE-RC-FC Remove + Recycle/replace + FC
RE-RC-AC-FC Remove + Recycle/repl. + AC + FC

11/15/2002
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Organizing the Data

1. Data set developed for 16 treatments for
period ‘81-'95. Number of records per
treatment varied between 11 and 17187.

2. Data set imported into Visual Modeler for
analysis.

3. Performance indicators (Pl) Roughness,
Friction, Cracking and Rutting were evaluated.

4. Treatments divided over several groups,
dependent on relevance for Pl

11/15/2002
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The slide covers 5 functional treatments. The instructor
should review those directly from the slide and expand
on them based on his/her experience.

This slide outlines 11 structural treatments and the
abbreviations that are used in Arizona DOT for the
various treatment combinations.

Thisslide outlines the four steps that were used to
organize the data for this analysis. Theinstructor should
read from the slides. The instructor should point out that
the slideisnot to be read in detail but that trends are to
be noted.
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Example of Data Analysis (1)
Many data points, generally good fit

RCACFC

[Model Analysis
Performance Index: Data Filter: Performance Class

| E—

Model Form:
@ Fanx

@ I aeth

O I~ PO - asxpax)
O e+

@ Ouliers Mode!

Condiition Score

Select User Defined

Mode! Equation Form:
o i

Enter User Defined
Model coefficients:

10
A Age (Years)
o —
Data Points: 2311 Plot Models | Seloct Model | ™ Hels ]

Report | PrintSereen | clese |

Example of Data Analysis (2)
Generally good fit for few data points

PCC + ACFC

Model Analysis
Performance Indes: Data Fitter: Performance Class.
Rice

Madel Form:
@O P abx

@ acx(hx)

O I i) - aexpto x)
O 1Hasbn

@ Outiers hockl

Condition Score

Select User Defined

Model Equation Form:
& =

Enter User Defined ol
Model coefficients: 0 5 10 15

- — Age (Years)
T — !
Data Points: 16 Plot Models Select Model ! Help’

Report | Print Screen | cose |
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Example of Data Analysis (3)
Poor fit, biased disg!!gution, wrong slope

[Model Analysis
Perfon 3 Data Fitter: Performance Class

ex:
Rie

DD o - o e o
Model Form:
O F a-bx
B2 oo oo oo
@ [ aexphx)
®
P(D) - & el ]
O I P(D) - aexp(o ) T
O 1ia+hx 5
@ Outliers Model § OB - < < & .
5
8

Select User Defined

Model Equation Form: B0 -4 -
e =

Enter User Defined ol
Model coefficients: 0 5 10 15

20
a=-[ Age (Years)

b=

Data Points: 407 Piot Models SelectModel | [ Hgin |

Report | printSereen | cese |

The analysisincluded comparison of condition score vs.
age for various treatments and combinations of
treatments. The analysis generally came out in 4
categories. Category 1 was many data points with

generally good fit of the analysis, which is the preferred
result.

For some of the treatments, particularly new types of
treatment that don’t have many data points but in these

cases the data points produced a good fit for the analysis
asillustrated here.

Example of distribution in problem area. Data are
heavily biased to early age of 1-2 years with lot of
variability. Results produce abnormal slope, athough
slightly lesswhen outliers at start are omitted. In some
cases, there was poor fit to the data because the
distribution was biased, thus resulting in awrong slope.
This made it necessary to re-evaluate the data and settle
for qualitative results rather than quantitative resultsin
the analysis.
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Example of Data Analysis (4)
Short timeframe, gR(E)ARod fit without outlier

Model Analysis
Index: Data Fiter: Class
[Rice

Model Form:

®Fa-bx
B2 [ mm e o e
@ I aexphx)
@
PI(D) - 8 Expth H
O I FIi0) - aexpio ) -
O 1ia+hx ]
@ Outiers Model B B0 o
S oo
Select User Defined
Model Equation Form: B0 B s s ek e T
or B L 'R_\
Enter User Defined ol
Model cocflicients: 0 5 10 15 20
a= Age (Years)
b=
o PlotModets | SelectModel | I Higi )

Report | PrintScreen |  cose |

Grouping used for Roughness
Evaluation

Structural Overlays, incl. Surf. Treatments
« AC-REAC-REAR-ACSC

Structural Overlays + Friction Courses

« ACFC-REACFC-REACFR

Functional Overlays

« FC-SC- FR- REFC-REFR

e Recycling Treatments

« RC-RCACFC-RERCFC-RERCACFC

11/15/2002 Module 7 23

Roughness of Overlays

140 —AC
@120 — - -RE+AC
%100 Pem oo o - -] - "RE+AR
580 = —--AC+SC
S 60
8 40 Criteria

20 Low: <93
Tolerable:
0 T T T T T T T 93143
0 2 4 6 8 10 12 14 Unacceptable:
AGE, yrs >143

Code Description Nr. of Records Max Age Significance

AC Asphalt Concrete 1254 15 High

REAC Layer removal + AC 539 10 High

REAR Layer removal + Rubber AC 39 5 Very Low

ACSC AC + Seal Coat 7205 15 High
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In some cases there was avery short time frame because
the technique had only been used for a short period of
time. In this case, sometimesthere were outliersin the
datathat indicated anegative slope. 1n other cases, the
outliers could be removed and a good analysis was
developed. Such an analysiswould always be a pre-
cursor to afuture analysisthat could re-run annually as
more datais collected.

Groups cover interventions for all pavements combined.
For each group up to five mutually comparable
interventions have been sel ected.

Curves from one group is presented here for example.

Thisslideillustrates the roughness history of 4 classes of
overlays. The data points are not shown since they
would obstruficate the results. Therefore, the number of
data points used in each of the analysisis shown at the
bottom of the slide. In three cases, the results are highly
significant and in one case the significance was very
low. Theinstructor should review the text material very
carefully before making these presentations.
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Grouping used for Cracking
Evaluation

Structural Overlays with Surface Treatments
— AC-ACSC-ACFC-ACFL
* Layer Removal & Structural Overlays
— REAC-REAR-REACFC-REACFR-REACSC
* Recycling Treatments
— RC-RCACFC-RERCFC-RERCACFC-ROFC
» Functional Treatments
— SC- FC-REFC-FR-REFR
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Cracking of Overlays

— — AC+FC

s —AC
—--AC+SC

<= ACHFL

3

CRACKING

4 A [Criteria
- | {Low <10%

24< Medium 10-30%

L= High >30%
o=

0 2 4 6 8 10 12 14

AGE, yrs
Code Description Nr of Records Max Age Significant

AC Asphalt Concrete 1237 15 Yes
ACFC Asph. Concr.+ FC 8364 15 Yes
ACSC Asph. Concr .+ Seal Ccat 7210 15 Yes
ACFL AC + Flush Coat 756 15 Yes
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Grouping used for Rutting
Evaluation

« Structural Overlays including Friction
Courses and Rubber
— AC-ACFC-REAC-REAR

« Layer removal + Friction Courses with/
without Structural Overlays & Rubber
— REFC-REFR-REACFC-REACFR

* Recycling Treatments
— RC-RCACFC-RERCFC-RERCACFC

11/15/2002 Module 7 27

The slide outlines 4 groupings made for analyzing
cracking for the various treatments. The instructor can
read from that relationship in this slide.

The analysis of overlays shows strong relationships
between cracking and age and the significance of all four
overlay typeswas strong. The number of recordsis
listed but data points are not shown since there are too
many to be plotted and still be visible.

This slide outlines the 3 groupings used for rutting
analysis. Theinstructor may read from the slide.
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Rutting of Friction Courses after layer
removal, incl. Overlays and Rubber

0.75

[ RE+FC
+

Q os
E _— |- -resrr
2 e [Medum} _ _ geractrC

0.25 PARM

R = — -RE+AC+FR

755 Low

0 T T T T T

0O 2 4 6 8 10 12 14

AGE, yrs
Code Description Nr of Records Max Age Significant
REFC Layer removal + FC 558 15 Yes
REFR Layer removal + Rubber FC 171 10 Yes
REACFC  Layer rem.+AC-+ Frict.Course 2742 15 Yes
REACFR  L.removal +AC+ RubberFC 407 5 No
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Good Performers

Rouahness Friction Crackina Ruttina

AC SC AC AC
AC-FC R AC-FL RE-AC
FC RE-AC FR RE-FC
RE-FC RE-FR RE-AR RE-AC+R
RE-FR REFC RE-RC-AC-FC
RC-AC-FC REFR
RE-RC-AC-FC RE-AC-SC
RE-RC-ACFC
11/15/2002 Module 7 29
Limitations

* Complete comparison includes cost,
construction time and delays, environmental
aspects, etc

« Condition prior to overlay (not recorded) can
have major influence on performance

« Existing structure (not recorded, except

wearing course) has influence on roughness,
cracking and rutting.
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The instructor can review the slide including the slopes,
the number of records etc. as done in previous slides.

This slide outlines the good performersin each of the
four analysisthat wererun for Arizonadata. This
information was used for determining the types of
overlaysthat should be used in the future by Arizona
DQOT.

From the dlide, the instructor can read the limitations that
result from this analysis and how they affect the results.
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Conclusions

« Performance modeling is suitable tool
to evaluate various rehabilitation
treatments for range of performance
indicators and various circumstances,

« The success of any engineering
analysis depends largely on suitability,
completeness and accessibility of PMS
databases.
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Use of PMIS Database to
Solve PCC Pavements
Engineering Problems

in Texas

11/15/2002 Module 7 32

University of Texas Study

 Center for Transportation Research (CTR)
of UT maintained Rigid Pavement survey
database since 1974

« In early 80’s surveys indicated many CRCP
pavements showed early signs of distress

 Since no obvious reasons for failure were
evident, as first step database was studied
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Theinstructor can read from the slide the two basic
conclusions that resulted from the ArizonaDOT
analysis. It should also be pointed out that the beauty of
thistype of analysisisthat each year additional dataare
added and the analyses may be re-run and they become
stronger and stronger as additional data points are added.
This endsthe ADOT Example.

Theinstructor may read from the slide to cover the three
points.
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Use of CTR/PMIS Database

* PMIS database indicated a diversity of
performance among CRCP pavements.

e County in which pavement was located
correlated well with observed damage.

» Generally particular aggregate type is
common within a particular county

« Cause found was type of aggregate
used: CRCP with limestone (LS)
performed much better than with
siliceous river gravel (SRG)
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Example of Distress Curves

g 1000+ . .

S SRG Siliceous River Gravel

0 LS Limestone

o 1004 SRG, High Swelling Soil
0

o _SRG, Low Swelling Soil
= 10 LI ' . :
If o ,.:. - LS, High Swelling Soil
- s - — LS, Low Swelling Soil
NS il

o=

g €

S g’_ 0.1

Z< 0 1 2 3 4 5 6 7 8 9 10

CESAL (millions)

Observations from study

Good correlation between computer
model, laboratory- and field tests
Significant differences between paired test
sections:
eLimestone
* Fewer cracks
e Larger crack spacing
e Smaller crack widths
«Siliceous river gravel
 Early minor punchouts
« Seasonal influence on crack width
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Theinstructor may read from the slide that coversall
points of interests.

This slide points out the relationships of the number of
failures per mile for 4 situations. Two types of
aggregates siliceousriver gravel and limestone and two
types of soil conditions, high and low swelling soils.

The number 1 was added to the analysis so that the data
would never go negative. Itisclear that limestone
aggregates gave the best performance and limestone
aggregates on low swelling soils had very few failures as
illustrated in the slide.

The instructor may read from the slide and should review
the text material in the background document before
undertaking this lecture.
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Summary of Aggregate —
Steel — Crack Relationships

Limestone Siliceous River Gravel

Fewer Cracks More Cracks

Larger Crack Spacing Smaller Crack Spacing

Smaller Crack Width Larger Crack Width

Design Calls for Higher | Design Calls for
% Steel Lower % Steel
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Findings of Engineering
Application

< Additional data and engineering
analysis are needed

e PMIS can help in providing data for
engineering study
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Joint Effort Investigations

Heat of hydration effects on early-age behavior of
CRCP

Effect of construction season (temperature) on
early-age cracking

Detrimental characteristics of early cracks

Effect of coarse aggregates on cracking

Factors affecting crack width

Determination of setting temperature

Correlation between field and laboratory cracking
Simulation of distress in computer program
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The instructor can summarize the material on this slide
and discuss it with the class.

This slide points out two findings that the instructor can
read directly.

Theinstructor should carefully review the background
document for this section and may read directly from the
slide and discussit with the class.
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Kansas State DOT'’s
Engineering Analysis Elements

—Overview of KDOT'’s PMIS

—Smoothness specifications to
maintain construction quality
control (with bonus or
penalty)
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Overview of KDOT PMIS

« Network Optimization System (NOS)
using 3 distress variables to derive
optimum list based on linear
programming

 Project Optimization System (POS),
prediction models currently being
revised
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PMIS Database

Portland Cement Concrete 700 miles

* Composite 1,100 miles
e Full Design Bituminous 2,800 miles
» Partial Design Bituminous 5,400 miles
e TOTAL 10,000 miles

Reference system is county/route/milepost
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Theinstructor can read directly from the slide. Thisitem
will cover an overview of KDOT PMIS and an
engineering application related to smoothness
specifications.

KDOT’s PMISis made up of two sections: the network
level optimization system and a project level
optimization system as outlined in this slide.

This slide outlines the mileage of pavementsin the
KDOT PMIS database that totals 10,000 miles, which
the instructor may read and discuss.
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KDOT'S Two Programs

< Large projects, often selected on
“worst first” basis, including formula
for traffic, age , funding, etc

* 100 - 200 miles per year reviewed by
peer group as part of project selection

« Rehabilitation of 1,200 miles per
year using state funding (NOS)

* 1,000 miles FWD testing per year
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NOS Requires Roughness, Rutting &

Transverse Cracking Information
Examples of Severity Levels

Levels Roughness Rut Depth
1 <1.66 m/km <13 mm (1/2")
2 1.66 to 2.59 13to 25 mm
m/km (1/2to 17)
3 >2.59 m/km >25 mm (17)
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Distribution of Rutting by District
1989
[ District 6

5%, 56 miles District 1
24%, 296 miles

[ District 5
19%, 234 miles

[ District 2
5%, 65 miles

O District 4
32% , 403 miles

District 3
15%, 184 miles

Length of Level 2 and 3 Rutting (>13 mm) with
total of 1238 miles
Length of total Network 10,000 miles
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Thisslide outlines the programs KDOT uses to program
their pavement preservation data using their PMIS. The
instructor should use their background document and
discuss this slide with the class.

This slide gives the severity levels for roughness and rut
depth as an example which areused in PMIS. The
instructor should review the background document and
review these slides with the class.

Thisisjust one example of areport that can be generated
by the KDOT PMS. The milesin each district refer to
the length per district of pavements with more than 13
mm (1/2") rutting, their total length for the entire
network is 1238 miles. The percentages refer to the
amount of rutted pavementsin each district. It can be
seen that the rutting problem varies substantially
between districts.
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Project Level Optimization
System (POS)

» Projects selected by districts -
reviewed by design team at state level
considering distress etc, but no formal
decision program

e POS currently being revised
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Developing Performance Models

» Data is collected on three randomly
selected 30 m (100’) subsections per
mile

* Results in almost no repetitive data,
lack of year-to-year continuity and
consequently difficulty in upgrading
performance models

» Points out need for research element in
PMS

11/15/2002 Module 7 47

As-Constructed Smoothness
Specifications

< Kansas changed their roughness
specification to include initial smoothness
control

< PMIS has verified pavements

e are now smoother
* now have longer lives

11/15/2002 Module 7 48

This dlide discusses how the project level system
operates and the instructor should review the background
document and discuss the slide with the class.

This slides points out three aspects of developing
performance models. Theinstructors should review the
background document and discuss these points with the
class.

Theinstructor should discuss this slide with the class
after reviewing the background document.
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Surface Smoothness on Newly
Constructed Pavements

« Major Concern of highway industry

e Primary purpose of smoothness

measurement is construction quality

control

Directly affects public - road users

« Pavement profiles with short wavelength
and amplitudes <5mm (0.2”) can harm
ride quality and should be avoided
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Development of AC
Smoothness Specifications

+ KDOT eliminated blanking band width in
profilograph trace reduction process

« Incentive payments to contractors
compatible with those for concrete
pavements first introduced in 1985

« Increase in number of sections in bonus
range indicates success of approach,
resulting in smoother AC pavements
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Major Elements of new AC
Smoothness Specifications

Mainline pavements > 100 mm (4™) thick
Single set of specifications regardless of
speed limit, route type, & functional class
Excludes bridges, shoulders, short
sections and others

Similar to PCC incentives

Smoothness is separate pay item
Threshold target requiring remedial action
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The instructor should discuss these 4 points based on his
knowledge and review of the background documents.

The instructor should review the background document
prior to giving thislecture and then should discussthe 3
pointsoutlined onthisslide.

The instructor should review the background document
and discuss the 6 points on the slide with the class.
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Schedule for Adjusted Payment

for AC, Similar to PCC,
with 5mm (0.2") Blanking Band

Profile Index (PRI) Contract Price Agreement
(mm / km per 0.16 lane km) per 0.16 lane km (Dollars) |
32orless +152.00
32.1to 47 +76.00
47.1to 142 0.00
142.1to 174 -102.00
174.1to 205 -203.00
205.1to 237 -254.00
237.1 or greater -305.00
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Effects of 1990 Profilograph
Results for 2 Blanking Bands

PRI = Profile Index

No. of .16 km Compliance with specified PRI
sections (mm/km) for 0.2” and 0.01” Blanking
5mm (0.2") PRI | (%) PRI (%)| PRI (%)

blanking 0-47 47-142 >142
Bonus Full Pay Penalty
851 547 | 64 226 27 78 9
.25 mm PRI | (%) PRI (%) PRI | (%)
(0.01™) 0-158 158-631 >631
blanking Bonus Eull Pay Penalty
842 71 8 753 90 18 2
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Adjusted Payments for AC
Pavements (1991)

Profile Index (PRI) Contract Price Agreement
(mm per km /0.16 lane km) per 0.16 lane km (Dollars)
110 or less +152.00
110.1 to 158 +76.00
158.1 to 473 0.00
473.1 to 631 0.00 (correct back to 394 mm/km
or less)
-203.00 (correct back to
631.1to more 394 mm/km or less)

11/15/2002 Module 7
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The instructor should review the background documents
and review the items on this slide with the class.

This slide compares the results obtained from reading the
profilograph data using two separate blanking bands.
The background text completely covers these items and
the instructor should review them before making this
lecture.

This slide summarizes the contracted price agreement
that was used in contractsin 1991 based on the available
profilograph index.
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Profilograph results with 1993 Zero

.25 mm (0.01”) Blanking Band

Roadway|No of 0.16| Compliance with specified PRI (mm/km)
kilometer
sections | PRI | (%) PRI (%) PRI | (%)
(0-158) (158.1-631) (>631)
Bonus Full-pay Penalty
1990 842 7|8 753 90| 18 |2
(reanalysis)
) 1890 57 3 1796 95 37 2
(reanalysis)
1992 5866 1467 | 25 4341 74 58 1
1993 4568 625 | 15 3499 84 42 1
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Results of Cost Analysis of AC
Pavement Smoothness
Specifications

No. Of Bonus/ Penalty] Penalty
Bonus| Lane km Lane km
Year
0'16_ km % Paved ® Paved
Sections ($/km) ($/km)

1991 1890 4256 14.07 7919 26.19

1992 5866 |191084| 203.59 4060] 13.43

1993 4568 94488| 129.25 3857 1275
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Conclusions

« Availability of distress and other data in
PMIS database essential for study

« Smoothness specifications evolved over
several years

e Implementation of zero blanking band
resulted in better pavements

« Incentive payments encouraged better
paving
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This slide summarizes the data for 1990 to 1993 with a
re-analysis of the 90 & 91 data based on the zero
blanking band. The background document covers these
details carefully and theinstructor should review them
before making this lecture.

This slide points out the number of sectionsinvolvedin
bonus and penalty payments and summarizes the amount
of bonus and penalty paid. It points out that bonuses
peaked in 1992 and thisiswhat caused the concern and
resulted in the adjustments made in 1993 that produced
decreased bonuses and kept penalties at about the same
level.

This slide summarizes the conclusions of the Kansas
DOT study on pavement smoothness. The instructor
should review these conclusions with the class.
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Objectives of Module 7

« Why is engineering analysis important
for materials and construction?

* Has your agency experience with
engineering analysis for materials and
construction?
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The instructor should again state the objectives and ask
these or any other appropriate question to test the
participant’ s learning accomplishments.

1

2.
3.

Name any materials or construction techniques used
in your agency that we have not discussed?

Any new materials?

What are they?

What are the latest trends in construction in your
state?
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M odule 8

PM S for Tracking Preventive
M aintenance Actions
| nstructional Time: 40 minutes

Itisimportant for the instructor to encourage the participantsto refer to their Reference Manual through out the
presentation, especially for detailed information and for those slides with screenshots that are difficult to read in the
small prints of the slidesin the Participant Workbooks. Thiswill allow the participantsto become familiar with the
manual by the end of the course.

Participant Questions

1. Isyour agency using PM Sto track the performance of preventive maintenance?
2. How areyou doing that?
3. Doesyour organization have a separate budget for preventive maintenance?

4. Doesyour agency make a clear distinction between preventive maintenance and preservation?
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Module 8
Preventive Maintenance

Case Studies About the Role of PMS in
Tracking the Performance of Preventive
Maintenance Actions

11/15/2002 Module 8

Module 8 - Objectives

To examine and define the role that PMS
data can play in:

< Development and implementation of
Preventive Maintenance programs, and

» Tracking the performance of
Preventive Maintenance projects.

11/15/2002 Module 8

Possible Actions

Preventive Maintenance

Preservation (Corrective
Maintenance)

Rehabilitation
Reconstruction

Many Different Definitions

Action is often based more on Fund
availability than any specific definition

11/15/2002 Module 8

This modul e covers preventive maintenance. Several
case studies are presented about the role of the PMS
system in tracking the performance of preventive
maintenance actionsin various DOTS.

The objective of Module 8 isto clearly define for the
participants the rel ationship of preventive maintenance,
reactive maintenance and rehabilitation. It will help the
students to comprehend how preventive maintenance fits
into the pavement management concepts of their own
DOT and it will stimulate their interest in applying
preventive maintenance techniques where appropriate.

Once a pavement is constructed and begins to serve the
traveling public, thereis generally four classes of actions
that can be taken by the agency once the pavement
beginsto deteriorate.
1. Preventive maintenance,
2. Preservation, that is corrective maintenance,
Rehabilitation, and
3. Reconstruction.
There are many different definitions of these various
activities and one of the reasons thereis so much
confusion is that the definition often depends on some
funds. State agencies are very adept at learning how to
best utilize money that has been set aside in dedicated
poolsand if the agency feels that a particular stretch of
road needs action it does not hesitate to use money in
one or another of itsfunding categories regardless of the
type of work they intend to undertake. This has created
some misunderstandings about the definitions of these
various actions. In this module, we will try deal with the
four actionslisted above. Irrespective of the source of
funding.
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AASHTQ's Definition of
Preventive Maintenance

The planned strategy to apply cost
effective treatments to an existing

roadway system and its appurtenances
to preserve the system, retard future

deterioration, and maintain or improve
the functional condition of the system.

-AASHTO's Standing Committee on Highways
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Preventive versus
Corrective Maintenance

* Preventive Maintenance actions should
be taken before noticeable deterioration
to increase life

» Preservation (Corrective) Maintenance
is taken after deterioration to correct
damage and thus increase life

11/15/2002 Module 8 5

~ Examples of Preventive
Maintenance Treatments (AASHTO)

* AC Pavements  PCC Pavements
— Thin overlay — Joint resealing
— Mill and overlay — Spall repair
— Chip seal — Crack sealing
— Microsurfacing — Diamond grinding
— Crack treatment — Shoulder seals
— Shoulder seals — Drain cleanout
— Ultrathin Overlay — Dowel retrofit

- CPR

11/15/2002 Module 8 6

Theinstructor can review AASHTO' s definition of
preventive maintenance that islisted on the slide and
should serve as the proper definition for this course.

This slide summarizes the rel ationship between
preventive and corrective maintenance and the instructor
may summarize the information given in the slide and
expand on that information using his’her own
experience.

Theinstructor may summarize the various classes of
activitiesthat arelisted by AASHTO as preventive
maintenance treatments. One column isfor asphalt
concrete pavements and the second column isfor
Portland cement concrete pavements.
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Importance of Timing

* Most important is to accomplish
maintenance in a timely fashion,
regardless of what it is called or where
the money comes from

* However, if the proper maintenance can
be done “before” deterioration, it
usually saves money

11/15/2002 Module 8 7

Concept of Preventive Maintenance

$1.00 for preventive
maintenance here . . .

Excellent

Condition

... saves $4.00 to

\ ~ $5.00 on more
extensive

~ treatments at

~\
~ . ageB.

Failed

A B Age—>

Lower LCC of Preservation + Better Performance

Study sponsored by FHWA
Conducted by Dr. Gilbert Baladi

Case Studies in 2001, Baladi visited:
 Arizona DOT §
 California DOT
* Georgia DOT
» Michigan DOT
* Montana DOT
* Pennsylvania DOT
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Timing isof particular importancein preventive
maintenance. This slide outlines two major points
related to timing and the instructor should cover those
with the class and expand on the detail s based on his/her
experience.

AASHTO’s concept of preventive maintenanceis
illustrated in this slide. If adollar is spent for preventive
maintenance at time “A” illustrated on the dlide it
generally will save up to $4 or $5 dollars of more
expensive corrective maintenance spent at time “B”.

Thefirst section of thismoduleis astudy conducted by
Dr. Baladi for FHWA in 2002. Dr. Baladi visited the six
states outlined in the slide and observed the relation
between their pavement management system and
preventive maintenance.
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Additional Studies

Case Studies in:

eTexas DOT:
—District Level Index to Select TxDOT
Projects for Preventive Maintenance
< Wisconsin DOT:

—Preventive Maintenance Strategies for
Continuously Reinforced Concrete
Pavements

11/15/2002 Module 8 10

Scope of Baladi Study
6 States

e To evaluate the state-of-the-practice of
DOTs who developed and implemented
a Preventive Maintenance (PM) program
based on pavement needs.

< To investigate and analyze distress data
used to select PM project boundaries,
time for construction, and PM actions by
the DOTSs.

11/15/2002 Module 8 11

Percent cracking data

Arizona State Road 88 Mile
35 Post
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In addition to the Baladi study, case studieswill also be
presented from Texas DOT and Wisconsin DOT.

This slide presents the scope of the Baladi study that
involves two major points outlined above. The instructor
should cover the materials on the slide.

This slide and the following three slides depict the
historical distress data of SR 88 between mileposts 201
and 209. This slide shows the percent cracking of each
mile and the period (1986 to 1999).
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Cracking curve for AZ- SR 88

The average cracking curve for State Road 88, —
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This slide shows the average percent cracking of SR 88
for the same period. As can be seen, the percent
cracking increased from about 3% in 1985 to about 17%
in 1995 and it decreased to O after the preventive

mai ntenance action was completed in 1996. Four years
after construction, the percent cracking remained at 0%
level.

This figure shows the actual roughness values between
mile post 201 and 209.

This slide shows the averages for roughness from 1972
through 1999. The maintenance activity reduced
average roughness from 200 to 80. The slide depictsthis
as the benefit of maintenance.
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Preventive maintenance actions
on State Road 16 in California

Section | Preventive maintenance Age | Pavement condition
number action (years)
1 15-in_rubberized AC overlay 7 Very good
2 ¥s-in_rubberized AC overlay 7 Very good
3 1-in rubberized AC overlay 7 Excellent
8 15-in_rubberized AC overlay 7 Very good
9 ¥a-in_rubberized AC overlay 7 Very good
12 1-in rubberized AC overlay 7 Excellent
Control 4-in AC surface 7 Patching in wheel
paths due to alligator
cracking
Eastof | 1-in conventional AC overlay 2 Longitudinal and
15 transverse cracks

Georgia DOT PM Actions for
Rigid Pavements

= Slab replacement

= Under sealing

* Full-depth repair

= Partial-depth repair

= Joint resealing

= Diamond grinding to correct
faulting and ride quality
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Georgia DOT PM Actions for
Flexible Pavements

= Microsurfacing

=  1.5-inch overlay

. Milling, Interstates: 3” mill and 4.5 fill
State roads: Fill can be less than mill

Crack sealing

Slurry seal

Surface treatment

Patching

Chip seal

Chip seal interlayer and HMS overlay

Shoulder paving

11/15/2002 Module 8 18

In 1995 to 1996, Caltrans undertook a variety of
preventive maintenance actions on State Road 16. This
slide summarizes those preventive maintenance actions
involving rubberized asphalt concrete overlay and a
standard asphalt concrete overlay. It can be seen that all
of the rubberized treatments are performing better than
the standard treatments after 7 years.

Georgia DOT has used awide variety of rigid pavement
preventive maintenance actions and this slide outlines 6
such actionsfor rigid pavements.

This slide outlines 10 types of preventive maintenance
actionsthat Georgia DOT uses for flexible pavements.
The instructor may summarize them directly from the
dide.
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Georgia DOT Preventive
Maintenance Strategies

1. Optimum timing of Actions
2. Adequate Preventive Maintenance

Budget
3. Fast Track Response

4. Strict Specifications {

11/15/2002 Module 8 19

Expenditures of Preventive
Maintenance Program in Michigan

Year Annual Budget (Million $)
1992 6

1994 16

1996 24

1998 54

2000 60
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Michigan DOT PM Actions for
Flexible & Composite Pavements

- Non-structural bituminous overlay
- Surface milling & non-structural

- bituminous overlay

- Chip seals

- Micro-surfacing

- Crack treatment

- Over-band crack filling

- Bituminous shoulder seal

- Ultra thin overlays

11/15/2002 Module 8 21

This slide outlines 4 factors that relate to Georgia DOT
preventive maintenance strategies. The instructor may
discuss them directly from the slide.

It should be noted that the total expenditures of the
MDOT preventive maintenance program have increased
over time from $6,000,000 in 1992 to $60,000,000 in
2000 as shown in thisslide. The increases were justified
based on the benefits and the successes of the preventive
maintenance program.

This slide summarizes 8 types of preventive maintenance
actions that Michigan DOT carries out for flexible and
composite pavements. The instructor can review them
directly from the slide for the class.
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Michigan DOT PM Actions
for Rigid Pavements

- Full depth concrete pavement repair

- Concrete joint resealing

- Concrete spall repair

- Concrete crack sealing

- Diamond grinding

- Dowel bar retrofit

- Concrete pavement restoration

- Bituminous shoulder seal

- Open-graded underdrain cleaning/re pair

11/15/2002

Module 8 22

MDOT selection of PM treatment
based on condition/benefits (1)

Flexible and Composite Pavements

TREATMENT RSL | Distress | RQI | Rut Depth | Life Extension
years | Index (mm) years
Non-struct.bitum.overlay 3 <40 <70 <12 5t0 10
Surf.mill+non-st.bit.overl 3 <40 <80 <25 5to0 10
Double chip seal 5 <30 <54 <3 4t07
Single chip seal 6 <25 <54 <3 4t07
Micro -surfacing/multiple 5 <30 <54 <25 4106
Micro-surfacing/ single 10 <15 <54 <25 3to5
Crack treatment 10 <15 <54 <3 Upto3
Crack filling 7 <20 <54 <3 Upto 2
Ultra-thin bitumin.overlay 7 <20 <54 <3 no data

MDOT selection of PM treatment
based on condition/benefits (2)

Rigid Pavements

TREATMENT RSL | Distress | RQI Life Extension
years Index years
Full depth concrete pavement repair 7 <20 <54 3to 10
Concrete joint resealing 10 <15 <54 3to5
Concrete spall repair 10 <15 <54 Upto5
Concrete crack sealing 10 <15 <54 Upto 3
Diamond grinding 12 <10 <54 3to5
Dowel bar retrofit 10 <15 <54 2to3
Concrete pavement restoration 3 <40 | <80 7to15

This slide outlines 9 actions that Michigan DOT carries
out for preventive maintenance of rigid pavements. The
instructor can review them directly from the slide.

This table shows the states sel ection of treatment based
on various levels of condition and the coverage life
extension observed in the PMSin Michigan.

This extension shows similar information for Rigid
Pavements.
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Average Distress Index curve

for State Road M-124 (CS 38021) in Michigan
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Penn DOT Preventive Maintenance
Actions for Interstate 78

= Mill the existing asphalt concrete

= Test all joints load transfer using FWD

= Repair deteriorated joints using full depth
concrete patches

= Place asphalt concrete overlay

= Saw cut asphalt concrete to match PCC joints

= Seal saw cuts in the asphalt

Example of Difficulty in Defining Preventive
Maintenance

11/15/2002 Module 8 27

This slide shows the average distress data from Michigan
State Road M-124. The circle point depicts the expected
distressin 1996 without Preventive Maintenance.

This slide shows asimilar plot for Riding Quality. The
circle shows projected ride quality in 1996 without
maintenance. Probable reduction was 28 points.

Theinstructor should review the slide, which is self
evident.



Slide
28

Slide
29

Slide
30

Findings of Baladi Study

» This study shows potential value of
Preventive Maintenance

e The study does not show follow-up
data, however, the PMS provides a data
base for storing relevant data

* The follow-up data could show actual
benefits of Preventive Maintenance
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Results of Baladi Study

e The Baladi study shows “before and
after” data. (Not really yet the proof we
need).

» Continued observations and recording
in the PMS data base can show the
quantitative value of Preventive
Maintenance. (Most DOT's don't have
the data yet).
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District Level Index to Select
TxDOT Projects for Preventive
Maintenance

11/15/2002 Module 8 30

The instructor should summarize the three points
outlined in the slide.

The instructor can directly review the 2 pointswritten on
the slide that show the datais so far incomplete.

Texasisdivided into 26 districts and each district hasits
own preventive maintenance budget and considerable
autonomy in applying that budget. This module
describes how the Fort Worth district has used the
pavement management information available to allocate
preventive maintenance budgets effective.
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Fort Worth District

e 8100 Lane Miles , divided over 8 counties

e Annual $7,000,000 Program

e Uses PMIS in combination with local area
engineer’'s recommendations to select
projects

* Needed new tool to select most critical
projects for funding: District Level Index
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District Level Index

 Index based on size, costs, age and
needs of particular project

» Projects with highest priority are
considered for funding

e Pavements younger than 5 years get
low priority by setting age at 1.0 in
index equation

11/15/2002 Module 8 32

District Level Index Equation

Index involves:

Length: two lane roadway in miles

Cost: Dollars

Lane factor (LF): 1 for two lanes, 2 for multi-lanes
Age: time since last treatment (age< 5: value 1)
Needs: % of section requiring maintenance
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Asindicated in the visual, the Fort Worth district covers
8 countiesincluding 8100 lane miles. They distribute an
annual budget of 7 million dollarsin their preventive
maintenance program. The TexasPMSiscalled PMIS
the Pavement Management Information System and the
data from the PMISis used in combination with the
recommendation from the individual county area
engineersto select projects for funding. 1n 1998, the
district pavement engineer recognized the need for anew
tool to provide better information on the most critical
projects that needed funding.

The district pavement engineer who had several years
experience with the pavement management system
developed an index based on size of project, cost, age of
the project and the needsin terms of traffic and damage
level. Projectswhich have the highest priority, which is
the highest index, are considered for funding. The index
has a default value so that pavement projects younger
than five years automatically get alow priority because
the ageis set to one year in the index equation.

The full index equation is given in Reference Manual.
Thelength is defined in miles of two lanes roadway.

The cost is defined in dollars and the length factor is set
at one for two lane highways and two for multiple lane
highways. Ageisdefined asthetime since the last
surface treatment or overlay and is defined at one for any
age lessthan five years. The percent needsis defined as
the percentage of the overall lane mile length of the
section that requires maintenance.
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Index Linked to PMS Data

« Length, LF, age and % needs provided by
PMS database

« Cost estimates and priority
recommendations provided by area
engineers

* When area engineer high priority projects
conflict with PMIS - pavement is re-
inspected and decision made by him/her
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Priority List for Index (Partial)

Description [Length [Age| % |Index| Cost | Cum.

miles | yrs | Needs ‘000$| ‘000 $
Seal Coat 4.3 9 4 1.0 52.1f 52.1
Seal Coat 6.6 12 4 1.0{ 148.1| 200.2
Seal Coat 4.1] 15 1 1.0| 47.0( 247.2
Seal Coat 6.5 11 50] 0.069| 103.3] 350.5
SC+Fog Seal 12.4] 11 36] 0.028| 174.2| 524.7
Slurry Seal 5.8 7 91] 0.024| 309.5| 834.2
SC+ Latex 4.0 8 30] 0.013| 72.8] 907.0
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Summary of 1997 Program

126 projects submitted by area engineers,
and prioritized according to index

Only first 32 projects could be financed with
$7,000,000 budget

For first three projects with index=1 and
very low value for %Needs the district
overrode the prioritization.

11/15/2002 Module 8 Pavement Maintenance 36

Performance

Theindex itself is closely linked to the pavement
management database as shown in thevisual. The
length, the lane factor, the age and the percent needs are
all provided by the PM S database. The cost estimates
and the priority recommendations are provided by the
area engineers within the District for the county in
question. It should be remembered that in Texas the
districts and areas have considerable autonomy. When
there is adisagreement between a high priority project
from the PM S calculations and the area engineer’s
estimation, the project is re-inspected and based on the
re-inspection the area engineer makes the final decision.

Table only serves as example, the actual list contains 32
projects up to cumulative of $7000 and also gives
County, Highway, Lane factor and Area priority
(between 1 and 9).

In 1997, the Forth Worth district considered 126

projects, which were submitted by the area engineers and
prioritized these according to the index developed. Only
thefirst 32 projects could be financed out of the 7
million dollar budget. Leaving aback log of about 90
projects. Thefirst 3 projects had an index of 1.0 but had
avery low value of 4 percent needs, so the district
overrode the prioritization and skipped these projects.
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Conclusions

« District level index is useful tool for
establishing priorities in project
selection

« The index makes use of PMIS data

« Ultimate responsibility for selection
rests with the district PMS engineer.
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Preventive Maintenance
Strategies for Continuously
Reinforced Concrete
Pavements
« Research Study carried out by WisDOT

« Several rehabilitation and preventive
maintenance techniques evaluated
since 1988
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Use of CRCP by WisDOT

* CRCP only used on high volume roads,
3.5% of total statewide mileage, or 475
miles

* WisDOT has two generations of CRCP:

« Built with “black” steel in 60’s and 70's

 Built with epoxy coated “green” steel
between ‘84 and ‘87.
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Based on the study done in the Forth Worth district of
TxDOT, itisclear that individual districts or sub-groups
within aDOT can use the Pavement Management data to
develop tools for establishing priorities for project
selection. Thework can either be done at the central
office level or by individual districts or agency.
Uniformity isdesirable. Theindex in this case makes
use of the data available in the TX PMIS database. Itis
important to note that the PMI S database does not take
the final authority of the area engineers or the district
pavement management engineer. In this case, the next
slideiswith DOT on preventive maintenance strategies
for CRCP.

The next subject we want to undertake is the description
of preventive maintenance strategies used by the
Wisconsin Department of Transportation for
continuously reinforced concrete pavements. A research
study was carried out by WisDOT to evaluate various
preventive maintenance strategies. This study began in
1988 and several rehabilitation and preventive

mai ntenance techniques were undertaken.

In the Wisconsin Department of Transportation
continuously reinforced concrete pavement is used
exclusively on high volume roads many of which are
Interstates. These represent only about 3.5 percent of the
total statewide mileage or about 475 lane miles. In
Wisconsin there are two generations of CRCP. Inthe
1960’s and 1970's CRCP was built with regular steel or
black steel. Because of problems the program shifted to
the use of epoxy coated or “green” steel which was used
between 1984 and 1987.
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Performance of CRCP

e Outstanding performance on ride:
average PSI > 4

e Structural performance worse than
average for all pavements: PDI averages
44 (fair), for all pavements it is 37
(good).

 Poor structural performance main reason
for study
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PSI vs Age for CRCP
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In Wisconsin, the performance of continuously
reinforced concrete pavement is generally outstanding
with the average ride quality greater than 4.0. Onthe
other hand, the structural performance for CRCPis
slightly worse than average with a pavement distress
index averaging 44, in the fair category while all
pavements average about 37, that isin the good category.
The poor structural performance exhibited by these
pavements isthe main reason that Wisconsin undertook
the study.

This slide shows a comparison of serviceahility index
(PSI) vs. age for continuously reinforced concrete
pavementsin Wisconsin. It can be seen that pavements
built after 1985 with epoxy coated steel have higher
quality index than those constructed prior to 1985 with
regular black steel. 83 percent of the available dataisfor
the black steel pavements. In both cases, the level of
deterioration of the serviceability (PSI) index is
relatively slow but it is certainly improved with the
epoxy coated steel. It'salso important to know that the
general serviceability (PSI) index for pavements at 25
years still exceeds 3.0 and in most cases exceeds 3.5
which isavery good ride quality. Calculated service life
25 years (see WisDOT contribution in Module 10)

98% of dataduring first 25 years

83% of available data“black” steel, 17% “green” steel
“black” steel prior to ‘85, “green” steel after that date
Very good performance with slow rate of deterioration.

This slide depicts a pavement distress index vs. age for
CRCP. Most of the data for 25 years represents
pavements constructed prior to 1985 with regular black
steel. You can see an increase in distress beginning
about age 8. The distressindex rises rapidly before
beginning to level off. The datafor the 17 percent of the
pavements constructed since 1985 shows the distress
index that appeared to increase more rapidly at the
beginning but has since leveled off and is expected to
remain considerably lower than the distress index for the
black steel pavements. Considerable structural
deterioration for “black” steel. Much better trend for

“green” steel.

PDI ratings are: 0-20very good
21-40 good
41-60 fair
61-80 poor

81-100 very poor



Slide
43

Slide
44

Slide
45

Structural Deterioration of CRCP

« “Black” steel pavements:
— By age three cracks have formed
— Steel reinforcement begins to corrode,
causing structural problems, such as
punch-outs and delamination
« “Green” steel pavements
— Much less distress development
— Some diagonal cracking, probably due to
local base failures
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Preventive Rehabilitation

Techniques

« Intensive concrete “super” patching

» AC overlays of various thickness

» PCC bonded thin asphalt overlays

» Impermeable membranes + AC overlays
e Rubblize + AC overlay

Results:

e Thin asphalt overlays were the most
successful and are recommended as
preferred rehabilitation strategy

Preventive Maintenance

Techniques
» Cathodic Protection of Rebar mat

« Use of corrosion inhibitors in deicing
salt

Results:

Both methods were ineffective in
reducing distress
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This slide summarizes the structural deterioration of
continuously reinforced concrete pavementsin
Wisconsin. The pavements constructed with regular
steel have considerable cracking formed by the third
year. Dueto the use of salt and other corrosives the steel
reinforcement begins to rust causing structural problems
such as punch outs and delamination of the pavement
surface. Such deterioration requiresimmediate
maintenance and is unsightly even though the overall
ride quality remainsrelatively good. The epoxy steel
pavements show agreatly reduced devel opment of
distress although some diagonal cracking has been
observed probably due to local base failures.

This slide summarizes five types of preventive
rehabilitation treatments that have been applied to
continuously reinforced pavementsin Wisconsin. Inthe
results of the five types of rehabilitation undertaken, thin
asphalt overlays were the most successful in slowing the
formation of distress and in maintaining a smooth riding
quality or good service-ability index. These have been
recommended as the preferred rehabilitation strategy for
future use.

This slide outlines two types of preventive maintenance
techniques used. Cathodic protection of the rebar and
corrosion inhibitorsin deicing salts. Neither of these
methods seemed to be effective according to the distress
histories recorded in the PMS.
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Summary

1. All eight State DOT's use Preventive

Maintenance

2. PMS Data is useful in defining needs
3. None of the States currently have History

of observations to prove PM value

4. PMS follow-up data — Annual Condition

and Roughness — can be useful

5. State DOTs are urged to record all data in

their PMS for analysis
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Module 8 - Objectives

Can you define the role that PMS data
have played in:

« Development and implementation of
Preventive Maintenance programs, and

= Tracking the performance of
Preventive Maintenance projects?
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This slide summarizes the factors developed in this
module. Five pointsare given on the slide which the
instructor may cover by reviewing the slide directly.
Theinstructor should also expand on these items based
on his/her own experience. After completing this
summary slide, the instructor should allow about 10
minutes of discussion with the studentsin which they
expand on their own knowledge and interest in
preventive maintenance and their agency.

The instructor should again state the objectives and ask
these or any other appropriate question to test the
participant’ s learning accomplishments.

1. Isyour agency using PMSto track the performance
of preventive maintenance?

2. How areyou doing that?

3. Doesyour organization have a separate budget for
preventive maintenance?

4. Doesyour agency make aclear distinction between
preventive maintenance and preservation?
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M odule 9

Pavement Preservation Strategies
(Including LCCA)
| nstructional Time: 65 minutes

It isimportant for the instructor to encourage the participants to refer to their Reference Manual through out the
presentation, especially for detailed information and for those slides with screenshots that are difficult to read in the
small prints of the slidesin the Participant Workbooks. Thiswill allow the participantsto become familiar with the
manual by the end of the course.
Participant Questions

1. What preservation strategies does your agency use?

2. When do you use Life Cycle Cost Analysis, and when do you just apply standard preservation treatments?

3. What improvements would you like to make?
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Module 9:
Pavement Preservation
Strategies

« Preservation/Rehabilitation Overview
= Examples of engineering analysis in:
— Pennsylvania State DOT
— Montana State DOT

< All made possible by PMS data

11/15/2002 Module 9 1

Module 9 - Objectives

 Define concepts of Preservation
 Define concepts of Rehabilitation

» Recognize interface of these and
Preventive Maintenance

e lllustrate concepts in PENNDOT and
Montana DOT
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Preservation & Rehabilitation

= Emphasis shifting from new facilities to
maintenance and rehabilitation

< When routine maintenance no longer
cost-effective, rehabilitation required

= Array of options make rehabilitation
design a complex process

« Considerable amount of analysis and
engineering judgement required

= Documented performance histories in
PMS database improve design process
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Two major areas are covered in this module.
Preservation, that is repairing and extending the life of
what you have; and Rehabilitation, that is renewing what
you have to begin anew life cycle. Two state examples:
PennDOT and Montana DOT are covered.

The objectives of Module 9 are to explain the concepts
of preservation and rehabilitation to the students and to
define the interface between these two activities and
preventive maintenance. The secondary objectiveisto
show the students how the Pennsylvania and Montana
DOTs deal with pavement preservation and
rehabilitation including life cycle costs analysis of
various alternatives. At the end of the session, the
students will be able to define how they themselves can
undertake these concepts within their agency.

Why is Preservation and Rehabilitation important?
The instructor should cover the five bullets shown on the
slide and expand based on his/her experience.
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1986 AASHTO Guide Structure
for Rehabilitation Design

I PHASE 1 !

' PROBLEM DEFINITION !

' ]
:SELECTION OF PREFERRED SOLUTION :
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A. COLLECT DATA
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| C. IDENTIFY CONSTRAINTS |
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[ A. SELECT CANDIDATE SOLUTIONS |

CONSTRAINTS

[ s reaseLEsoLuTiONs ]

<

| C. DEVELOP PRELIMINARY DESIGNS |
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The 1986 AASHTO guide approach is presented in this
module because it iswidely used by state DOTs. The
chartsillustrate complete aspects of arehabilitation
method in athree step process and the steps are
explained in following slides.

This phase establishes framework for solutions and three
tasks are required to properly clarify the problem.

The instructor should study and discuss this slide and
expand based on his/her own experience.
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| A. COST ANALYSIS |

v

| B. NON-MONETARY CONSIDERATIONS |

C. PREFERRED REHABILITATION
ALTERNATIVE

v

D. DETAILED DESIGN
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Non-overlay Methods
Full depth repair

Partial depth patching

Joint and crack sealing
Subsealing and undersealing
Grinding and milling
Sub-drains

Pressure relief joints

Load transfer restoration
Surface treatments

11/15/2002 Module 9 8
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Data Collection for Rehab
Design Evaluation

Delineation of analysis units
Drainage evaluation
Pavement distress survey

Nondestructive testing

a s~ 0w bd e

Field sampling and testing
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In considering data factors, economic analysis and
LCCA, itisessentia that data and methodology are
compatible with those of the project level PMS. The
instructor should expand the discussion of these factors.

AASHTO Guide classifies rehabilitation as follows:
Overlay
Non-overlay
Complete reconstruction
Several non-overlay methods are shown in the slide and
should be covered by the instructor.

If agency has anetwork level PM S, some required info
may be available from a database but it will always be
necessary to supplement thiswith datataken from their
specific project .

If aproject level PMSis being used, more detailed data
may be available. The AASHTO Guide includes data
collection guidelines for evaluating pavement
rehabilitation projects. In addition, the FHWA
developed atraining course on pavement rehabilitation
that contains valuable information on pavement repair
and rehabilitation methods. As previously discussed,
data collection requirements for project level work are
more intense than those for network level analysis. Once
the datais collected, it should be stored in a project level
database.
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Analysis Units

Pavement type

Construction history

Pavement structural characteristics
Subgrade soil type

Traffic

Pavement condition

Module 9 10

Rehab Projects - Analysis Units
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Freguently, the pavement properties will vary along
length of project. If these variations are not recognized
in selection of rehabilitation alternatives, parts of the
project will be over or under designed. Thisisolates
unique factors into separate sections called analysis
units.

Theinstructor should be knowledgeable about the six
factors listed above and expand the discussion.

Thisslideillustrates how a project might be divided into
seven different analysis units based on differencesin
pavement types, construction history, cross section, soil
type, and traffic.

In some cases, the only or best information availableisa
recent deflection survey and/or distress survey. Such
data can be used as follows to establish analysis units,
deflection or pavement distress data can be used. This
method has following steps:
Plot response variable along distance
Transform or normalize variable into new parameter
Zc, defined as difference between area under
response curve at any distance and total area
developed from overall project average response at
same distance
Plot Zc against distance, where slope of resulting
curve changes sign define boundaries of analysis
units, see graph.
Review location of boundariesto ensure sections are
logical.
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AASHTO Performance Models

» Restoration Performance Models
—Mostly for rigid pavements
» Overlay Performance Models

—Mostly for flexible pavements

11/15/2002 Module 9 13

Summary

» Project evaluation
—PMS data for location/condition
—Additional investigation
—Deflection testing
—Field samples

e Performance models

11/15/2002 Module 9 14

PennDOT - Selecting
Concrete Pavement
Rehabilitation Strategies

11/15/2002 Module 9 15

Models for predicting performance of rehabilitation
strategy are essential for design of rehabilitation strategy.
For new pavements the AASHO Road Test provides us
with agreat deal of information but for rehabilitated
pavements a universally accepted reliable set of
performance modelsis not yet available.

Some states have developed a historical PM S database
with extensive performance data for rehabilitated
pavements. New tools such as Visual Modeler software
system are available to help analyze historical PMS data
to develop such mo delsfor rehabilitation.

The PM S database can provide critical input datato the
preservation and rehabilitation process. Lack of good
performance models for rehabilitation techniquesis area
of strong potential research for the future. For second
and third analysis periods after pavement is rehabilitated
various contributions to this course, treating specific
project level pavement management systems, give
examples of rehabilitation models and a cohesive project
level pavement management approach. The pavement
manager iswarned at this point, not to adapt one set of
models from one methodol ogy and use it with another
set of models from another methodology. Thetotal
project level pavement management system mu st be
cohesive for results of pavement management process to
be effective.

This example comes from the state of Pennsylvania. The
basic details of the PennDOT PM S was covered in
Module 4.

This part of the module is extracted from an unpublished
1996 paper written by Gaylord Cumberledge of the
Pennsylvania DOT and Dennis A. Morian formerly of
Penn Dot [Cumberledge 96]. It isagood example of
using both network and project level PM S datafor
rehabilitation evaluation and design.
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Case Studies for Concrete
Pavements

I. Concrete pavement restoration
(CPR) of Jointed Concrete
Pavement, six projects on | 79, |
80 and I 83, Mercer and York
County

Il. Rubblization existing concrete
pavement with concrete overlay,
I 80, Mercer County
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PMS Data for Both Evaluated
Projects

Pavement distress and condition history
Pavement construction history
Understanding of design history
Material used and existing condition
Construction methods

« Traffic history

 Climatic history (at least in general)

» Subgrade type, characteristics, behavior
» Drainage (design and effectiveness)

11/15/2002 Module 9 17

Normal CPR activities

» Correcting deficiencies in existing
pavements

e Can include
—Major patching, joint rehab
—Undersealing
—Spall repair
—Drainage improvement
—Tied concrete shoulders
—Diamond grinding

11/15/2002 Module 9 18

Two case studies of concrete pavements are covered as
shown inthe slide. These examples show that
substantial additional work was needed to enhance
pavement management data in making assessments of
rehabilitation methods.

Penn DOT has awealth of data and the nine items listed
here were used in both projects.

CPR stands for Concrete Pavement Restoration. It can
include the itemslisted on the slide. The instructor
should expand on these based on experience. Often
these projects exceed one million dollars per four lane
mile and result in extensive traffic delays and lane
closures.
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CPR in Case Study |

< Joint rehabilitation @ 18.5 m (61.5’)
centers

e PCC spall repair, mainly at cracks

e Diamond grinding of bumps

< Tied concrete shoulders added

» Six CPR-Projects carried out between
1984 - 1986

11/15/2002 Module 9 19

Performance of 6 CPR Projects

Interstate 79, SB, Mercer Co. Interstate 79, NB, Mercer Co.

CPR 1986, No resurface CPR 1986, No resurface
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Performance of 6 CPR Projects
(continued)

Interstate 79-NB, Butler Co. Interstate 80, WB, CPR 1984

CPR 1985, Resurface 1995 Reconstruction 1993
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Pavement section was determined to be agood CPR
candidate containing minimal structural distress at time
of rehabilitation. Instructor reviewsthe slide.

The slide shows the change in overall performance index
for two sections. Discuss the difference before and after
CPR Action in 1986. CPR has performed well for 10
years.

Explain slide in same way as previous slide.

On IH 79, the data shows that failure accelerated in 1989
only four years after CPR.

On IH80 the datalooks good but nevertheless, the
District chose to reconstruct in 1993 indicating some
obvious problem.
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Performance of 6 CPR Projects
(continued)

Interstate 83, NB, York Co. Interstate 80, NB, Mercer Co.
CPR1986, No resurface CPR1985, Reconst. 1992
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Case Study 11
Rubblization and
Concrete Overlay

« Project carried out in 1986-87
« Length of project 8 km (5 miles)

« Part of Interstate 80 in Mercer County
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History - Case Study Il

« Concrete pavements constructed in late
1950's
« Poor subgrade and high traffic loadings
e Late 1970's & early 1980’s 75 km (47
miles) of various rehabs
— 48 km (30 miles) of (partial) rubblization
with unbonded CRCP overlay (unsuccessful)
— 19 km (12 miles) of crack and seating with
330 mm (13”) AC overlay (unsuccessful)
— 8 km (5 miles) with straight 254 mm (10.5”)
AC overlay (this project)

11/15/2002 Module 9 24

Explain slide.

- IH83 - CPR has performed well.
IH80 did not perform well as shown and was rebuilt
in 1992.
PennDOT basically concluded that CPR was not
cost effective and worked reasonable well only 50%
of thetime.

Our next case study in Pennsylvania covers rubblization
of 5 miles of aconcrete pavement as shown on the slide.

Unbonded CRCP overlay developed punch-out distresses
before construction activities were finished because
original rigid pavement wasnever successfully
stabilized. Asphalt overlay,

problems with 13" asphalt overlay: by 1988 an
unsuccessful fog seal had been applied, and amill and
resurfacing strategy had been applied twice.



Slide
25

Slide
26

Slide
27

Problems with AC overlaid
Concrete Pavement

e Poor subgrade support

< Did not place .3 to .6 m (1 to 2 ft)
granular blanket called for in original
design

« 18.5 m (60.7 ft) joint spacing

« Severe stripping and damage of
reflective cracks in AC above joints,
resulting in depressions
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Construction Details
Case Study 11
* Removed 267 mm (10.5”) asphalt overlay

» Rubblized existing concrete into much
smaller fragments than with earlier tried
cracking and seating

« 305 mm (12”) Jointed concrete overlay

e 6.1 m (20") Skewed joint and tied
shoulder

* New pavement drains
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Performance of Rehab of Case I
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Original concrete pavement constructed in late 1950's.
Instructor review the slide content.

Strategy to remove existing asphalt overlay and
effectively seat the concrete pavement on subgrade by
fracturing the pavement into small fragments. Earlier
experience with cracking and seating of a61.5’ jointed
concrete pavement frequently resulted in reflective
cracking at old joints.
Advantages of design.
- Improved k value as compared with native

subgrade.

Enhanced drainage capability to remove water

in subgrade.

Increased elevation separation of pavement

from subgrade water table.

Placed traffic loads farther from slab edge with

concrete shoulders
In addition, in-place recycling of existing concrete
pavement could be accomplished.
Performance history 1991-1995 for IRl and OPI, note
that scale for IRI on left, for OPI on right. No data
available prior to 1991. Concrete overlay resulted in
good pavement performance; indications at thistime are
that this performance will continue. OPI has remained
fairly constant, roughness (IRI) hasincreased only
slightly. 1n 1996, the most noticeable distressis wheel
path wear resulting from studded tire use.
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Key to Success of CPR
(Concrete Pavement Restoration)

= Pavement is basically sound
e OPI > 70 (Overall Performance Index)

e Proper evaluation of pavement
condition and history using PMS

= Knowledge of performance of previous
CPR’s

11/15/2002 Module 9 28

Conclusions

« Concrete Pavement Restoration can
sometimes (not always) increase service life
of pavement as long as structurally sound
prior to restoration

« For concrete pavement with structural
failures a thorough rubblization & effective
seating of existing pavement with 305 mm
(12™) concrete overlay, 6.1 m (20’) skewed
joints and tied shoulders has so far provided
good solution.
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Montana State DOT'’s

Engineering Analysis Elements

* Module 9:
—Overview of MDT PMS

—Optimize preservation through LCCA of
various alternatives

e Module 10:

— Integration of Maintenance in MDT's
PMS

11/15/2002 Module 9 30

This slide shows the four factorsthat are keysto
potential success of CPR. Even with these factors,
success is not insured as the case study illustrates.

Additional points of interest:

Don’t look at pavement structure in isolation; also
consider drainage aspects, joint design, and effects of
shoulders. The pavement in casell isstill only 12 years
old also in case of asphalt overlay athorough
rubblization and seating is required. Consider avoiding
concrete pavementsin case of very poor subgrades.

The next exampleisfrom Montana. First, the instructor
should outline the basic MDT PM S and cover their use
of life cycle cost analysis and asecond MDT exampleis
givenin Module 10.
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Background on MDT

(Montana Department of Transportation)

» Montana is the fourth largest state
 Total population about 800,000

« Billings is the largest metropolitan area

(population 75,000)

» Roadway network over 54,400 km (34,000

miles)

* MDT is responsible for approximately 38,400

km (24,000 lane miles)

11/15/2002 Module 9
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MDT Organization

» Five districts
* Eleven maintenance divisions

* PMS section is responsible for all NHS,
state and local federal-aid roadways

11/15/2002 Module 9
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PMS Overview

e Data Collection and Management
— Inventory
— History
— Condition
— Traffic
- Pavement Management Analyses
« PMS Update/Feedback Process

11/15/2002 Module 9
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Theinstructor explainsthe slide.

Theinstructor explainsthe slide.

Data collection and management component of PMS
based on procedures that have developed and evolved
over past 12 years. Processes have been refined and
incorporated into modern client/server relational
database management structure for use in updated PMS.
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Condition Survey

e 60 m (200 ft) sample of visual distress,
taken at every milepoint using a walking
survey

» Sections are easy to locate in the field
and remain consistent from year to year

« Network sampling once per mile to
estimate condition of the network

« Condition surveys are recorded & stored
in the database on a per mile basis

11/15/2002 Module 9 34

Deflection Testing

» Network-level structural rating is performed
by routine deflection testing using a Road
Rater

» Network-wide structural information is used
to help identify structural problems early

« Assigned minor rehabilitation and
maintenance treatments may be adjusted to
extend the life of the pavement before
major rehabilitation or reconstruction is
required based on deflection measurements

11/15/2002 Module 9 35

Traffic Information
PMS stores traffic information containing:

- AADT

- ESAL estimates on the network

- Used for network and project level
analysis

- Traffic counts, classifications, and truck
weight information collected by the

Traffic Division and stored in central
Oracle database

11/15/2002 Module 9 36

Theinstructor explains the slide. By maintaining
condition datain itsraw form, PMS can adjust project
section breaks without losing condition form.

Theinstructor explainsthe slide.

Theinstructor explains the slide.
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Database System

Entire pavement management database
resides on centralized relational database
system using Oracle 7.2

PMS has client/server configuration, ideal for
maintaining single, well controlled database
that all users can access

PMS also vehicle to allow effective
coordination and integration among different
sections at MDT

PMS analysis software resides on networked
microcomputers, no downloading required.

11/15/2002 Module 9 37

Database System (Cont.)

PMS Section responsible for maintaining
most of PMS related data.

Specific data tables may be maintained by
other sections within Department.
Coordination between PMS Section and

other Sections _provides strong incentive for
good communication.

— (e.g., traffic information & contract work data is

maintained by other groups within MDT).
Information Services Bureau is coordinator
& overall database administrator.

11/15/2002 Module 9 38

Pavement Management
Analyses

Pavement Condition Analysis
Remaining Service Life
Pavement Performance
Investment Analysis

Project Selection

11/15/2002 Module 9 39

Theinstructor explainsthe slide.

Examples of data tables maintained by other sections:
Traffic datatable owned by Traffic Section of
Planning Division
Pavement Condition data owned by Pavement
Management Section in Materials Division

Five types of analysisare used. PMS spans many groups

and acts as a coordinating and communicating tool.
PM S has information and results that benefit large
portion of the organization, including maintenance
supervisors and crews.
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Pavement Condition Analysis

» Condition indices based upon individual distresses
or any combination, they include:
- Roughness
- Fatigue cracking
- Environmental cracking
- Rutting
- Structural index
- Safety index
- Combined roughness and cracking
- Overall pavement index

« Indices essential for remaining service life analysis,
decision trees, multi-year prioritization and
optimization, etc.

11/15/2002 Module 9 40

Pavement Performance Models

= Pavement performance models required for
network level analysis

« Structure of models dependent on type of
network level analysis being used

= Deterministic models used for estimating
remaining service life, project selection,
treatments assignment and prioritizing
projects over multi-year period

= Models also used for risk based life-cycle
cost analysis system

11/15/2002 Module 9 41

Inputs for LCCA
(Life-Cycle Cost Analysis)

« Pavement performance inputs
— measured or estimated as needed
e Cost inputs
— define magnitude of costs for each action

< Project inventory

— defines location, size, traffic, environment and
other parameters that are independent of
alternative treatments

11/15/2002 Module 9 42

For the analysis of pavement condition use is made of
condition indices, based upon individual distresses or
any combination thereof. Weighting factors, deduct
values and threshold values used in the analysis models
have been customized by MDT to fine tune the analyses
based on improved experience. Overall condition score
isonly adequate for network levels but not for selecting
projects and specific actions.

Integrated pavement performance modeling software
helps MDT to develop required models from databases.

Visual/LCCA software developed for MDT by Texas
Research and Development, Inc. incorporates life cycle
cost analysis procedures. Each pavement project to be
rehabilitated or reconstructed is analyzed for life-cycle
costs. An alternative is a specific design that meets
requirements of the project which can have any number
of alternatives.
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43 Obtaining Pavement

Performance Inputs

e Currently enough data available to
estimate mean lives of various “typical”
treatments in database

< However variability estimates often
difficult to make because of low number
of data points for treatments.
Additional engineering judgement used
to estimate variability in treatment lives
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Slide iy Theinstructor explains the slide.
44 Obtaining Cost 9
Inputs

e Cost inputs retrieved from selected
projects similar to project being studied

» Cost inputs also retrieved from contract
administration files and bid lists for unit
costs

« Composite estimates of treatment costs
estimated from the collected data
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Slide i i This slide shows two of the strategies that were
45 Exampl.e.WIt.h 2 Alterna.tlve examined in this study. Many otherswere looked at. A
Rehabilitation Strategies strategy is made up of a series of actions over thelie of
PI’OjeCt Iength 9.3 km (58 ml), width 9.6 m the pavement_
(32 ft), Design Life 30 yrs
Yr Strategy 1 Strategy 2
0 |Thin Resurfacing (4yrs) Reconstruction (20 yrs)

4 | Thin Resurfacing (4yrs)

8 Reconstruction (20 yrs)

20 Thick Overlay (15 yrs)

28 |Thin Resurfacing (4yrs)

11/15/2002 Module 9 45
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Treatment Costs

Costin ‘000 $
Treatment Construct. ~ Administr. Maintenance User Delay
Cost Cost Cost Cost*
Thin Resurfacing 1,200 250 99.5
Design Life 4 yrs
Reconstruction 2,400 350 199.0
Design Life 20 yrs
Crack Seal 11.0 6.6
(Years 3,10,17)
Seal and Cover 40.0 200.0 1.1
(Years7,14)
Thick Overlay 1,800 350 132.7
Design Life 15 yrs
Crack Seal 11.0 6.6
(Years 3,9, 13)
Seal and Cover 40.0 200.0 11.1

(Years6,11)

Simulation Life Cycle Cost

Analysis Results

Alternative gsetsent Stangrd MLni;gll;/m Miﬁig};m
Value Deviation | vajue Value
1. (3Thin Surf+Rec)| $4,677,955| $302,302 | $4,085,443 $5,270,467
2. (Rec.+Thick Ovl)| $3,669,242 $168,943 | $3,338,114 $4,000,370 .
Difference (1-2) | $1,008,713| $133,359

Sensitivity of Discount Rate
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Costs for various treatments along with
associated maintenance activities/costs.
Variability of these costs should be quantified
asmuch as possible.
Other uncertainties are:
Traffic growth rate
Treatment life
Discount rate
Asexample only sensitivity of discount rate will be
given.

NPV (Net Present Value) of Alternative 2 is
considerably lower than that of Alternative 1.

The expected distribution of life-cycle costsis also
smaller as shown by standard deviation.

Theresults for the simulation and scenario analysis are
visualized in graph on next slide. Note that the analysis
method used, does consider uncertainty in estimating
costs.

This slide compares the net present val ue versus discount
rate for two alternatives.
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50
Results of LCCA

Strategy 2 is clearly the better

alternative in this example

—Mean (expected) life cycle cost smaller
than for Strategyl

—Variability for Strategy 2 less, so this
alternative less “risky”

—Sensitivity of Strategy 2 to discount rate
(which is uncontrollable) also lower
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Slide The instructor explainsthe slide and should allow time
51 for discussion.

Conclusions

« Risk based life-cycle cost methodology
and corresponding Visual LCCA software
form effective tool for LCCA

» The analysis would be cumbersome
without the availability of a reliable and
comprehensive PMS Database

11/15/2002 Module 9 51
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Module 9 - Objectives

Can you now:
» Define concepts of Preservation?
 Define concepts of Rehabilitation?

» Recognize interface of these with
Preventive Maintenance?

11/15/2002 Module 9
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The instructor should again state the objectives and ask
these or any other appropriate question to test the
participant’ s learning accomplishments.

1. What preservation strategies does your agency use?

2. When do you use Life Cycle Cost Analysis, and
when do you just apply standard preservation
treatments?

3. What improvements would you like to make?
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Module 10

Pavement M aintenance Effect
on Performance
| nstructional Time: 60 minutes

Itisimportant for the instructor to encourage the participantsto refer to their Reference Manual through out the
presentation, especially for detailed information and for those slides with screenshots that are difficult to read in the
small prints of the slidesin the Participant Workbooks. Thiswill allow the participants to become familiar with the
manual by the end of the course.
Participant Questions

1. Aremaintenance activities recorded in your PMS?

2. Doesyour agency have a Maintenance Management System?

3. If so, how isMMSlinked to PMS?
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Module 10:
Pavement Maintenance
Effect on Performance

e Overview of Maintenance Systems
» Maintenance Management Overview

« Examples of engineering analysis in
Montana State DOT

11/15/2002 Module 10

Objectives of Module 10

* Show relation of maintenance elements
& PMS

« Outline concepts of MMS

e Summarize various aspects of
maintenance

« Apply engineering analysis to
maintenance

11/15/2002 Module 10

Overview of Maintenance
Concepts

« Definition of maintenance varies by
agency

» Maintenance and rehab are closely
related

« Many agencies separate the two by
budget definitions

11/15/2002 Module 10

Module 10 is the last major module in the course. It

covers pavement maintenance and the effective

mai ntenance on performance of pavements. Thereare 3

major aspects of this module:

1. Firstthereisan overview of maintenance in general;

2. Second is an outline of maintenance management
system and

3. Finally, examples of engineering analysisin
Montana State DOT are presented.

The objectives of Module 10 are to outline maintenance
asrelated to PM S and then to formulate in the minds of
the participants an overall concept of maintenance
management systems and to define how these elements
relate to each other and to pavement management in
general. A secondary objective isto summarize the
various aspects of maintenance, preventive, corrective
and preservation to clarify these for the participants. A
further objective will demonstrate the application of
engineering analysis to maintenance management and
related performance models.

Asoutlined in this slide, the definition of maintenance
varies by agency. Maintenance and rehabilitation are
closely related and in general, agencies can desperate
maintenance and rehabilitation by budget definitions
rather than technical definitions. Availability of funds
often controls the definition of work done as

mai ntenance.
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Maintenance Policy Factors

O
« Funds available

« Historical precedent

« Political and Organizational
considerations

11/15/2002 Module 10 4

Funds Available

« Available funds usually applied to fill most
extreme/most expensive needs

* Remaining budget then proves inadequate
to serve total area involved

« Consequently routine maintenance suffers,
leading to downward cycle of deterioration

« Cycle prevented by budgeting for
maintenance as part of pavement
management

11/15/2002 Module 10 5

Historical Precedent

« Until recently maintenance not widely
researched

e As a result many maintenance methods
adopted without proof of their general
applicability or effectiveness

» Highway system not a homogeneous entity,
e.g. Interstates construction ‘54-'60 with
subsequent high-quality maintenance,
originally at low cost. By mid-'70 very costly

11/15/2002 Module 10 6

There are 3 policy factors that relate to maintenance.
Thefunds that are available is probably the primary
factor, second is historical precedence and finally
political and organizational considerations have a major
impact on maintenance that is carried out in aDOT.

The slide outlines 4 major elements related to funds
available for maintenance. The instructor may read
directly from the slide and expand on these based on
his/her own experience.

The aspects of maintenance are basically heavily
dependent upon historical precedent. The slide outlines
3 aspects of this historical precedent and the instructor
may read directly from them and expand on the concepts
based on his/her experience.
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Political and Organizational
Considerations

« In difficult financial times maintenance
often sacrificed

« In case of unusual event (extreme winter),
budget often substantially reduced

» Two hurdles for integrating management in
central office with decentralized
maintenance operations in the field:

— Time delay between planning and execution
— Different location and culture

11/15/2002 Module 10 7

Policy Variations

« Inadequate funds result in local field
manager personal preference choice in
spite of policy

< Routine maintenance gets preference over
preventive maintenance

« Visible condition such as mowing and
trash pick-up get served first

11/15/2002 Module 10 8

Analysis of Effects of Policy
Changes

Use PMS data to:
« Analyze effect of budget changes on
highway system (network level)

« Reanalyze any given pavement due to
delays from budget changes (project level)
and identify possible alternative actions

11/15/2002 Module 10 9

There are 3 mgjor aspects of political and organizational
aspects of maintenance. These are covered on the slide
and the instructor may review those based on his/her
experience.

Policy variations are amajor aspect of maintenance. The
average highway maintenance engineer is more
interested in maintaining the pavements under his/her
jurisdiction than in any policies or rules laid down upon
him/her. This slide outlines three major policy variations
that the average maintenance engineer is concerned with.
Theinstructor should review these based on the slide and
expand on them based on his/her experience.

The highway department may use pavement
management systems data to analyze the effects of
budget changes on highway performance at the network
level and may reanalyze any given pavement section at
the project level based on the effects of individual
maintenance activities. It'simportant for the instructor
to discuss and emp hasize these aspects.
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Unacceptable Maintenance Costs
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Evaluation Decision Criteria

« Single distress or performance index

— Threshold levels often act as trigger values
for required maintenance action

 Combination index

— Useful for overall analysis and ranking at
network level,

— Limited use for maintenance

11/15/2002 Module 10 11

Feedback to PMS &
An ;

e Programming, planning and
execution of maintenance activities
« Evaluation of maintenance models

11/15/2002 Module 10 12

Thisslideillustrates that while serviceability
deteriorates, it may be kept above a minimal acceptable
level by expending maintenance funds. However, when
those maintenance costs become excessive we then have
an un-economical situation and maintenance costs
should be kept within boundaries by appropriate use of
pavement management.

This slide points out that evaluation decisions are made
either based on a single distress index or a combination
index. Theinstructor may review the slide directly
based on his/her experience and expand on the bullet
points.

The feedback of maintenance information to a pavement
management system is used to upgrade planning and
programming decisions of maintenance expenditures and
also to evaluate maintenance predictive models. One of
the big problems with maintenance in general has been
that it has not been appropriately mo deled and dealt with
in a mechanistic way.
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Projected/Observed Performance
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Problems with Current
Maintenance Data

= Actual maintenance performed can be
difficult to assess

« Records often “generalized” to average
values rather than actual work on a bad
section

= Costs of maintenance performed even
more difficult to obtain, particularly for
small portions of a section

11/15/2002 Module 10 15

This slide points out that projected performance is often

idealistic and that in effect actual performanceisless
than projected by the idealistic models often used in
historical predictions. Thisreduction in performancein
actuality often resultsin the need for additional
maintenance.

This slide depicts the relationship between projected
maintenance that is often idealistic and the actual
maintenance that is often required for pavements which
tend to deteriorate faster than predicted. Actual life of
the strategy may depend upon the maintenance required.

This slide outlines 3 bullet points related to problems
that are associated with current maintenance data. The
instructor should read directly from the slide and expand
on thisinformation based on his/her experience.



Slide
16

Slide
17

Slide
18

Maintenance Summary

e Maintenance can significantly influence
pavement performance

< Proper maintenance management
essential for effectiveness & efficiency

< Maintenance policies, costs, economics &
decision criteria play major role

e Much needed compatibility with
pavement management systems requires
further efforts

11/15/2002 Module 10 16

The Importance of
Maintenance Transcends PMS
alone

e There are many operating details that
should be dealt with

e This is done through a Maintenance
Management System (MMS)

11/15/2002 Module 10 17

MMS deals with other factors
in addition to Pavements

« Right of Ways
 Bridges

« Signs, markings

» Drainage structures
« Equipment

» Materials

- Etc.

11/15/2002 Module 10 18

This dlide outlines 4 bullet points that are related to the
summary of maintenance information. The instructor
should read directly from the slide based on his/her
experience.

Maintenance is so important to pavements and to DOTs
in general that it certainly transcends pavement
management alone. There are many operating details
and other elements of the highway system that need to be
dealt with. Thisisgenerally done with a maintenance
management systemsor MMS.

MM S must deal with other factorsin addition to
maintenance. Theinstructor should discuss the items on
the slide based on his/her experience.
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Maintenance Management
Systems have Close Ties to
PMS

11/15/2002 Module 10 19

MMS Objectives

e Plan, direct, and control maintenance
activities in order to achieve acceptable
level of service (LoS)

» Evaluate methods and materials so that
economical & efficient practices are
developed

« Acquire and report maintenance cost data
so that realistic unit costs for specific
sections may be determined

11/15/2002 Module 10 20

Purpose of MMS

« Exercise control over budget and
maintenance program

e Quantify maintenance needs

« Identify resources to meet those needs
» Determine Standards and Set Priorities
e Plan and manage work

* Monitor Performance

11/15/2002 Module 10 21

M aintenance management has closetiesto PM S. The
instructor should review the reference documents with
respect to maintenance management systems and should
expand on this slide and the introduction of the concept
based on his/her knowledge.

This slide outlines the objectives of the MMSin 3 bullet
points. Theinstructor should review these bullet points
and expand on them based on his/her knowledge.

This slide outlines 6 purposes of a maintenance
management sysem. The instructor should outline the
bullet points from the slide and should expand on these
comments based on his/her experience and the reading of
the reference document.
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MMS Modules

» Network Analysis — Planning &
Budgeting

* Work Management — Daily/Weekly
Schedules

» Contracted Maintenance

e Labor Management

< Equipment Management

« Materials Inventory Management
* System Administration

11/15/2002 Module 10 22

Analysis Module

Maintenance Rating Program
— Inventory
— Defects

Level of Service assessment
Work Plan Development
Budgeting

» Tracking Expenditures

11/15/2002 Module 10 23

Level of Service Analysis
Inventory of
_,—v Maintainable
Define Elements Elements
. Defect Survey
Define Defects [+ (Sample) Budget

— Scenario

Associate i
Analysis
Defects to [—_| k/lofj /ICOS'I y:
Activities ode —
Development

Activity Costs Alternative Master
from Work Work «—{ Work
History Programs Program

11/15/2002 Module 10 24

This slide outlines 7 modul es that are good maintenance
management systems should include. The instructor
should review those modules and expand on the details
based on his/her reading of the referenced document and
their experience.

The Analysis Moduleisimportant in dealing with a
Level of Service assessment. The dataisbased on a
mai ntenance rating program involving both inventory
and defect information. The Analysis Moduleis used to
develop awork plan for budgeting purposes and also for
tracking expendituresin the long term.

This slide outlines the flow of information in alevel of
serviceanalysis. Theinstructor should review the
reference document and the slide and should discuss the
details for the class based on his/her experience.
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Predicted Network Condition
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Network condition is an important aspect of a network
analysis. A good maintenance management system
makes it possible to predict network condition and
should be visually capable of displaying the information
asindicated in this slide.

Thisslideillustrates a print out typical of the kind of
annual work program that might be developed in agood
mai ntenance management system. Thisisof coursea
summary version of the detailsthat arein the actual
computer print out of the program.

Any good maintenance force has to spread the work over
the various seasons, otherwise all the work buildsup in
the summer months and this creates a significant
unbalance in workforce requirements. Thisisatypical
plot of seasonal activity that can be developed from a
good maintenance management system with a good
analysis program.
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Work Program Comparison

Planned vs ldeal Work Program

i
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Work Management Module

 Daily/Weekly Work Planning
— Labor, Materials and Equipment
— Work activity and location

* Work Accomplishment

11/15/2002 Module 10 29

Contracts Module

;139 ¥
/‘ ¥

iy

* Plan contract details
* Monitor Contract Work

« Comparison of Contract vs. State Forces
work

11/15/2002 Module 10 30

Thisisagraphic of awork program comparison showing
planned vs. ideal work activities. This makesit possible
for the maintenance engineer to understand better how
his program is functioning as compared to the planned or
ideal requirements.

A good work management module deals with daily and
weekly work planning including labor materials and
equipment aswell aswork activity and itslocation along
the network.

Finaly, it should also be able to record work
accomplishments and how that work accomplishment
comparesto theinitial planning and the budgets.

The contracts module makes it possible for the

mai ntenance department to deal with maintenance by
contract more successfully. First, it starts out by giving
information on contract details planned, then summarizes
the maintenance of contract work and finally, allowsthe
maintenance group to compare contract vs. state forces
work and the relative benefits of each.
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Maintenance Contracts

Receive / input

contract

information Complete
I_J Contract

Record work

accomplishments
and quality

System for
payment

Out to Financial

11/15/2002 Module 10
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Labor Module

* Employees
e Crews - Foremen
* Assignments

— Work

— Overhead

— Leave or Vacations

11/15/2002 Module 10
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Crew Scheduling
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This slide outlinesin graphic form how agood MM S
system deals with maintenance contracts. The instructor
should familiarize him/herself with the slide and share
the information based on their review of the reference
material.

The labor module is an important part of maintenance
management. The labor module deals with employees,
their assignments and details of their work assignments
overhead |eave or vacations and other details.

This slide shows a graphic of crew scheduling asit
developsin a good maintenance management system.
There are many ways to do this and thisis the example
from a specific MMS.,

Theinstructor should outline this information based on
his/her review of the reference material and cover the
details here.
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Equipment Module

» Fleet and Heavy Equipment
— Vehicle (equipment) Inventory
— Repair (in-house or others)
— Spare parts warehouse
— Fueling
— Leasing
— Fleet Management

11/15/2002 Module 10 34

Equipment Planning &
Accomplishments

Equipment - _
Quantity Equipment Assigned to
Guidelines Administrators

Borrow /Lend

Equipment -
b Expected Equipment

In-house Use on Road

Availability

34 Party ——] Actual Equipment Usage
Rentals
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Materials Module

» Stockpiles at Maintenance facilities and
warehouses

« Materials Management
< Use on Projects
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This slide outlines the four details of afleet and heavy
equipment module from agood MMS. Theinstructor
should cover the material based on his/her experience
and review of the reference material.

This slide shows a graphic relationship between
equipment and its availability and accomplishments
within the system. The instructor should review the
graphical relationships and summarize the interactions
based on his/her experience and review of the reference
material.

This slide outlines information on stock piles and the use
of materials on various projects. Theinstructor should
review them based on his/her experience and review of
the project reference document.
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Material Planning &
Accomplishments

Materials Quantity
Guidelines

Borrow /Lend
Materials

Expected Material Usage

Expected Stock

Inflows/Outflows
31 Party Actual Material Usage
Acquisition
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Materials Inventory Tracking
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Montana’'s PMS

e In 1996 — Montana decided to
include maintenance as a key
part of PMS

* This section covers Montana’s
related activities
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This slide outlines the physical relationship between
materials, their planned use and the actual
accomplishment or use of materialsin the DOT. The
instructor should review the graphic relationships and
discuss them based on his/her experience and the reading
of the reference documents.

This slide shows the relationships of the materials and
how the inventory can be tracked in various graphical
representationsin the MM S system for the DOT.

In 1996, the Montana DOT decided to include
maintenance as a key part of itsnew PMS. This section
covers Montana' s related MM S and PM S activities. This
slide outlines key points that are going to be covered in
this presentation. Theinstructor should read the bullets
fromthe slide.
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Integration of Maintenance in
Montana’'s PMS

« Why look at maintenance

« Understanding maintenance
effectiveness

» Effects of maintenance on
performance
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Why Look at Maintenance

e Many miles in Montana are low volume and
rank low in rehabilitation programs

* Consequently maintenance division spends
large part of budget on these roads to keep
them in serviceable condition
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Maintenance History

< At one point, maintenance budget

extremely low at $2 million per year
providing inadequate maintenance levels

» Maintenance division applied systematic

procedures to improve reporting and
understanding of maintenance
information

< Consequently, additional biennial budget

of $13 million per year made available
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This slide outlines 3 key points that are going to be
covered in this presentation. The instructor should read
the bullets from the slide.

This slide points out why Montanathought they ought to
look at maintenance as a major part of their PMS. Two
major elements are covered and the instructor should
review those based on his/her experience and areview of
the reference document.

This slide points out in 3 bullets, the 3 major elements of
the maintenance history of pavements particularly in
Montana. Theinstructor should cover these points from
the slide based on his/her review of the referenced
documents.
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Keys for Maintenance
Program Success

« Adequate recognition of maintenance division

» Systematic analytical processes applied based
on high quality information

= High quality of maintenance materials and
workmanship

< Room for research and technology innovation
in improving overall maintenance process

« Tight integration with PMS, a goal of MDT
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Evaluating Maintenance

< MDT evaluates & records effectiveness of:
- crack sealing
- fog sealing
- chip seals
- thin overlays
- non-pavement activities
» Maintenance reports used to update PMS
construction records
< Main purpose of evaluation to obtain data
for upgrading performance models

11/15/2002 Module 10 44

Maintenance Data Recording

¢ Details of maintenance work recorded in
PMS:
- location (to the 0.1 mile)
- application details: equipment, quantities,
materials, rates and thickness, etc
- weather conditions
- name of contractor or maintenance unit
+ New MMS being developed, this will
automate data transfer to PMS history file
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Thisslide outlines 5 keys for the success of a
maintenance program in Montana DOT. The instructor
should read directly from the slide and outline the 5
points based on his/her experience and reading of the
referenced documents.

This slide outlines 3 major elements of maintenance
evaluation. Theinstructor should read from the slide and
expand on the items based on his/her reading of the
reference documents.

This slide outlines major requirements for recording
maintenance data as a part of the MM Sin Montana. The
instructor should review the slide and cover the points
based on his/her review of the reference documents.
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Evaluate Suspect Data

Go>:)d. *Undocumented Maintenance
S F---_ S sInaccurate Structural History
c <« % .
© S Z ¢Inaccurate Condition data|
o pPoor Construction™
3 AR
é *Poor Performance AN ,p%)
£ | -Inaccurate Condition Data,
& eInaccurate Structural Histor;/\
\
Poor T A
New AGE or CESAL'’s Old
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Modeling Maintenance Effects

Temporary Improvements
__— , e.g.crack seals

Life Extension
e.g. thin
overlay

Condition

Minimum acceptable condition

Age
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Maintenance Effects on Condition

Pre and Post Maintenance Condition for Homogeneous
Performance Group Receiving Similar Treatments

Mean Improvement o
g }

Performance Index

Pre Maintenance Post Maintenance
1 t

AGE
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This slide points out the elements that exist in any
maintenance database. If datafalls out of atypical
performance range then the data becomes suspect and
the users of the MM S should eval uate that data based on
their experience and various check points. The instructor
should expand on this concept based on his/her
experience.

This graphic shows the various effects that maintenance
can have on a pavement ranging from temporary
improvementsto life extensions. The instructor should
review this slide for the class based on his/her experience
and knowledge of maintenance effects.

This slide outlines the effect that good maintenance has
on pavement condition or the condition of any element in
the maintenance management system. Theinstructor
should review the slide based on his/her experience and
review of the reference documents.
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Maintenance Effects on
Deterioration

* Undocumented maintenance has
“flattening” effect on performance curves

* Records of maintenance activities can be
used to delineate performance groups

- Identification of maintenance policies across
varying pavement types

- Recording of actual maintenance performed
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Undocumented Maintenance Effects
On Deterioration Curves

Good _Maintenance Activities
™~
3 s A “Flattened” curve due
E R to undocumented
activit
8 . Y
c e,
S| N NN e
E Prediction error for
o .
S Worse deterioration o-maintenance
Q . condition
rates actually being
experienced
Poor T
New old Age
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Conclusions

* Maintenance activities can have major
effect on:
— pavement condition
— rate of deterioration
— pavement life

« A properly executed MMS can quantify
these effects

e Full benefits occur when MMS and PMS
are integrated as in Montana.
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This slide outlines 2 major effects that maintenance has
on pavement deterioration. Theinstructor should review
the elements on the slide based on his/her experience and
reading of the reference documents.

This slide points out that undocumented maintenance can
have a major flattening effect on performance curves.
Since the overall plot seemsto show that the
performance index is deteriorating more slowly than in
factitis. Thisisaclear example of how important it is
that maintenance effects be documented in the

mai ntenance management system.

This slide concludes the section on pavement
maintenance/effect on performance. These conclusions
derive particularly from the Montana example. The
instructor should review those conclusions from the slide
but should also summarize the entire section.

After the end of this dlide, the instructor should take 5 —
10 minutes for discussion with the class and should
stimulate that discussion with appropriate questions and
interaction. Thisisthe end of Module 10. At this point,
the instructor should point out that aworkshop will be
held and should prepare the class for that workshop.
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Objectives of Module 10

* Are maintenance activities recorded in
your PMS?

» Does your agency have a MMS?
« If so, is it linked to PMS

11/15/2002 Module 10
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The instructor should again state the objectives and ask
these or any other appropriate question to test the
participant’ s learning accomplishments.

1. Are maintenance activities recorded in your PMS?

2. Doesyour agency have a Maintenance Management
System?

3. If so, how isMMSlinked to PMS?
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GLOSSARY OF TERMS

AADT

The average 24-hour traffic volume counts collected over a number of days greater than 1 but
less than a year, at a given location. AADT can aso be approximated by adjusting the ADT
count for daily (weekday versus weekend) and seasonal (summer versus winter) variations.

AASHTO
American Association of State Highway and Transportation Officials

ADT

The average 24-hour traffic volume counts collected over a number of days greater than 1 but
less than a year, at a given location.

ADTT
The average 24-hour truck traffic volume counts collected over a number of days greater than 1
but less than a year, at agiven location. ADTT may be expressed as a percentage of ADT.

Algorithm
A prescribed set of well-defined rules or processes for the solution of a problem in a finite
number of steps.

Annual Costs
Any costs associated with the annual maintenance and repair of the facility.

Asphalt Emulsion Mix

A mixture of emulsified asphalt materials and mineral aggregate usualy prepared in a
conventional hot-mix plant or drum mixer at a temperature of not more than 127 °C (260 °F). It
is spread and compacted at the job site at a temperature above 93 °C (200 °F).

Benefit-Cost Ratio
The ratio of the dollars of discounted benefits achievable to the given outlay of discounted costs.

Cape Seal

A surface treatment that involves the application of a durry seal to a newly-constructed surface
treatment or chip seal. Cape seals are used to provide a dense, waterproof surface with improved
skid resistance.

Capital Costs

Non-recurring or infrequently recurring costs of long-term assets (including depreciation and
property taxes).

CESAL



Cumulative Equivalent Standard Axle Loads, e.g. the summation of ESALS over a year (see
ESAL).

Chip Seal

A surface treatment in which a pavement surface is sprayed with asphalt (generally emulsified)
and then immediately covered with aggregate and rolled. Chip sedls are used primarily to seal
the surface of a pavement with non load-associated cracks and to improve surface friction,
although they also are commonly used as a wearing course on low-volume roads.

Cold In-Place Recycling (CIR)

A process in which a portion of an existing bituminous pavement is pulverized or milled, the
reclaimed material is mxed with new binder and virgin materials, and the resultant blend is
placed as a base for a subsequent overlay. Emulsified asphalt is especialy suited for cold in
place recycling. Although not necessarily required, a softening agent may be used along with the
emulsified asphalt.

Cold Milling

A process of removing pavement material from the surface of the pavement either to prepare the
surface (by removing rutting and surface irregularities) to receive overlays, to restore pavement
cross slopes and profile, or even to re-establish the pavement’ s surface friction characteristics.

Combined Performance Indexes
Combinations of PI's, examples are Structura Index (STI), Surface Distress Index (SDI), Safety
Index (SFI), Overall Pavement Index (OPI), Present Serviceability Index (PSI).

Crack Filling

A maintenance procedure that involves placement of materials into nonrworking cracks to
substantially reduce infiltration of water and to reinforce the adjacent pavement. Working cracks
are defined as those that experience significant horizontal movements, generally greater than
about 2 mm (0.1 in). Crack filling should be distinguished from crack sealing.

Crack Sealing

A maintenance procedure that involves placement of specialized materials, either above or into
working cracks, using unique configurations to reduce the intrusion of incompressibles into the
crack and to prevent intrusion of water into the underlying pavement layers. Working cracks are
defined as those that experience significant horizontal movements, generally greater than about 2
mm (0.1 in).

CRCP
Continuously Reinforced (Cement) Concrete Pavement

Data Mining
Reviewing existing data, data bases and subsets of data, to determine what information might be
available that had previously been overlooked.

Default Value
A design value that is based on experience or on studied conclusions and that is used as a
substitute value when an actual value is not available.



Dense-Graded Asphalt Overlay

An overlay course consisting of a mix of asphalt cement and a well-graded (also called dense-
graded) aggregate. A well-graded aggregate is uniformly distributed throughout the full range of
Sieve sizes.

Deter ministic M odel

A model that expresses the interaction of system elements with complete certainty, that is, as
absolute values.

Diamond Grinding

A maintenance procedure for concrete pavements that involves the removal of a thin layer of
concrete (generally no more than 6.4 mm [0.25 in]) from the surface of the pavement to remove
surface irregularities (most commonly joint faulting), to restore a smooth riding surface, and to
increase pavement surface friction.

Diamond Grooving

The establishment of discrete grooves in the concrete pavement surface using diamond saw
blades to provide a drainage channel for water and thereby reduce the potential for hydroplaning
and wet weather accidents.

Discount Rate

In cost-benefit analysis, an interest rate used to reduce the value of benefits or costs accruing in
future years back to their current worth (present value). If the discount rate is 4 percent, $1.04 a
year from now is of equal value as $1.00 today.

Empirical Model — Prediction based on experience only.

Emulsified Asphalt

An emulsion of asphalt cement and water, which contains a small amount of an emulsifying
agent. Emulsified asphalt droplets, which are suspended in water, may be either the anionic
(negative charge) or cationic (positive charge) type, depending upon the emulsifying agent.

ESAL
Equivalent Standard Axle Load, used to transform loads by different vehicles into standard units.

Equivalent Uniform Annual Cost (EUAC)

The net present value of all discounted cost and benefits of an aternative as if they were to occur
uniformly throughout the analysis period. Net Present Vaue (NPV) is the discounted monetary
value of expected benefits (i.e., benefits minus costs).

FHWA
Federal Highway Authority

Fog Seal
A light application of slow setting asphalt emulsion diluted with water. It is used to renew old
asphalt surfaces and to seal small cracks and surface woids.

FWD



Falling Weight Deflectometer, used to assess the structural pavement properties.

GIS
Geographic Information System

Heater Scarification
A form of Hot InPlace Recycling in which the surface of the old pavement is heated, scarified
with a set of scarifying teeth, mixed with arecycling agent, and then leveled and compacted.

Hot In-Place Recycling (HIR)

A process which consists of softening the existing asphalt surface with heat, mechanically
removing the surface material, mixing the material with a recycling agent, adding (if required)
virgin asphalt or aggregate to the material, and then replacing the material back on the pavement.

Hot Mix Asphalt (HMA)
High quality, thoroughly controlled hot mixture of asphalt cement and well-graded, high-quality
aggregate thoroughly compacted into a uniform dense mass.

Hot Surface Recycling
See hot in-place recycling.

Inflation rate

The rate of increase in the general price levels, caused usualy by an increase in the volume of
money and credit relative to available goods. The inflation rate is also reflective of the rate of
decline in the general purchasing power of a currency.

Initial Costs
All costs associated with the initia design and construction of a facility, placement of a
treatment, or any other activity with a cost component.

I nternational Roughness Index (IRI)

A ratio of the accumulated suspension motion to the distance traveled obtained from a
mathematical model of a standard quarter car transversing a measured profile at a speed of 80
km/h (50 mph). Expressed in units of meters per kilometer (inches per mile), the IRl summarizes
the longitudinal surface profile in the wheel path.

JCP
Jointed (Cement) Concrete Pavement.

Joint Resealing

The resealing of transverse joints in concrete pavemerts to minimize the infiltration of surface
water into the underlying pavement structure and to prevent the intrusion of incompressibles into
thejoint.

Joint Sealant Reservoir
The channel sawed or formed at ajoint that accommodates the joint sealant.



Level of Service
A qualitative rating of the effectiveness of a highway or highway facility in serving traffic
(users), in terms of operating conditions (volume, speed, comfort, safety).

Load Transfer Restoration (LTR)

The placement of load transfer devices across joints or cracks in an existing jointed PCC
pavement. LTR isused on existing jointed PCC pavements that were constructed without dowel
bars at transverse joints.

Life Cycle Cost Analysis (LCCA)

An economic assessment of an item, system, or facility and competing design alternatives
considering al significant costs of ownership over the economic life, expressed in terms of
equivalent dollars.

M aintenance M anagement System (MM YS)

Rational procedures that provide optimum maintenance strategies for pavements and related
elements like ROW, culverts, guardrails, signs, traffic lights, etc. These procedures are based on
predicted maintenance effectiveness and cost for a desired Level Of Service, and the optimal
employment of labor, equipment and materials, whilst incorporating feedback regarding the
various attributes, criteria and constraints involved.

M echanistic M odel
Prediction based on known mechanistic properties of uniform materials, such as Youngs
Modulus, strain and stress at break.

Microsurfacing
Microsurfacing is a mixture of polymer modified asphalt emulsion, mineral aggregate, minera
filler, water, and other additives, properly proportioned, mixed and spread on a paved surface.

Mineral Filler

A finely divided mineral product, at least 70 percent of which will pass a 0.075 mm (No. 200)
seve. Pulverized limestone is the most commonly manufactured filler, athough other stone
dust, hydrated lime, portland cement, and certain natural deposits of finely divided minera
matter are also used.

M odel

A mathematical description of areal-life situation that uses data on past and present conditions to
make a projection about the future.

Nominal Dallars

Dollars of purchasing power in which actua prices are stated, including inflation or deflation.
Hence, nominal dollars are dollars whose purchasing power fluctuates over time.

NOVACHIP™

A maintenance treatment for AC pavements, sometimes called an ultrathin friction course: it
consists of alayer of hot-mix material placed over a heavy, polymer modified emulsified asphalt
tack coat; the total thickness of the application being typically between 10 and 20 mm (0.40 and



0.80 in). It can be used to reduce deterioration caused by weathering, raveling, and oxidation,
and can be used to fill ruts and to smooth corrugations and other surface irregularities.

Open-Graded Friction Course (OGFC)

An overlay course consisting of amix of asphalt cement and open graded (also called uniformly-
graded) aggregate. An opengraded aggregate consists of particles of predominantly a single
size.

Overall Pavement Index (OPI)
A combination of various weighted pavement performance indices (e.g. ride, rutting, cracking,
etc).

Partial-Depth Recycling
See cold in-place recycling.

Pavement Distress Index (PDI)
A combination of several distress ratings.

Pavement Evaluation
A technique to measure a range of pavement characteristics such as roughness, rutting, friction
and various distresses such as cracking.

Pavement M anagement
A coordinated systematic process for carryingout all activities related to providing pavements.

Pavement M anagement Software
A set of toolsto assist decision makersin preserving a pavement network.

Pavement M anagement Section
A location-defined part of the pavement network with a homogeneous cross section, uniform construction history,
traffic loading characteristics and history, and uniform drainage and climatic conditions.

Pavement M anagement System (PM S)

A systematic process that collects and analyzes pavement information with rational procedures that provide
optimum pavement strategies based on predicted pavement attributes incorporating feedback regarding the various
attributes, criteria and constraints involved. PMS is also called PMIS (Pavement Management Information System)
or RM S (Roadway Management System).

Pavement Performance Group

Grouping of pavement sections for performance models based on Traffic Levels (e.g. AADT), Functional Class (e.g.
Interstates, State Highways, etc) and Road Structure Category (RSC)

Pavement Performance M odel

An empirical or mathematical representation of predicted pavement performance and behavior.

Pavement Preservation

The sum of al activities undertaken to provide and maintain serviceable roadways; this includes
corrective maintenance and preventive maintenance, as well as minor rehabilitation projects.

Pavement Preventive Maintenance

Planned strategy of cost-effective treatments to an existing roadway system and its
appurtenances that preserves the system, retard future deterioration, and maintains or improves
the functional condition of the system (without increasing the structural capacity).



Pavement Reconstruction

Construction of the equivalent of a new pavement structure which usually involves complete
removal and replacement of the existing pavement structure including new and/or recycled
materials.

Pavement Rehabilitation

Work undertaken to extend the service life of an existing pavement. This includes the restoration,
placing an overlay, and/or other work required to return an existing roadway to a condition of
structural and functional adequacy.

Pavement Serviceability Index (PSI)
A subjective rating of the pavement condition made by a group of individuals riding over the
pavement.

Performance Index (PI)
A combination of weighted performance ratings taken from ride, rutting and other pavement
evauation data.

Periodic Costs
Costs associated with rehabilitation activities that must be applied periodically over the life of
the facility.

Poisson’s Ratio
The ratio of the reduced (increased) cross-section under tensile (compressive) stress, to the
original cross-section. For an elastic material theratio is 0.5.

Present Worth Method
Economic method that requires conversion of costs and benefits by discounting all present and
future costs to asingle point in time, usualy at or around the time of the first expenditure.

Probabilistic M odel
Quantification of afuture condition using probabilities in an algorithm, where any one of several
outputs, each of known probability, can occur for each alternative.

Quality Assurance (QA)

The systematic use of performance requirements, design criteria, specifications, production
control procedures, and acceptance plans for materials, processes, or products to ensure
prescribed properties or characteristics.

Quality Control (QC)

The system of collection, analysis, and interpretation of measurements and other data concerning
prescribed characteristics of a material, process, or product, for determining the degree of
conformance with specified requirements.

Real Dollars
Dallars of uniform purchasing power exclusive of general inflation or deflation. Real dollars
have a constant purchasing power over time.



Recycling Agents
Organic materials with chemical and physical characteristics selected to address any binder
deficiencies and to restore aged asphalt material to desired specifications.

Reuvenating Agent
Similar to recycling agents in material composition, these products are added to existing aged or
oxidized AC pavementsin order to restore flexibility and retard cracking.

Retrofitted Load Transfer
See Load Transfer Restoration.

Road Structure Category (RSC)
Categorization of pavement structures based on surface material and thickness, underlying
pavement structure, and rehabilitation type.

Rubberized Asphalt Chip Seal

A variation on conventiona chip seals in which the asphalt binder is replaced with a blend of
ground tire rubber (or latex rubber) and asphalt cement to enhance the elasticity and adhesion
characteristics of the binder. Commonly used in conjunction with an overlay to retard reflection
cracking.

Rubblization
Technique where existing concrete pavement is hammered into small pieces or chunks of loose
material that will act as a granular base.

Salvage Value

The remaining worth of the pavement at the end of the analysis period. There are generally two
components of salvage value: residua value — the net value from recycling the pavement and
serviceable life — the remaining life of the pavement at the end of the analysis period.

Sand Seal
An application of asphalt material covered with fine aggregate. It may be used to improve the
skid resistance of dlippery pavements and to seal against air and water intrusion.

Seal Coat
See Chip Sed

Sandwich Seal

A surface treatment that consists of gplication of a large aggregate, followed by a spray of
asphalt emulsion that isin turn covered with an application of smaller aggregate. Sandwich seals
are used to sedl the surface and improve skid resistance.

Scrub Seal



Application of a polymer modified asphalt to the pavement surface followed by the broom:
scrubbing of the asphalt into cracks and voids, then the application of an even coat of sand or
small aggregate, and finally a second brooming of the aggregate and asphalt mixture. This seal
isthenrolled with a pneumatic tire roller.

Shape Factor

The width to depth ratio of a joint sealant reservoir. A proper shape factor is required to alow
the sealant to effectively withstand repeated extension and compression as the temperature and
moisture in the slab changes. Most commonly available sealants require a shape factor between
land 2.

Slurry Seal

A mixture of slowsetting emulsified asphalt, well-graded fine aggregate, minera filler, and
water. It is used to fill cracks and seal areas of old pavements, to restore a uniform surface
texture, to seal the surface to prevent moisture and air intrusion into the pavement, and to provide
skid resistance.

StiffnessM odulus
Comparable to Youngs Modulus, but used for non-elastic materials. The Stiffness is defined as
the ratio of applied stress to the resulting strain for a certain temperature and time of loading.

Stockpiled Cold Mix

An asphalt maintenance mix consisting of aggregate and emulsified asphalt, which once
prepared can be stored and readily used for a period up to six months depending on the
formulation of the emulsion used and the aggregate characteristics.

Stone Mastic Asphalt Overlay

An overlay course consisting of a mix of asphalt cement, stabilizer material, mineral filler, and
gap-graded aggregate. A gap-graded aggregate is similar to an open-graded material but is not
quite as open.

Surface Texture
he characteristics of the concrete pavement surface that contribute to both surface fiction and
noise.

Undersealing

caled sub-sedling, pressure grouting, or slab stabilization: this process consists of the pressure
insertion of a flow able material beneath a PCC dab used to fill cavities beneath PCC dabs and
occasionally to correct the vertical alignment by raising individual slabs.

User Costs

Costs incurred by highway users traveling on the facility and the excess costs incurred by those
who cannot use the facility because of either agency or self-imposed detour requirements. User
costs typically are comprised of vehicle operating costs (VOC), accident costs, and user delay
costs.



Young'sModulusor Elastic Modulus
The ratio of the stress (force per unit of surface areq) to the resulting strain (relative increase in
length) in atensile test.



